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ABSTRACT 


This  thesis  presents  the  Design  and  Implementation  of  a  “Module 
Driver  and  Output  Analyzer  Generator"  (MDOAG)  for  Spec  functions. 
The  generator  translates  specifications  written  in  the  Spec  formal 
specification  language  into  ^Module  Driver  and  Output  Analyzers* 
(MDOA)  written  in  Ada. 

An  MDOA  is  a  testing  tool  which  repeatedly  calls  the  implementa¬ 
tion  of  the  function  with  input  values  provided  by  a  generator  program 
and  reports  instances  for  which  the  results  fail  to  meet  the  specifica¬ 
tion.  The  classification  of  test  results  is  carried  out  by  Ada  code  that  is 
automatically  generated  from  the  specification  of  the  component  to  be 
tested. 

The  Kodiyak  Application  Generator,  a  fourth-generation  attribute 
grammar  tool,  is  used  to  implement  the  translation. 
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I.  INTRODUCTION 


A.  MODULE  DRIVER  AND  OUTPUT  ANALYZER  GENERATOR 

A  “Module  Driver  and  Output  Analyzer  (MDOA)"  Is  a  system  that 
repeatedly  calls  a  module  and  reports  the  cases  when  the  results  of  the 
call  do  not  conform  to  the  specification  of  the  module.  This  research  is 
concerned  with  the  feasibility  of  implementing  a  “Module  Driver  and 
Output  Analyzer  Generator  (MDOAG)"  for  a  formal  specification  language 
using  a  fourth-generation  attribute  grammar  tool. 

The  prototype  MDOAG  developed  in  this  research  automatically  pro¬ 
duces  a  MDOA  from  a  specification.  A  schematic  of  the  MDOAG  is  shown 
in  Figure  1  - 1 . 


Figure  1  - 1 .  Module  Driver  and  Output  Analyzer  Generator 

The  MDOAG  “reads”  a  module  specification  and  “writes"  an  MDOA 
for  an  arbitrary  implementation  of  that  module.  The  MDOA  performs 
functional  (black  box)  testing  of  the  implementation.  It  provides  an  error 
report  at  the  conclusion  of  the  test.  A  schematic  of  the  MDOA  is  provided 
in  Figure  1-2. 
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In  this  system,  the  module  specification  is  written  in  Spec  [Ref.  11,  a 
formal  specification  language  described  later.  The  MDOA  is  generated  in 
Ada  [Ref.  2].  The  MDOA  requires  that  the  user,  normally  the  test  person¬ 
nel,  provide  a  test  input  generator,  (It  does  not  require  the  corresponding 
test  output  data  that  normally  constitutes  a  test  data  set.)  The  module 
driver  “calls"  (executes)  the  implementation  with  each  of  the  test  input 
data  generated  and  checks  the  output  returned  with  the  specified 
requirements.  Every  time  an  output  value  does  not  meet  the  specifica¬ 
tion,  the  test  case  (input  and  output  values)  and  the  portion  of  the  speci¬ 
fication  violated  are  added  to  the  report.  At  the  conclusion  of  the  test,  the 
total  number  of  tests  conducted  and  errors  found  are  also  reported. 

B.  REQUIREMENTS  FOR  THE  PROPOSED  SYSTEM 

There  are  numerous  reasons  a  MDOAG  is  needed,  only  a  few  of 
which  are  provided  in  the  following  paragraphs. 
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1.  To  Reduce  Time  Spent  in  Unit  Testing 

The  amount  of  time  devoted  to  testing  may  be  reduced  using  a 
MDOAG.  The  amount  of  time  spent  in  testing  varies  depending  on  the 
type  of  system.  In  life  critical- systems  like  those  used  in  military  systems, 
testing  can  consume  as  much  as  80  percent  of  the  total  development 
effort  [Ref.  3:p.  2],  An  average  estimate  of  time  spent  in  quality  assurance 
is  40  percent  [Ref.  l:p.  4-62].  In  such  cases,  there  is  a  great  potential  for 
savings  through  automation  of  tasks  currently  performed  manually. 

2.  To  Reduce  System  Development  Costs 

The  time  savings  gained  through  automation  of  the  testing  pro¬ 
cess  should  translate  into  significant  savings  in  overall  system  costs.  The 
U.  S.  Government  spent  $4  billion  dollars  in  1980  for  major  defense  sys¬ 
tems  [Ref.  4],  Software  costs  are  expected  to  reach  $30  billion  within  the 
next  few  years  [Ref.  4].  Researchers  investigating  ways  to  control  these 
costs  have  suggested  using  automated  aids  to  eliminate  manual  methods 
[Ref.  5]. 

3.  To  Encourage  Unit  Level  Testing 

An  MDOAG  encourages  unit  level  testing  because  in  automati¬ 
cally  generates  the  code  necessary  to  automatically  conduct  the  unit 
tests.  Systems  should  be  tested  incrementally,  unit  level  first  and  gradu¬ 
ally  working  towards  system  tests  [Refs.  1,  3,  4,  6,  7].  However,  due  to 
deliveiy  deadlines,  developers  sometimes  try  to  save  time  by  bypassing 
unit-level  testing,  moving  directly  to  integration  testing  in  hopes  that 
both  unit  and  integration  bugs  can  be  detected  simultaneously.  Often, 
this  approach  is  unsuccessful.  [Ref.  8:p.  115] 


4.  To  Provide  Unbiased  Unit  Tests 

An  MDOA,  generated  by  an  MDOAG,  provides  unbiased  tests 
because  the  test  code  is  generated  automatically  from  the  specification 
and  the  input  data  is  randomly  generated  (an  assumption).  Separation  of 
the  implementation  team  and  test  team  is  encouraged  as  a  means  of 
reducing  test  bias.  Often  at  the  unit  level,  the  two  teams  are  the  same 
people,  which  makes  it  very  difficult  to  eliminate  bias  [Ref.  3:p.  6[. 
Regardless  of  who  implements  the  unit  and  conducts  test,  the  MDOA 
generated  by  an  MDOAG  will  be  free  of  bias  and  provide  a  sound  indi¬ 
cation  of  the  unit's  reliability. 

5.  To  Increase  the  Reliability  of  Software 

By  automating  the  testing  process,  many  more  test  cases  may 
be  run.  significantly  reducing  the  incidence  of  undetected  errors. 

C.  SPEC  SPECIFICATION  LANGUAGE 
1.  General 

Spec  is  a  formal  specification  language  used  for  describing  the 
behavior  of  abstractions  that  detail  a  software  system  and  its  interactions 
[Ref.  8:p.  1].  It  is  intended  primarily  to  represent  black  box  specifications 
[Ref.  9:p.  75].  One  of  its  many  purposes  is  to  provide  the  formalism  (syn¬ 
tax  and  semantics)  necessary  to  automate  the  testing  process  [Ref.  8: 
p.  1].  When  applied  properly.  Spec  yields  modular,  readable 
specifications. 
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2.  Event  Model 

The  event  model  is  the  semantic  basis  for  Spec. 

The  event  model  uses  four  primitives:  modules,  messages,  events 
and  alarms.  A  module  is  a  black  box  that  interacts  with  other  mod¬ 
ules  by  sending  and  receiving  messages.  A  message  is  a  data  packet 
sent  from  one  module  to  another.  An  event  occurs  instantaneously 
when  a  message  is  received  by  a  module  at  a  particular  time.  An 
alarm  defines  a  time  at  a  module  and  triggers  temporal  events  at 
that  module.  [Ref.  9:p.  78] 

a.  Modules 

Modules  may  be  used  to  model  software  components  (e.g.. 
modules,  units,  subsystems,  etc.).  The  behavior  of  a  module  is  specified 
by  describing  its  interface.  An  interface  consists  of  a  set  of  stimuli 
(events)  it  recognizes  and  their  associated  responses  (sets  of  events).  [Ref. 
9:p.  78] 


b.  Messages 

Messages  may  be  used  to  model  software  component  inter¬ 
actions  (e.g..  procedure  calls,  returns  from  procedures.  Ada  rendezvous, 
etc.).  Messages  have  four  attributes:  origin  (who  sent  the  message),  name 
(the  name  of  the  message),  sequence  of  data  values  (the  parameters),  and 
condition  (normal  or  exception).  Figure  1-3  schematically  depicts  the 
interaction  of  two  modules.  Module i  passes  message i  (stimulus)  to 
module2-  ModuIe2  responds  by  passing  message2  (response)  back  to 
module  i.  Module2  knew  to  respond  to  module  i  by  checking  the  origin 
attribute  of  message  j,  which  was  modulej.  This  is  important  because  a 
module  may  interact  with  several  modules  and  must  have  a  way  of  iden¬ 
tifying  which  to  respond  to.  [Ref.  9:p.  78) 
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Figure  1-3.  Two  Modules  Communicating  by  Passing  Messages 

Figure  1-3,  as  described  above,  could  depict  the  interaction 
between  a  main  procedure  and  a  function.  The  main  procedure  (module i) 
calls  (message  i)  the  function  (module2)  and  the  function  returns  results 
(message2).  Only  the  interface  is  depicted;  there  is  no  indication  of  the 
internal  characteristics  of  the  modules. 
c.  Events 

An  event  records  and  describes  the  system’s  behavior. 
Events  are  identified  by  three  properties:  a  module,  a  message,  and  a 
time.  The  time  corresponds  to  the  time  a  module  received  a  message. 
[Ref.  9:p.  78] 

An  event  can  be  reactive  or  temporal.  A  reactive  event  is  an 
event  which  occurs  in  response  to  an  external  stimulus.  A  temporal  event 
is  one  which  occurs  in  response  to  an  alarm  set  off  by  the  module  itself 
based  on  the  absolute  local  time.  [Ref.  9:p.  78] 
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d.  Alarms 

“Alarms  represent  discrete  points  in  time  when  temporal 
events  are  triggered."  (Ref.  9:p.  78]  An  alarm  has  a  module,  a  message, 
and  a  time.  An  alarm  causes  the  module  to  send  itself  a  message  at  the 
designated  time  (modules  have  internal  local  clocks)  [Ref.  9:p.  78]. 
Alarms  illustrate  a  property  of  the  event  model—  that  all  communications 
between  modules  must  be  explicit,  even  when  a  module  communicates 
with  itself.  (Ref.  9:p.  78] 

3.  The  Spec  Language 

This  section  is  provided  to  give  the  reader  some  notion  of  the 
Spec  language.  Figure  1-4  is  a  specification  for  a  “generic  square  root 
function"  written  in  Spec  (Ref.  9:p.  76].  It  specifies  proper  behavior  with¬ 
out  providing  implementation  details.  A  narrative  description  of  Figure 
1-4  follows  the  discussion  below. 


FUNCTION  square_root  {precision:float  SUCH  THAT  precision  >  0.0} 

MESSAGEfx:  float) 

WHEN  x  >=  0.0 
REPLY(y:  float) 

WHERE  y  >=  0.0,  approxtmates(y*y,x) 

OTHERWISE  REPLY  EXCEPTION  imaginary_square_root 

CONCEPT  approximates^  1  r2:real) 

--True  if  rl  is  sufficiently  accurate  approximation  of  r2 
—The  precision  is  relative  rather  than  absolute 
VALUE(b:boolean) 

WHERE  b  <=>  abs(rl-r2)  <=  abs(precision*r2) 

END 


Figure  1-4.  Specification  for  the  Generic  Square  Root  Function 
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a.  Spec  Primitives 


Spec  has  three  primitive  module  types  for  specifying  soft¬ 
ware  components:  functions,  machines,  and  types  [Ref.  9:p.  76].  Spec 
functions,  machines,  and  types  adhere  to  the  conventional  notions  of 
“functions,"  “machines,”  and  “types." 

(1)  Functions.  A  function  has  no  memory  (immutable),  so 
a  completely  specified  function  calculates  a  single-valued  mathematical 
function.  Incompletely  specified  functions  can  be  multiple-valued 
(non-deterministic) . 

(2)  Machines.  A  machine  maintains  state  information: 
consequently,  a  machine’s  response  is  dependent  upon  its  computation 
history.  [Ref.  9:p.  80] 

(3)  Types.  A  type  defines  an  abstract  data  type.  It  provides 
the  value  set  (data  objects)  of  the  type  and  a  set  of  operations.  The  type 
manages  the  value  set.  Types  can  be  immutable  and  mutable.  An  immu¬ 
table  type  has  a  fixed  value  set  and  its  operations  cannot  change  the 
properties  of  the  individual  type  instances.  A  mutable  type  can  create 
and  destroy  type  instances  with  internal  states  and  can  provide  opera¬ 
tions  for  changing  them.  [Ref.  9:p.  81-83] 

b.  Stimulus-Response 

"The  basic  unit  in  a  Spec  module  description  specifies  the 
required  response  to  a  stimulus."  [Ref.  9:p.  76]  Preconditions  and  post¬ 
conditions,  written  in  predicate  logic,  specify  the  correct  behavior  of  the 
module  independently  of  its  internal  structure  (i.e.,  Spec  specifies  correct 
behavior,  not  how  to  implement  that  behavior.). 


8 


c.  Concepts 

Spec  concepts  are  used  to  decompose  the  predicate  logic  of 
a  specification  into  understandable  chunks  in  the  same  manner  that 
subprograms  are  used  in  programs.  Predicate  logic  can  be  difficult  to 
read  and  understand  if  not  digested  in  small  pieces.  Concepts  make  it 
possible  to  define  predicates  with  meaningful  names  to  enhance  the 
readability  of  the  specification.  (Ref.  9:p.  77] 

d.  Sample  Spec:  Generic  Square  Root 

As  stated  previously,  Figure  1-4  shows  a  specification  for  a 
“generic  square  root."  The  Spec  can  be  read  as  described  in  the  following 
paragraphs.  Selected  Spec  key  words  and  delimiters  (enclosed  in  brack¬ 
ets  “[  ]")  have  been  inserted  into  the  narrative  to  indicate  how  they  drive 
the  interpretation. 

(1)  Module  Header.  (FUNCTION]  “square_root"  is  a  func¬ 
tion,  so  it  has  no  memory.  It  is  generic  [{  }]  and  has  a  single  generic 
parameter  “precision"  of  type  "float."  [SUCH  THAT]  the  generic  parameter 
“precision"  is  restricted  to  values  that  are  greater  than  “0.0." 

(2)  Stimulus.  Its  stimulus  [MESSAGE]  is  a  single  argu¬ 
ment  “x”  of  type  “float"  [( )]. 

(3)  Response.  The  module  must  reply  in  one  of  two  ways: 

•  [WHEN]  the  value  of  “x"  is  greater  than  or  equal  to  “0.0",  it  must 
[REPLY]  to  the  calling  module  with  a  single  argument  “y”  of  type 
“float  [( )],  [WHERE]  the  value  “y"  must  be  greater  than  or  equal  to 
“0.0"  and  its  square  (y*y)  must  "approximate"  the  input  parameter 
“x." 

•  [OTHERWISE]  (i.e.,  when  the  value  of  “x"  is  not  greater  than  “0.0"),  it 
must  [REPLY]  with  the  [EXCEPTION]  “imaginary_square_root." 


(4)  Concepts.  The  [CONCEPT]  “approximates"  defines  the 
predicate  “approximates"  used  above.  Two  values  “rl"  and  “r2"  of  type 
float  “approximate"  each  other  when  the  absolute  value  of  their  difference 
is  less  than  or  equal  to  the  absolute  value  of  “r2"  multiplied  by  the  value 
of  the  parameter  “precision"  [WHERE].  (The  “approximates"  concept  may 
be  thought  of  as  a  function  returning  a  boolean  value.) 

D.  ATTRIBUTE  GRAMMARS  AND  THE  KODIYAK  APPLICATION 

GENERATOR 

Attribute  grammars  are  the  theoretical  foundation  for  this  research. 
The  Kodiyak  Application  Generator  is  a  tool  that  implements  that  foun¬ 
dation.  In  this  research,  an  attribute  grammar  (based  on  the  Spec 
specification  language)  and  the  Kodiyak  Application  Generator  are  used 
to  define  and  automate  the  process  of  “translating"  module  specifications 
into  MDOAs. 

1.  Attribute  Grammars 

Knuth  introduced  attribute  grammars  as  a  means  of  defining 
the  formal  semantics  of  context  free  languages.  Intuitively,  all  legal 
strings  of  a  grammar  can  be  represented  by  parse  trees,  where  the  root  of 
the  parse  tree  is  the  start  symbol;  the  interior  nodes  are  the  non-termi¬ 
nals;  and  the  leaf  nodes  are  the  terminal  symbols.  Knuth  showed  that  by 
(1)  assigning  attributes  to  the  nodes  of  the  tree  and  (2)  establishing  rules 
(semantic  functions)  by  which  those  attributes  derive  their  meaning, 
semantic  information  about  the  parsed  string  could  be  passed  about  the 
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tree.1*2  Collectively,  that  information  conveys  the  semantics  of  the  string 
[Ref.  10],  In  practice,  attributes  are  defined  for  the  terminals  and  non¬ 
terminals  of  the  grammar,  and  semantic  functions  are  associated  with 
the  production  rules  of  the  grammar.  For  any  given  string,  the  parse  tree 
is  constructed,  and  all  attributes  associated  with  that  parse  tree  are 
evaluated.  When  attribute  evaluation  is  complete,  “the  defined  attributes 
at  the  root  of  the  tree  constitute  the  ‘meaning’  corresponding  to  the 
derivation  tree.”  [Ref.  10] 

2.  Kodiyak  Application  Generator 

a.  General 

The  Kodiyak  Application  Generator  is  a  language  for  con¬ 
structing  translators  modeled  after  Knuth's  description  of  attributed 
grammars.  It  has  facilities  for  describing  a  lexical  scanner,  an  LALR(l) 
grammar,  and  attribute  definition  equations.  [Ref.  11] 

The  description  that  follows  provides  only  that  information 
required  to  understand  the  code  in  this  work.  For  further  information 
consult  Reference  1 1 . 

b.  Comments 

An  exclamation  point  ("!")  introduces  a  comment  wdiich 
runs  to  end-of-line. 


Attributes  that  derive  their  meaning  solely  from  descendant  nodes 
are  known  as  synthesized  attributes  [Ref.  10]. 

Attributes  that  derive  their  meaning  solely  from  ancestor  nodes  are 
known  as  inherited  attributes  [Ref.  10]. 
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c.  Program  Format 

AG  programs  consist  of  three  sections.  The  program  layout 
and  the  purposes  of  the  three  sections  are  shown  in  Figure  1-5. 

!  SECTION  1:  LEXICAL  SCANNER 

!  PURPOSES: 

!  specify  the  terminal  symbols  of  the  language. 

!  specify  rules  for  translating  source  text  into 
!  terminal  symbols. 

!  establish  operator  precedences. 

%%  !  SECTION  DELIMITER 

!  SECTION  2:  ATTRIBUTE  DECLARATION  SECTION 

!  PURPOSES: 

!  Name  the  attributes. 

!  Define  their  types. 

%%  !  SECTION  DELIMITER 

!  SECTION  3:  GRAMMAR  AND  ATTRIBUTE  EQUATIONS 

!  PURPOSES: 

!  Define  the  grammar. 

!  Define  the  attribute  equations  which  describe  the 
!  semantics  of  the  translation. 


Figure  1-5.  AG  Program  Format  and  Section  Purposes 
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d.  Lexical  Scanner  Section 

The  lexical  scanner... defines  a  set  of  substitutions  to  be  performed 
on  the  input  text.  Named  terminal  symbols  are  associated  with  regu¬ 
lar  expressions.  Input  is  scanned  for  text  which  matches  these  regu¬ 
lar  expressions.  If  such  a  match  is  found,  the  text  is  deleted  and 
replaced  with  an  occurrence  of  the  associated  terminal  symbol.  [Ref. 
ll:p.  3] 

AG  accepts  regular  expressions  as  recognized  by  Lex  [Ref. 
1  l:p.  4;  Ref.  12].  AG  also  provides  token  definitions  to  enhance  readabil¬ 
ity  [Ref.  ll:p.  4].  Code  fragments  from  the  lexical  section  of  Appendix  A 
are  provided  in  Figure  1-6.  The  numbers  enclosed  in  asterisks  (e.g.,  *1*) 
have  been  added  to  assist  in  explaining  the  code.  They  do  not  appear  in 
the  actual  code.  Statement  *1*  defines  the  token  “Digit"  to  be  a  single 
ASCII  character  between  “0"  and  “9".  Statement  *2*  defines  “Int"  (integer) 
to  be  one  or  more  of  the  tokens  Digit.  The  curly  braces  (“{ }")  indicate  that 
a  previously  defined  token  is  being  used  in  the  current  definition.  State¬ 
ment  *3*  defines  the  token  “AND"  to  be  the  ampersand  (“&").  Statement 
*4*  defines  a  REAL_LITERAL  to  be  the  string  composed  of  an  Int  token 
followed  by  a  decimal  point  (“.")  and  another  Int  token.  Operator  prece¬ 
dences  and  associativities  for  AND,  "+,"  and  “-"  are  established  by 
statements  *5*  and  *6*.  Precedence  is  established  by  the  line  on  which 
the  operators  appear.  Operators  on  the  same  line  have  the  same  prece¬ 
dence.  The  operators  on  different  lines  derive  their  precedences  from 
their  line  number.  Lower  line  number  implies  lower  precedence.  Hence, 
the  operator  “AND"  has  a  lower  precedence  than  “+"  and  The 
operators  “+"  and  “-"  have  the  same  precedence.  “%left"  implies  left 
associativity  for  the  line.  Hence  the  expression  “2  +  3  +  5"  is  the  same  as 
“(2  +  3)  +  5." 
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e.  Attribute  Declaration  Section 

“The  attribute  declaration  section  consists  of  attribute  dec¬ 
larations  for  all  non-terminals  and  named  terminals."  [Ref.l  l:p.  7] 


!  LEXICAL  SECTION:  SOME  EXAMPLES 

!  definitions  of  lexical  classes 


%define  Digit  :[0-91  *1* 

%define  Int  :{Digit}+  *2* 

!  definitions  of  compound  symbols  and  keywords 

AND  *3* 

REAL_LITERAL  :{Int}  “."  {Int}  *4* 

!  operator  precedences 

%left  AND;  *5* 

%left  V,  *6* 


Figure  1-6.  Code  Fragments  From  Lexical  Section  of  Appendix  A 

Kodiyak  has  two  primitive  data  types:  string  and  int 
(integer)  [Ref.  ll:p.  7].  They  have  the  conventional  interpretation.  Strings 
may  contain  control  characters  (e.g.,  newlines,  tabs,  etc.).  They  are  intro¬ 
duced  in  the  string  with  a  backslash,  like  in  the  “C"  programming 
language. 

A  “map"  is  the  only  higher  order  type  in  Kodiyak.  A  map 
“maps"  one  primitive  type  onto  another.  A  map  is  like  a  lookup  function 
with  an  entry  operator  and  a  lookup  operator.  Given  a  “key,"  it  returns 
the  value  pointed  to  by  that  key.  For  instance,  string  ->  int  is  a  map  from 
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strings  to  integers.  Given  a  particular  string,  the  map  returns  a  integer 
associated  with  that  string. 

AG  has  two  special  attributes:  %text  and  %line.  They  pro¬ 
vide  the  actual  text  of  the  token  as  scanned  and  the  line  number  of  the 
source  on  which  it  appeared. 

Some  samples  of  attribute  declarations  are  provided  in  Fig¬ 
ure  1-7.  The  non-terminal  “start"  has  two  attributes:  “main”  and 
“lines_of_code,"  statements  *1*  and  *2*.  respectively.  Main  has  type 
string  and  lines_of_code  has  type  integer.  The  “message"  non-terminal 
has  one  attribute  named  “table."  It  is  a  map  of  strings  to  integers,  state¬ 
ment  *3*.  The  terminal  symbol  “REAL_LITERAL"  has  the  special  attribute 
%text.  It  will  be  set  to  the  string  representing  the  actual  REALJLITERAL 
scanned  (e.g.,  “1.0",  “2.50".  etc.). 


!  ATTRIBUTE  DECLARATION  SECTION:  SOME  EXAMPLES 

%% 
start  { 

main:string;  *1* 

lines_of_code:int;  *2* 

): 

message! 

table:string->int;  *3* 

}; 

REAL_LITERAL( 

%text:  string:  *4* 

}: 

%% 

g«sa— bb«  i  i  eenecgsM 


Figure  1-7.  Sample  Attribute  Declarations 
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f.  Attribute  Grammar  Section 

“The  attribute  grammar  section  defines  the  syntax  and 
semantics  of  the  translation."  {Ref.  ll:p.9]  The  grammar  is  defined  in  a 
notation  similar  to  BNF  augmented  with  the  semantics  of  the  translation. 
For  each  production  alternative  of  a  production  rule  in  the  grammar, 
semantic  functions  are  defined  and  enclosed  between  curly  braces  (“{ }"). 
Figi  e  1-8  provides  an  example  of  a  production  rule  augmented  with 
semantic  functions.  The  “messages"  production  rule  has  two  possible 
productions:  (1)  the  “messages"  non-terminal  followed  by  the  “message" 
non-terminal  or  (2)  the  null  production.  Semantic  function  *1*  is  the 
semantic  function  for  the  first  alternative  and  will  be  evaluated  if  the 
parse  generates  the  first  alternative.  Semantic  functions  *2*  and  *3*  are 
the  semantic  functions  for  the  second  alternative  and  will  be  evaluated  if 
the  parse  generates  nuli. 


messages 

:  messages  message 

{  messages[l].parm_specs=message.parm_specs;  *1* 


{  messages.  parm_specs=“";  *2* 

messages!  l].r_parm=  *3* 

messages[2].parm_specs  ==  "" 

->  “" 

#  messages[2].r  parm; 

} 


Figure  1-8.  Production  Rule  Augmented  with  Semantic  Functions 
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Semantic  function  *1*  states  that  the  attribute 
“parm_specs"  of  the  first  occurrence  of  the  non-terminal  “messages"  (the 
instance  in  the  left-hand  side  of  the  production,  denoted  by  mes¬ 
sages!  l].parm_specs)  is  equal  to  the  value  of  the  “parm_specs”  attribute 
of  the  “message"  non-terminal  (denoted  by  message. parm_specs).  Refer¬ 
ences  to  the  “parm_spec"  attribute  of  the  second  “messages"  non-termi¬ 
nal  would  be  denoted  by  messages[2].parm_specs  (i.e.,  the  second  occur¬ 
rence  of).  When  the  brackets  ("( ]")  are  omitted,  the  first  occurrence  of  the 
non-terminal  is  assumed. 

Semantic  function  *2*  states  that  the  “parm_specs"  attri¬ 
bute  of  the  first  occurrence  of  the  “messages"  non-terminal  evaluates  to 
the  empty  string  ("  "). 

Semantic  function  *3*  illustrates  the  conditional  (if-then- 
else)  construct.  The  example  can  be  interpreted  as  shown  in  Figure  1-9. 
The  first  attribute  in  the  AG  construct  is  the  one  to  which  an  assignment 
will  be  made.  The  next  line  in  the  construct  is  a  conditional  expression.  If 
the  condition  is  true,  the  first  attribute  is  assigned  the  value  after  the 
“->"  (then)  symbol.  If  the  condition  is  false,  the  first  attribute  is  assigned 
the  value  after  the  “#"  (else)  symbol.  [Ref.  ll:p.  14) 

Semantic  functions  *1*.  *2*.  and  *3*  are  examples  of  infor¬ 
mation  being  passed  up  the  parse  tree  (synthesized)  from  a  sibling  node 
to  a  parent  node.  In  the  same  manner,  information  could  be  passed  down 
the  tree  (inherited)  by  changing  the  order  of  the  non_terminals.  (e.g., 
message. parm_spec  =  messages! l).parm_spec  would  pass  the  value  of 
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if  (messages[2].r_parm  ==  “")  t±ien 
(messages!  l].r_parm  =  “") 

else 

(messages!  lj.r_parm  =  messages(2).r_parm) 
end  if; 

Figure  1-9.  Interpretation  of  AG  if-then-else  Construct  of  Figure  1-8 

the  “parm_spec"  attribute  down  the  parse  tree).  Information  can  also  be 
passed  from  sibling  to  sibling  by  simply  defining  a  semantic  function 
passing  information  between  attributes  on  the  right-hand  side  of  the  pro¬ 
duction  rule  (e.g.,  messages{2].parm_specs  =  message. parm_spec  would 
pass  information  to  the  right  in  the  messages!  1]  subtree.).  AG  provides 
the  operators  listed  in  Figure  1-10.  Most  of  the  operators  carry  their 
usual  meaning.  However,  the  map  join  operator  requires  some 
explanation. 

The  join  operation  takes  two  maps  of  the  same  type... and  constructs 
a  new  map.  The  newr  map  is  defined  everywhere  either  of  the  other 
maps  is,  and  is  undefined  wherever  both  of  the  other  maps  are. 
Every  pair  in  the  first  map  is  included  in  the  resulting  map.  Every 
pair  in  the  second  map  that  does  not  have  a  key  that  occurs  as  a  key 
in  the  first  map  also  appears  in  the  resulting  map.  IRef.  1  l:p.l5] 

Two  standard  functions  provided  by  AG  were  used  in  the 

MDOAG  code:  %outfile(file_name: string,  vakstring),  which  writes  the 

string  val  to  the  file  named  flle_name,  and  %errfile(file_name:string, 

vakstring),  which  does  the  same  tiling  except  “file_name“  is  the  name  of 


Arithmetic  Operators 


Operator 


Meaning 


+" 

addition 

subtraction 

**• 

multiplication 

/" 

division 

%" 

modulus 

H 

negation 

String  Operators 

“[  ]“  concatenate  enclosed  strings 

Map  Operators 

“+ 1 "  join:  joins  two  maps  of  the  same  type 

“non_term.map_name(key)"  apply:  given  a  nonterminal  “non_term" 

with  a  map  attribute  “map_name"  and  a 
“key,"  returns  value  associated  with  the 
“key" 


Relational  Operators 


less  than 

greater  than 

equal 

unequal 

“<=" 

less  than  or  equal 

“>=" 

greater  than  or  equal 

Logical  Operators 

“&&"  and 

“II"  or 

negation 


Figure  1-10.  AG  Operators 
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the  error  file  [Ref.  1  l:p.  19].  The  first  rule  in  the  section  is  for  the  start 
symbol.  The  attributes  of  the  start  symbol  will  yield  the  semantic  mean¬ 
ing  of  the  translation.  All  output  is  generated  by  the  output  functions 
defined  for  the  start  symbol.  [Ref.  ll:p.  24] 
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n.  PREVIOUS  WORK 


Presented  below  is  a  limited  sampling  of  work  that  most  closely 
approximates  the  work  done  in  this  research.  The  first  section  discusses 
two  “module  drivers"  and  the  second  mentions  two  tools  that  have  been 
implemented  using  attribute  grammar  tools. 

A.  MODULE  DRIVERS 

Research,  development,  and  implementation  of  automatic  module 
driver  tools  was  conducted  as  early  as  1974  [Ref.  13].  Two  representative 
tools  are  described  below.  Note  that  both  of  those  tools  require  test  per¬ 
sonnel  to  provide  a  complete  test  case  (module  inputs  and  expected 
outputs).  Further,  they  are  not  generated  automatically  from  the  specifi¬ 
cation;  consequently,  the  results  are  valid  only  if  the  tester's  interpreta¬ 
tion  of  the  requirements  is  correct. 

1.  Automatic  Unit  Test  (AUT)  Program 

The  Automated  Unit  Test  Program,  released  by  IBM  in  1975,  is 
one  of  the  first  automatic  software  test  drivers  developed.  It  conducts 
black  box  testing  and  automatically  tests  the  “object  module"  of  the 
implementation  (i.e.,  it  is  independent  of  the  source  code  the  module  is 
written  in)  [Ref.  14].  A  schematic  of  the  system  is  given  in  Figure  2-1. 

To  conduct  a  test,  a  test  procedure  must  be  written  in  Module 
Interface  Language -Specific  (MIL-S),  a  test  language  also  developed  by 
IBM.  The  test  procedure  provides  a  sequence  of  test  cases  to  be  executed 
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Figure  2-1.  Schematic  of  IBM’s  Automatic  Unit  Test  Program 

by  the  AUT  processor  Each  test  case  includes  test  Input  data  and  its 
corresponding  output  data.  For  each  test  case  in  the  test  procedure,  the 
AUT  processor  calls  the  object  module  with  the  input  values.  The  object 
module  then  computes  and  returns  its  results  to  the  AUT  processor. 
Then  the  AUT  processor  checks  the  results  against  the  correct  output 
data  of  test  case  and  records  any  discrepancies  noted.  [Ref.  14] 

The  AUT  is  criticized  because  the  test  language,  MIL-S,  is  a  low- 
level  assembler-like  language  and  it  has  no  facilities  for  modeling  I/O 
devices  and  files.  [Ref.  14] 

2.  Fortran  Test  Procedure  Language  (TPL/F) 

TPL/F  Is  an  automated  test  system  developed  by  General  Elec¬ 
tric.  It  operates  on  the  implementation's  source  code  (Fortran).  The  lan¬ 
guage  allows  test  cases  to  be  specified  in  terms  of  the  implementation's 
Internal  structure  (i.e.,  it  is  capable  of  conducting  clear  box  testing). 
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Further,  the  system  gathers  statistics  of  testing  thoroughness  such  as 
percentage  of  statements  executed  and  branches  traversed.  [Ref.  14] 

The  general  testing  process  is  similar  to  the  AUT.  Like  the  AUT, 
this  system  also  requires  that  a  test  procedure  be  written  which  includes 
input  and  output  data,  but  it  also  allows  the  procedure  to  specifically 
conduct  tests  over  segments  of  the  implementation  source  code  if 
desired.  To  support  that  feature,  the  system  has  what  it  calls  a  target- 
program  translator.  Basically,  it  is  a  source  code  parser  which  enables 
test  code  insertion.  Like  the  AUT,  test  cases  are  conducted  and  the 
results  are  written.  Unlike  the  AUT,  the  test  results  include  test  coverage 
statistics.  [Ref.  14] 

B.  TOOLS  IMPLEMENTED  WITH  ATTRIBUTE  GRAMMAR  TOOLS 

Attribute  grammar  tools  have  been  used  successfully  to  implement 
several  systems.  Two  examples  are  provided  below. 

1.  Language  Translator  for  the  Computer-Aided  Prototyping 
System  (CAPS) 

The  Language  Translator  for  CAPS  is  written  using  the  Kodiyak 
Application  Generator.  It  translates  prototype  specifications  written  in 
the  Prototype  System  Description  Language  (PSDL)  into  a  set  of  Ada  pro¬ 
cedures  and  packages.  Altizer,  the  author  of  the  translator,  presents  a 
“template  translation  methodology"  that  is  used  to  produce  the  Module 
Driver  and  Output  Analyzer  Generator  of  this  research  [Ref.  15].  The 
template  methodology  is  explained  in  Chapter  IV  and  is  used  in  the 
research  reported  here. 
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2.  Specification  Language  Type  Checker 

A  specification  language  type  checker  is  also  implemented  using 
the  Kodiyak  Application  Generator.  The  system  performs  name  analysis 
and  error  reporting  for  specifications  written  in  Spec  [Ref.  16]. 

The  Module  Driver  and  Output  Analyzer  Generator  of  this 
research  assumes  there  are  no  type  errors  in  the  input  Specs.  In  effect, 
the  result  of  this  research  is  an  extension  of  the  total  Spec  envirc  iment, 
which  includes  the  type  checker. 
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m.  DESIGN  OF  THE  MDOAG 


A.  SUBSET  OF  THE  SPEC  LANGUAGE  IMPLEMENTED 

The  subset  of  the  Spec  language  treated  by  this  thesis  corresponds 
roughly  to  Spec  functions  that  can  be  implemented  as  Ada  functions  or 
procedures.  This  set  consists  of  single  service  functions  which  receive  a 
single  anonymous  message  and  reply  with  one  or  more  parameters  or  an 
exception.  The  square  root  function  of  Figure  1-4  is  a  typical  example. 

A  more  precise  description  of  the  subset  is  provided  in  Appendix  B. 
which  contains  the  set  of  Spec  production  rules  that  have  been  imple¬ 
mented  by  this  system.  In  addition,  the  user's  manual  (Appendix  C) 
describes  the  minimum  details  necessary  to  determine  whether  a  specifi¬ 
cation  may  be  tested  using  the  system. 

B.  DESIGN  OF  THE  RUN-TIME  SYSTEM 

Figure  1-1  shows  that  the  Module  Driver  and  Output  Analyzer  Gen¬ 
erator  (MDOAG)  reads  in  a  Spec  and  generates  a  Module  Driver  and  Out¬ 
put  Analyzer  (MDOA)  for  that  Spec.  However,  it  actually  generates  an 
incomplete  MDOA.  It  generates  eight  files  containing  Ada  source  code  for 
all  but  two  of  the  components  of  the  MDOA.  The  user  must  supply  one  of 
the  remaining  components  representing  the  code  to  be  tested,  and  the 
other  is  resident  in  the  environment.  Further,  the  user  is  required  to 
complete  at  least  one  component  (possibly  more)  prior  to  compiling  the 
MDOA  into  executable  code.  The  executable  MDOA  reads  in  a  file  con¬ 
taining  test  parameters  (supplied  by  the  user)  and  outputs  the  results  of 
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the  test.  Refer  to  the  user’s  manual  (Appendix  C)  for  details  concerning 
the  user  Interface. 


The  components  of  the  MDOA  are  presented  In  the  dependency  dia¬ 
gram  of  Figure  3-1.  All  the  components  except  MDOAG_LIB  and  IMPLE¬ 
MENTATION  are  generated  by  the  MDOAG.  MDOAG_LIB  is  a  standard 
library  component.  IMPLEMENTATION  is  the  component  to  be  tested. 
ITERATORS  are  generated  as  required,  depending  on  the  Spec. 


Figure  3- 1 .  Architecture  of  the  Module  Driver  and  Output  Analyzer 

The  GENERATOR  and  ITERATORS  must  be  completed  by  the  user. 
For  these  components,  the  MDOAG  generates  a  shell  providing  the 
proper  interface.  The  user  must  add  the  code  necessary  to  generate  the 
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input  data  sets  and  ranges  for  any  quantifiers  appearing  in  the 
specifications. 

Examples  of  each  component  produced  by  the  system  are  contained 
in  Appendix  D.  When  referring  to  the  components,  be  aware  that  the 
DRIVER,  CHECK_PKG  and  ITERATOR  components  generated  by  the 
MDOAG  contain  “m4  macros’*  which  require  expansion  via  the  UNIX  m4 
macro  processor  prior  to  Ada  compilation;  consequently,  two  files  are 
given  for  the  same  component  (e.g.,  DRTVER.M4  and  DRIVER  correspond 
to  the  DRIVER  before  macro  expansion  and  after  expansion,  respec¬ 
tively.).  The  macros  are  more  readable  than  the  expanded  Ada  code  (see 
DRIVER  and  GENERATOR  sections  for  more  detail).  Descriptions  of  each 
component  are  provided  in  the  next  several  sections. 

Figure  3-2  is  a  detailed  data  flow  diagram  of  the  MDOA.  It  is  pro¬ 
vided  to  supplement  the  following  discussions  and  as  a  “master”  diagram 
of  the  MDOA.  Subprogram  calls  are  indicated  in  upper  case  and  are 
located  above  and  to  the  left  of  the  arrows.  Data  components  are  indi¬ 
cated  in  lower  case  and  are  located  below  and  to  the  right  of  the  arrows. 
A  single  arrow  was  used  to  represent  two  distinct  MAIN-REPORT  interac¬ 
tions  and  three  distinct  DRIVER-REPORT  interactions  to  save  space  (e.g., 
OPEN,  CLOSE).  No  specific  C HE C K_ PKG - M D O AG_LIB  interactions  are 
indicated.  The  dashed  arrow  represents  an  exception  message. 
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Figure  3-2.  Module  Driver  and  Output  Analyzer  Data  Flow  Diagram 


1.  MAIN 

MAIN  is  the  “main"  procedure  of  the  system.  MAIN's  architec¬ 
ture  is  provided  in  Figure  3-3.  which  graphically  illustrates  its  depen¬ 
dencies  and  their  precise  nature.  MAIN  depends  upon  REPORT  and 
MAIN_PKG  for  the  services  they  render,  as  Indicated  (e.g.,  REPORT  pro¬ 
vides  OPEN).  The  general  functionality  of  MAIN  can  be  determined  by 
reading  the  services  from  left  to  right.  The  services  whose  symbols  are 
filled  (e.g.,  GET_TEST_PARAMETERS)  are  contained  inside  a  loop  which 
is  controlled  by  the  service  whose  symbol  contains  the  dot  (l.e., 
TESTS_COMPLETE). 
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Procedure  MAIN  opens  the  error  report.  Then  it  repeatedly  gets 
test  parameters  and  executes  the  test,  until  the  tests  are  complete.  Exe¬ 
cuting  a  test  adds  information  to  the  error  report  if  the  results  of  the  test 
do  not  conform  to  the  specification.  Then  it  closes  the  error  report. 

The  top  row  of  modules  in  Figure  3-2  shows  the  communication 
of  procedure  MAIN. 

2.  MAIN.PKG 

MAIN_PKG  hides  some  of  the  implementation  details  of  proce¬ 
dure  MAIN.  It  has  three  subprocedures:  TESTS_COMPLETE,  GET_TEST_ 
PARAMETERS  and  EXECUTE_TEST.  Function  TESTS.COMPLETE 
returns  a  boolean  value  which  indicates  whether  all  the  tests  in  the  input 
file,  "testjparameters"  (described  below),  have  been  completed. 
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Procedure  GET_TEST_PARAMETERS  reads  the  criteria  corre¬ 
sponding  to  a  single  test.  The  data  is  read  from  the  user  supplied  input 
file  “test_parameters".  In  test_parameters,  the  user  provides  the  demon¬ 
strated  “assurance"  level  (i.e.,  maximum  probability  of  error)  desired  for 
the  function  and  values  of  the  Spec  generic  parameters  to  be  used  to 
instantiate  the  function,  if  it  is  generic.  G ET_TE ST_PA RAMETERS  uses 
user  supplied  “GET"  procedures,  resident  in  IMPLEMENTATION,  to  read 
the  generic  value  parameters.  This  is  why  Figure  3-1  shows  that 
MAINJPKG  depends  on  IMPLEMENTATION.  More  detail  is  provided  in 
Section  VII  of  the  user’s  manual  (Appendix  C). 

Procedure  EXECUTE_TEST  executes  a  single  test.  It  does  so  by 
renaming  DRIVER  to  NEW_DRTVER  in  its  declaration  part  and  calling 
NEW_DRTVER  in  its  body.  The  renaming  is  accomplished  with  an  instan¬ 
tiation  statement  when  generic  parameters  exist  in  the  Spec  or  with  a 
renaming  statement  otherwise.  This  technique  was  used  because  it  pro¬ 
vides  a  uniform  interface  with  the  DRIVER  (i.e.,  NEW_DRTVER(assur- 
ance)).  In  addition,  the  renaming  and  instantiation  statements  are  similar 
in  structure  and  lend  themselves  well  as  alternative  choices  for  code 
generation,  whereas  the  choice  between  a  procedure  call  in  the  body  of 
the  procedure  and  an  instantiation  statement  with  distinct  procedure  call 
are  quite  different  and  are  more  complex  to  generate  mechanically. 

3.  DRIVER 

DRIVER'S  architecture  is  shown  in  Figure  3-4.  Notice  that 
CHECK_PKG  is  renamed  to  BLACK_BOX  and  the  actual  function  name  is 
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renamed  to  IMPLEMENT  (as  indicated  by  the  parentheses  ("(  )”)).  A 
pruned  version  of  DRIVER’S  data  flow  diagram  is  provided  in  Figure  3-5. 
Its  interactions  with  MAIN_PKG  and  REPORT  have  been  stripped  out. 
Procedure  DRIVER  “drives"  a  single  test:  it  repeatedly  calls  the  function 
with  message  values  provided  by  GENERATOR  and  sends  the  test  set 
(reply  values,  message  values,  and  “condition")  to  CHECK_PKG  to  be 
checked. 

"Condition"  is  a  variable,  set  in  DRIVER,  which  explicitly  indi¬ 
cates  the  termination  condition  of  the  function  call.  The  function  may 
terminate  normally  or  raise  an  exception.  To  capture  exceptions  and  set 
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Figure  3-5.  DRIVER  Data  Flow  Diagram 

the  condition  variable,  the  function  call  is  embedded  in  an  Ada  block 
statement  containing  an  exception  handler.  If  the  function  call  termi¬ 
nates  normally,  the  “condition"  variable  will  be  set  to  “normal"  and  the 
exception  handler  is  not  invoked.  However,  if  an  exception  is  raised,  con¬ 
trol  passes  to  the  exception  handler  where  the  condition  variable  is  set 
appropriately  (see  CONDITION_TYPE_PKG  for  more  detail  concerning 
“condition"). 

DRIVER  is  also  responsible  for  incrementing  sample  counters 
maintained  in  REPORT  after  each  test  set  is  checked  and  for  calling 
REPORT  to  write  a  “single  test"  header  and  summary  as  appropriate. 

The  design  of  DRIVER  is  based  on  the  method  for  invoking  gen¬ 
erators  presented  in  (Ref.  l:pp.  5-96-5-98).  It  contains  the  “foreach" 
macro  defined  in  Appendix  E  which  is  expanded  before  the  component  is 
compiled.  An  example  is  given  in  Figure  3-6.  It  should  be  read,  "foreach 
'x'  generated  by  GENERATOR,  execute  the  statements  enclosed  in  the 
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last  pair  of  brackets."  The  “assurance"  is  a  parameter  passed  to  the 
GENERATOR  indicating  the  demonstrated  “reliability"  desired  of  the 
implementation  (see  GENERATOR  for  more  details). 


foreach([x:float),  GENERATOR  [assurance],  [ 
**do  these  statements** 

];) 


Figu-e  3-6.  Sample  “foreach"  Macro 
4.  CHECK_PKG 

The  data  flow  diagram  of  CHECK_PKG  is  provided  in  Figure  3-7. 
Package  CHECK_PKG  checks  if  a  “REPLY"  to  a  stimulus  is  correct.  It  has 
a  single  (visible)  procedure  CHECK.  CHECK  receives  the  test  set  (reply 
values,  message  values,  condition)  from  DRIVER  and  checks  that  it  is 
correct.  If  an  error  is  found,  it  sends  an  error  message  to  REPORT,  oth¬ 
erwise  it  does  nothing.  CHECK_PKG  uses  subprocedures  in  MDOAG_LIB 
in  the  process  of  checking  Specs. 

CHECK_PKG  is  also  based  on  the  method  for  invoking  genera¬ 
tors  mentioned  in  DRIVER.  However,  it  will  contain  “foreach"  macros  only 
if  the  Spec  contains  QUANTIFIERS  (discussed  later).  The  “generators" 
used  in  connection  with  QUANTIFIERS  are  referred  to  as  ITERATORS. 
Whether  or  not  the  Spec  contains  QUANTIFIERS,  CHECK_PKG.M4  is 
generated  and  expanded  to  CHECK_PKG.A  prior  to  Ada  compilation. 
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Figure  3-7.  CHECK_PKG  Data  Flow  Diagram 


5.  REPORT 

Package  REPORT  is  a  machine  that  maintains  statistical  infor¬ 
mation  (e.g.,  total  tests,  total  samples  tested,  total  errors,  etc.)  and  man¬ 
ages  the  report  (error  file).  All  information  in  the  report  is  generated  by 
REPORT  in  response  to  requests  by  “using"  modules.  The  services  offered 
by  REPORT  are  OPEN  (create  the  error  report  and  write  the  header), 
WR1TE_INSTANCE_HEADER  (write  a  header  for  a  single  test  and  initial¬ 
ize  associated  state  variables),  INCREMENT_SAMPLES_TESTED  (incre¬ 
ment  samples  counter  state  variables),  ERROR  (write  an  error  to  the 
report  and  Increment  error  counter  state  variables),  WRITE_I N STAN C E_ 
STATS  (write  a  single  test  summary),  and  CLOSE  (write  a  summary  for 
all  tests  conducted  and  close  the  error  file).  Refer  to  Figure  3-2  to 
determine  the  users  of  the  services. 
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6.  CONDITION_TYPE_PKG 

Package  CONDITION_TYPE_PKG  declares  the  type  “CONDI¬ 
TION-TYPE"  and  provides  its  I/O  subprocedures.  CONDITION-TYPE  is 
an  enumerated  data  type  representing  the  possible  termination  condi¬ 
tions  of  the  function  being  tested.  The  normal  termination  condition  is 
represented  by  the  CONDITION_TYPE  value  “normal."  There  are  two 
classes  of  exception  conditions:  specified  exceptions  and  unspecified 
exceptions.  Specified  exceptions  are  those  exceptions  declared  in  the 
Spec  specification.  CONDITION-TYPE  contains  a  unique  value  for  each 
specified  exception  (i.e.,  the  Spec  exception  name  with  the  postfix 
“_condition”).  Unspecified  exceptions  are  Ada  exceptions  that  may  be 
raised  during  the  function’s  execution  but  are  not  mentioned  in  the 
specification.  The  CONDmON_TYPE  value  “unspecified_exception"  refers 
to  all  unspecified  exceptions.  Any  occurence  of  an  unspecified  exception 
represents  a  program  error. 

7.  GENERATOR 

The  procedure  GENERATOR  generates  a  sequence  of  message 
(input)  values  used  by  DRIVER  in  the  conduct  of  a  single  test.  The  design 
of  GENERATOR  is  based  on  the  generator  method  presented  in 
Reference  1  . 

The  system  only  provides  a  "generator"  macro  template  which 

must  be  augmented  with  the  Ada  code  necessary  to  generate  message 

values.  The  sample  in  Figure  3-8  should  be  read. 

Generator  “GENERATOR"  receives  a  parameter  “assu  *ance";  it  gen¬ 
erates  values  of  “x":  and  the  code  required  to  generate  those  values 
is  enclosed  in  the  last  pair  of  brackets  ([ ))  in  the  macro  definition. 
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The  procedure  ’generate’  will  be  called  with  every  “x"  value 
generated. 


generator(GENERATOR,  [assurance:  floatl,  [x:  float), 

(is 

n:  constant  natural  := 

naturalU  1 .0/ assurance)  •float(BIN_LOG(  1 .0/assurance))) : 
generated_x:  float; 
begin 

for  i  in  1  ..  n  loop 

generated_x  :=  RANL>OM_NUMBER; 
generate  (generated_x) ; 
end  loop; 

end  GENERATOR;)) 


Figure  3-8.  Sample  Generator 

In  the  example,  the  the  value  “assurance"  is  an  Ada  float  between  0.0 
and  1.0  and  corresponds  to  the  measure  of  reliability  desired  of  the 
function.  This  is  the  reciprocal  of  an  upper  bound  on  the  mean  interval 
between  errors  in  an  operational  environment  with  the  same  distribution 
of  input  values  as  that  provided  by  the  test  data  generator,  provided  that 
the  generated  test  set  runs  without  detecting  any  errors.  It  is  left  to  the 
user  to  implement  the  logic  necessary  to  generate  test  input  data  with  an 
appropriate  distribution. 

The  macro  expands  into  a  generic  procedure  with  a  single 
generic  procedure  parameter  which  corresponds  to  the  expanded 
“foreach"  macro  body  of  DRIVER.  Instantiation  of  the  GENERATOR 
amounts  to  passing  in  the  “IMPLEMENTATION"  and  "CHECK"  calls  to  be 
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executed  once  for  each  set  of  values  generated.  Refer  to  the  user’s  man¬ 
ual  (Appendix  C)  and  the  Samples  of  Appendix  D  for  specific  examples. 

8.  ITERATORS 

An  iterator  procedure  is  partially  generated  for  each  quantifier 
expression  contained  in  the  Spec.  Each  iterator  generates  a  sequence  of 
values  covering  the  range  of  values  of  the  variables  declared  in  the  the 
quantifier.  Like  GENERATOR,  the  user  supplies  the  iteration  implement¬ 
ing  code.  Its  design  is  identical  to  the  GENERATOR  except  that  the  name 
of  the  GENERATOR  corresponds  to  a  particular  Spec  QUANTIFIER  in  the 
specification  and  its  variables  correspond  to  the  variables  declared  in  the 
QUANTIFIER. 

9.  IMPLEMENTATION 

Package  IMPLEMENTATION  is  user  supplied.  It  holds  four  visi¬ 
ble  resources  (or  groups  of  resources)  related  to  the  implementation  and 
required  by  other  components  of  the  MDOA: 

1.  Implementation  of  the  Spec  function  to  be  tested. 

2.  Type  declarations  for  types  contained  in  the  Spec. 

3.  I/O  Routines  for  the  abstract  data  types  used  in  the  Spec. 

4.  Declarations  of  exceptions  contained  in  the  Spec. 

The  Spec  function  is  implemented  in  accordance  with  Spec  con¬ 
crete  interface  conventions.  The  user  supplies  the  declarations  of  all  data 
types  used  in  the  Spec  (that  are  not  contained  in  Ada  STANDARD)  and 
I/O  routines  for  those  types  used  by  the  MDOA  (i.e.,  MAIN_PKG  and 
REPORT).  The  exceptions  are  declared  in  the  visible  portion  of  the  pack¬ 
age  to  provide  the  DRIVER  the  capability  to  capture  the  exception  and  set 
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the  condition.  Refer  to  the  user’s  manual  (Appendix  C)  and  the  Samples 
of  Appendix  D  for  more  details. 

10.  MDOAGJLIB 

Package  MDOAG_LIB  contains  utilities  used  by  the  MDOA.  Cur¬ 
rently,  it  contains  only  two  services:  functions  implementing  the  Spec  "if 
and  only  iT  and  "implies"  operators. 
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IV.  IMPLEMENTATION  OF  THE  MDOAG 


This  chapter  describes  the  template  translation  methodology  used  in 
the  translation  process  and  provides  a  detailed  description  of  the  tem¬ 
plates  used  to  implement  each  generated  component  of  the  Module 
Driver  and  Output  Analyzer. 

A.  TRANSLATION  TEMPLATE  METHODOLOGY 

A  simple  scheme  presented  in  Reference  15  was  chosen  to  automati¬ 
cally  translate  arbitrary  specifications  in  Spec  into  the  architecture's  Ada 
components.  For  each  component  in  the  architecture,  a  translation 
“template"  was  developed  into  which  specification  dependent  portions  of 
code  could  be  inserted. 

Obviously,  the  individual  components  that  are  generated  are  depen¬ 
dent  upon  the  specification  (e.g.,  names,  number  of  arguments,  asser¬ 
tions,  concepts,  etc.)  read  by  the  Module  Driver  and  Output  Analyzer 
Generator.  However,  each  of  the  individual  components  has  a  fixed  part, 
a  “template"  or  “shell,"  that  does  not  vary  with  the  specification  (e.g., 
package/ subprogram  name,  some  package  dependencies  (with/use), 
etc.).  The  fixed  and  variable  portions  of  each  of  the  architecture's  compo¬ 
nents  were  determined,  resulting  in  the  translation  templates  contained 
in  Appendix  F. 

A  graphic  representation  of  the  template  process  is  provided  in  Fig¬ 
ures  4-1  through  4-3.  Figure  4-1  shows  an  abstract  syntax  tree  for  a 
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Figure  4-1.  Graphical  Representation  of 
an  Abstract  Syntax  Tree  for  a  Spec 
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Figure  4-2.  Template  Association  to  the 
Abstract  Syntax  Tree  of  the  Spec 
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Figure  4-3.  Template  Completion  Process  for  the  Spec 


subset  of  Spec.  A  complete  depiction  of  the  entire  tree,  down  to  the 
terminal  symbols,  is  not  possible  because  most  trees  are  very  large. 
Instead,  triangles  are  used  to  represent  the  subtrees  of  the  non-terminal 
to  which  it  is  attached. 

Figure  4-2  shows  how  templates  are  associated  with  particular 
nodes  of  the  tree.  In  this  case,  the  CHECK_PKG  template  (an  attribute)  is 
“attached"  to  the  function  non-terminal  symbol.  It  has  four  missing  ele¬ 
ments,  or  slots,  which  must  be  filled  in  (i.e..  Spec-dependent  variable 
Information). 
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The  missing  information  corresponds  to  “generic  object  declara¬ 
tions,"  “quantifier  functions,"  “response  transformations"  and  “concept 
subprograms.”  That  information  is  found  in  the  “module_header." 
“messages,"  and  “concepts"  subtrees,  as  depicted  by  the  “subtemplates" 
attached  to  the  subtrees.  The  figure  indicates  that  attribute  evaluation  is 
complete  for  those  subtemplates  because  they  are  filled  in.  (Note:  The 
subtemplates  themselves  may  have  subtemplates.) 

Figure  4-3  shows  how  the  CHECK_PKG  template  is  completed. 
Arrowheads  have  been  added  to  the  arcs  of  the  tree  to  depict  the  flow  of 
information.  Each  subtemplate  moves  up  the  tree,  via  its  subtree,  and  is 
inserted  into  its  appropriate  slot  in  the  CHECK_PKG  template.  The  flow 
of  information  is  accomplished  with  semantic  functions  that  simply  pass 
the  information  from  node  to  node. 

Once  the  CHECK_PKG  template  is  completely  filled  in,  it  is  passed 
up  the  tree  to  the  “start"  symbol  where  it  is  output  to  a  file.  To  determine 
the  component  file  name,  examine  the  “%outfile"  semantic  function  asso¬ 
ciated  with  the  start  symbol  in  Section  3  of  Appendix  A. 

Use  of  the  template  methodology  does  not  restrict  information  flow  to 
the  upward  direction.  It  is  necessary  to  pass  information  in  all  directions. 
For  instance,  it  is  often  necessary  to  use  information  contained  in  an 
subtemplate  (or  attribute)  of  one  subtree  to  complete  a  subtemplate  of  a 
distant  subtree  before  the  “distant"  subtemplate  may  be  passed  up  the 
tree.  The  Figures  present  a  simplified  but  valid  view  of  the  process.  In 
addition,  the  CHECK_PKG  is  not  an  accurate  version  of  the  template 
used  in  the  code.  It  was  simplified  for  the  sake  of  illustration.  Refer  to  the 
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translation  templates  of  Appendix  F  for  the  templates  actually  used  in 
the  system. 

B.  MAIN.PKG  TEMPLATE 

The  MAIN_PKG  template  is  given  in  Figure  4-4.  It  has  three  variable 
portions  (slots)  to  be  filled  in: 

1.  —GENERIC  OBJECT  DECLARATIONS** 

2.  -GENERIC  OBJECT  GETS** 

3.  —DRIVER  INSTANTIATION  OR  RENAMING  DECLARATION— 

A  “pruned"  version  of  the  resulting  code  generated  for  the  “generic 
square  root"  example  of  Figure  1-4  is  presented  in  Figure  4-5. 

1.  * ‘GENERIC  OBJECT  DECLARATIONS** 

The  purpose  of  the  -GENERIC  OBJECT  DECLARATIONS**  is  to 
generate  “object  declarations"  for  variables  containing  values  for  generic 
parameters  (i.e.,  not  “generic"  object  declarations).  The  variables  are  used 
as  actual  parameters  in  the  instantiation  of  DRIVER  which  subsequently 
uses  their  values  to  instantiate  the  function.  One  object  declaration  is 
generated  per  generic  parameter  in  the  Spec  and  derives  its  name  directly 
from  the  corresponding  Spec  NAME. 

The  —GENERIC  OBJECT  DECLARATIONS**  generated  for  the 
generic  square  root  example  is  the  single  Ada  declaration  of  “precision," 
the  lone  generic  parameter  (“precision")  of  the  generic  square  root  Spec 
(line  *1*.  Figure  4-5).  If  the  Spec  had  more  generic  parameters,  they 
would  follow  in  suit.  If  the  Spec  had  no  generic  parameters,  nothing  (i.e., 
empty  string)  would  be  generated. 
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package  MAIN_PKG  is 

function  TESTS_COMPLETE  return  boolean; 
procedure  GETr_TEST_PARAMETERS; 
procedure  EXECUTE_TEST; 
end  MAIN_PKG; 

with  FLTJO; 
with  DRIVER; 
with  IMPLEMENTATION; 
with  TEXT  JO;  use  TEXT  JO; 
package  body  MAIN_PKG  is 
INFILE:  FILEJYPE; 

ASSURANCE:  FLOAT  range  0.0..  1.0; 

••GENERIC  OBJECT  DECLARATIONS**  *1* 

function  TESTS_COMPLETE  return  boolean  is 
begin 

if  IS_OPEN(INFILE)  and  then  END_OF_FILE(INFILE)  then 
CLOSE(INFILE) ; 
return  TRUE; 

elsif  IS_OPEN(INFILE)  then 
return  FALSE; 

else  OPEN(INFILE.IN_FILE."test_parameters"); 

return  END_OF_FILE(INFILE) ; 
end  if; 

end  TESTS_COMPLETE; 

procedure  GET_TEST_PARAMETERS  is 
begin 

FLTJO.GETdNt  E  .ASSURANCE); 

••GENERIC  OBJECT  GETS**  *2* 

end  GET_TEST_PARAMETERS ; 

procedure  EXECUTE_TEST  is 

“DRIVER  INSTANTIATION  OR  RENAMING  DECLARATION**  *3* 

begin 

NEW_DRIVER(ASSURANCE); 
end  EXECUTE  J'EST; 
end  MAIN_PKG; 


Figure  4-4.  MAIN_PKG  Template 


44 


package  MAIN_PKG  is 

function  TESTS_COMPLETE  return  boolean; 
procedure  GET_TEST_PARAMETERS; 
procedure  EXECUTE_TEST ; 
end  MAIN_PKG; 

with  FLT_IO; 
with  DRIVER; 
with  IMPLEMENTATION; 
with  TEXT_IO;  use  TEXT_IO; 
package  body  MAIN_PKG  is 
INFILE:  FILE_TYPE; 

ASSURANCE:  FLOAT  range  0.0..  1.0; 

precision:  float;  *1* 


procedure  GET_TEST_PARAMETERS  is 
begin 

FLT _IO.  GETUNFILE,  ASSURANCE); 

IMPLEMENTATION.GET(INFILE, precision);  *2* 

end  GETTEST.PARAMETERS: 

procedure  EXECUTE_TEST  is 

procedure  NEW_DRTVER  is  new  DRTVER(precision);  *3* 

begin 

NEW_DRIVER(ASSURANCE) ; 
end  EXEC  UTE_TEST ; 
end  MAIN_PKG; 


Figure  4-5.  MAIN_PKG  of  the  Generic  Square  Root  Spec  of  Figure  1-4 

Generating  object  declarations,  like  a  host  of  other  “declaration¬ 
like"  statements  (parameter  specification,  generator  loop  variables,  etc.), 
is  simply  the  concatenation  of  the  tokens  required  by  the  statement.  All 
the  required  tokens  are  located  within  the  field_list  subtree.  Although  a 
trivial  generation,  several  methods  can  be  used  to  implement  the 
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generation  and  not  all  schemes  are  as  useful  as  others.  The  method  pre¬ 
ferred  in  this  research  is  to  generate  all  declarations  as  individual  object 
declarations  rather  than  as  multiple  object  declarations.  The  two  forms 
are  equivalent  [Ref.  2:p.  3-3].  In  this  method,  single  declarations  (less 
trailing  delimiters)  are  formed  at  the  lowest  subtree  possible  (i.e..  the 
name  list  subtree)  and  built  into  lists  by  passing  them  un  the  tree  (i.e., 
name_list  to  type_  binding  to  field_list),  adding  delimiters  as  required. 
The  same  technique  is  used  to  generate  the  generator  loop  variables  dis¬ 
cussed  later  (e.g..  See  “gen_loop_vars"  attribute  at  the  name_list, 
type_binding,  fieldjist  of  Appendix  A).  The  advantage  of  this  technique  is 
it  can  be  applied  to  all  “declaration-like"  statements  without  loss  of  func¬ 
tionality  while  allowing  manipulation  of  the  individual  elements  of  the  list 
(e.g.,  removal  of  items,  additions,  replacements,  etc.). 

2.  ••GENERIC  OBJECT  GETS** 

The  purpose  of  “GENERIC  OBJECT  GETS**  is  to  generate  the 
calls  to  input  procedures  required  to  read  the  generic  objects  for  instan¬ 
tiating  generic  Spec  functions.  This  is  needed  because  generic  functions 
must  be  instantiated  before  they  can  be  tested.  The  particular  instances 
to  be  tested  are  specified  by  the  user  via  a  file  containing  actual  values 
for  the  generic  parameters. 

The  “GENERIC  OBJECT  GETS**  generated  for  the  generic 
square  root  function  is  statement  on  line  *2*.  Figure  4-5.  If  more  generic 
parameters  existed,  a  “GET"  statement  would  have  been  generated  for 
each  generic  object. 
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The  generation  of  individual  statements  is  accomplished  at  the 
name_list  subtree  (See  the  "mpkg_gets"  attribute,  Appendix  A).  Note  that 
the  definition  of  the  “GET*  procedure  is  supplied  by  the  implementor  in 
package  IMPLEMENTATION  (i.e.,  IMPLEMENTATION. GET(...)).  It  is  trans¬ 
lated  this  way  to  avoid  errors  resulting  from  overloading  the  subproce¬ 
dure  GET.  Additionally,  the  generic  parameter  may  be  of  an  “imple- 
mentor“-defined  type,  unique  to  the  implementation,  rather  than  a  stan¬ 
dard  Ada  type.  For  instance,  the  Spec  could  have  defined  “precision"  to 
be  type  “real,"  for  which  no  standard  Ada  type  exists.  Consequently,  the 
system  requires  that  the  implementor  provide  the  input  procedure.  (More 
information  on  the  “GET"  procedure  can  be  found  in  the  user’s  manual. 
Appendix  C). 

3.  * 'DRIVER  INSTANTIATION  OR  RENAMING  DECLARATION** 

The  purpose  the  **DRIVER  INSTANTIATION  OR  RENAMING 
DECLARATION**  is  to  instantiate  or  rename  the  DRIVER  as  appropriate. 
The  DRIVER  procedure  is  generic  only  when  the  Spec  function  is  generic. 

The  **DRTVER  INSTANTIATION  OR  RENAMING  DECLARA¬ 
TION**  generated  for  generic  square  root  is  line  *3*.  Figure  4-5.  In  this 
case,  the  Spec  is  generic.  If  the  Spec  had  more  generic  parameters,  they 
would  have  been  included  in  the  instantiation.  If  the  Spec  had  no  generic 
parameters,  the  non-generic  DRIVER  procedure  would  have  been 
renamed  as  follows:  "procedure  NEW_DRTVER(assurance:  float)  renames 
DRIVER;." 

Generation  of  this  slot  is  accomplished  using  a  subtemplate 
located  at  the  function  non-terminal  (See  the  driver_basic_decl  attribute. 
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function  non-terminal.  Appendix  A  and  MAIN_PKG  subtemplate  Appen¬ 
dix  F). 

C.  DRIVER  TEMPLATE 

The  DRIVER  template  is  given  in  Figure  4-6.  It  has  seven  slots  to  be 
filled  in: 

1.  “GENERIC  FORMAL  PART** 

2.  “PARAMETER  SPECIFICATIONS** 

3.  “INSTANTIATION  OR  RENAMING  DECLARATIONS** 

4.  “GENERATOR  LOOP  VARIABLES** 

5.  “FUNCTION  CALL** 

6.  “EXCEPTION  WHEN  CLAUSES** 

7.  “FORMAL  MESSAGE  ACTUAL  PARMS** 

Slots  one  through  seven  are  located  on  lines  *1*  through  *7*. 
respectively. 

A  copy  of  the  macro  file  “generator. m4"  is  included  in  Appendix  E. 
and  an  electronic  copy  is  available  in  suns2:/work/student/depasqua/ 
MACROS. 

The  DRIVER  generated  for  the  generic  square  root  example  is  pre¬ 
sented  in  Figure  4-7. 

1.  “GENERIC  FORMAL  PART** 

The  purpose  of  “GENERIC  FORMAL  PART**  is  to  generate  the 
specification  of  the  objects  that  represent  the  Spec  formal  arguments,  as 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

••GENERIC  FORMAL  PART**  *  1  * 

procedure  DRIVER(assurance:  in  FLOAT); 

with  GENERATOR; 
with  CHECK_PKG; 
with  REPORT;  use  REPORT; 
with  IMPLEMENTATION;  use  IMPLEMENTATION; 
with  CONDITION_TYPE_PKG;  USE  CONDITIONJYPEJ>KG; 

procedure  DRIVER  is  (assurance:  in  float)  is 
condition:  condition_type  :=  normal; 

* ’PARAMETER  SPECIFICATIONS** 

* ’INSTANTIATIONS  OR  RENAMING  DECLARATIONS** 

begin 

REPORT.WRITE_INSTANCE_HEADER; 
fo  reach  ([  ( *  ’GENERATOR  LOOP  VARIABLES**) .  GENERATOR.  *4* 

( (assurance)  1.  ( 
begin 

’•FUNCTION  CALL**  *5* 

condition  :=  normal; 
exception 

*  * EXCEPTION_WHEN_CLAU SES*  *  *6* 

when  others  => 

condition  :=  unspecified_exception; 

end; 

BLACK_BOX.CHECK(condition, 

’•FORMAL  MESSAGE  ACTUAL  PARMS**);  *7* 

INCREMENT_SAMPLES_TESTED;]) 

REPORT.  WRITE_INSTANCE_STATS; 
end  DRIVER; 


Figure  4-6.  DRIVER  Template 
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w  to 


include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

generic  *  1  * 

precision:  float; 

procedure  DRTVER(assurance:  in  float); 

with  GENERATOR; 

with  CHECK.PKG; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

procedure  DRTVER(assurance:  in  float)  is 
condition:  condition_type  :=  normal; 

x:  float;  *2* 

y:  float; 

function  IMPLEMENT  is  new  square_root(precision);  *3* 

package  BLACK_BOX  is  new  CHECK_PKG  (precision,  assurance); 

begin 

REPORT.WRITE_INSTANCE_HEADER; 
foreach((x:floatl,  GENERATOR  [assurance],  [  *4* 

begin 

y  :=  IMPLEMENT(x);  *5* 

condition  :=  normal; 
exception 

when  imaginary_square_root  =>  *6* 

condition  imaginary_square_root_condition; 

when  others  => 

condition  :=  unspecifled_exception; 

end; 

BLACK_BOX.CHECK(condition,  x,  y);  *7* 

INCREME  NT_SAMPLES_TESTED;j) 

REPORT.  WRITE_INSTANCE_STATS; 
end  DRIVER; 


Figure  4-7.  DRIVER  of  the  Generic  Square  Root  Spec  of  Figure  1*4 


the  Ada  generic  formal  part  of  the  DRIVER.  When  the  Spec  is  generic,  a 
••GENERIC  FORMAL  PART**  is  generated;  otherwise,  an  empty  string  is 
generated  resulting  in  a  non-generic  DRIVER  procedure. 


The  generic  part  generated  for  the  generic  square  root  example 
is  “generic"  followed  by  the  generic  parameter  declaration  of  “precision” 
(line  *1*.  Figure  4-7). 

See  the  function. g_formal_part  semantic  function  at  function. 
Appendix  A,  for  the  simple  translation. 

2.  "PARAMETER  SPECIFICATIONS** 

The  purpose  of  "PARAMETER  SPECIFICATIONS**  is  to  gener¬ 
ate  declarations  for  variables  that  represent  the  formal  arguments 
declared  in  the  Spec  “MESSAGE"  and  “REPLY." 

In  the  square  root  example,  the  variables  “x"  and  “y"  of  type 
“float"  are  specified  (line  *2*.  Figure  4-6).  The  Spec  argument  names  are 
used  verbatim. 

The  generation  is  accomplished  through  the  simple  concatena¬ 
tion  of  message  and  response  parameter  specifications  (See  the  mes¬ 
sage. parm_specs  semantic  function  at  message.  Appendix  A). 

3.  "INSTANTIATIONS  OR  RENAMING  DECLARATIONS** 

The  purpose  of  the  "INSTANTIATIONS  OR  RENAMING  DECLA¬ 
RATIONS**  slot  is  to: 

1 .  Effect  the  proper  concrete  interface  to  the  function's  Ada  implemen¬ 
tation. 

2.  Rename  the  function  to  the  standard  name  “IMPLEMENT." 

3.  Instantiate  the  generic  package  CHECK_PKG. 

4.  Rename  CHECK.PKG  to  “BLACKJ30X." 
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The  four  possible  translations  are  shown  in  Figure  4-8.  The 
translation  generated  depends  on  the  concrete  interface  called  for  by  the 
Spec.  The  four  Ada  interfaces  supported  are: 

1.  Generic  function. 

2.  Non-generic  function. 

3.  Generic  procedure. 

4.  Non-generic  procedure. 

The  Spec  language  has  definitive  concrete  interface  generation 
rules  for  Ada  [Ref.  l:pp.  4-54  -  4-55]: 

1.  A  message  with  a  reply  with  a  single  data  component  corresponds 
to  an  Ada  function  with  an  “in"  parameter  for  each  component  of 
the  MESSAGE  and  a  “return”  corresponding  to  the  single  data  com¬ 
ponent  of  the  REPLY. 

2.  A  message  with  a  GENERATE  corresponds  to  a  generic  procedure 
parameter.  (This  interface  is  not  supported  by  the  current  version  of 
MDOAG.) 

3.  A  message  that  does  not  fall  into  the  categories  above,  corresponds 
to  an  Ada  procedure  with  an  “in”  parameter  for  each  component  of 
the  MESSAGE  and  an  “out"  for  each  component  of  the  REPLY  if 
there  is  one. 

The  rules  above  may  be  modified  using  Spec  PRAGMAS.  One 
such  modification  is  supported.  PRAGMA  “update(x.y)"  indicates  that  the 
“x"  component  of  a  MESSAGE  and  the  “y”  component  of  a  REPLY  both 
correspond  to  the  same  “in  out"  parameter  of  the  Ada  subprogram  with 
the  formal  parameter  name  "x."  [Ref.  l:pp.  4-54-4-55] 

Although  not  explicitly  stated  in  the  concrete  interface  rules,  it 
is  clear  that  a  generic  specification  requires  that  the  rules  above  be  fol¬ 
lowed  and  that  the  appropriate  generic  part  be  added  to  the  interface. 
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“INSTANTIATIONS  OR  RENAMING  DECLARATIONS** 

--Generations  based  on  the  type  of  Ada  interface  called  for  by 
--the  Spec  and  whether  or  not  the  function  is  generic. 

-  non-generic  function: 

function  IMPLEMENT(**FORMAL  MESSAGE  PARM  SPECIFICATIONS**) 
return  **TYPE  MARK**  renames  “FUNCTION  DESIGNATOR**: 
package  BLACK_BOX  is  new  CHECK_PKG(assurance); 

-  non-generic  procedure: 

procedure  IMPLEMENT(**FUNCTION  CALL  SPECIFICATIONS**) 

renames  IMPLEMENTATION. “FUNCTION  DESIGNATOR**: 
package  BLACK_BOX  is  new  CHECK_PKG(assurance): 

-  generic  function: 

function  IMPLEMENT  is  new 

“FUNCTION  DESIGNATOR“(“GENERIC  ACTUAL  PARAMETERS**): 
package  BLACK_BOX  is  new  CHECK_PKG  (**GENERIC  ACTUAL 

PARMS“,  assurance): 


generic  procedure: 

procedure  IMPLEMENT  is  new 

“FUNCTION  DESIGNATOR“(**GENERIC  ACTUAL  PARAMETERS**) : 
package  BLACKJ30X  is  new  CHECK_PKG  (**GENERIC  ACTUAL 

PARMS**,  assurance); 


Figure  4-8.  DRIVER  Template  * ’INSTANTIATIONS 
OR  RENAMING  DECLARATIONS** 

Based  on  the  concrete  interface  generation  rules  and  the  fact 
that  the  “generic  square  root"  Spec  is  generic,  the  “generic  function" 
“INSTANTIATIONS  OR  RENAMING  DECLARATIONS**  translation  of  Fig¬ 
ure  4-8  is  generated  (line  *3*.  and  the  following  statement,  Figure  4-6). 

Another  example  is  useful  to  demonstrate  the  alternate  interface 
generation  option.  Assume  the  square  root  function  is  specified  as  in 
Figure  4-9.  It  is  non-generic  (line  *1*,  Figure  4-9)  and  contains  an 
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“update"  PRAGMA  (line  *2*.  Figure  4-9).  In  this  case,  the  Module  Driver 
and  Output  Analyzer  Generator  generates  the  DRIVER  of  Figure  4-10. 
The  interface  rules  mandate  that  the  Spec  function  be  implemented  as  a 
non-generic  procedure  wiL;  a  single  “in  out"  parameter  “x."  Conse¬ 
quently,  the  “non -generic  procedure"  translation  of  Figure  4-8  is  gener¬ 
ated  with  the  appropriate  “in  out"  declaration  (line  *3*  and  the  following 
statement  of  Figure  4-10). 


FUNCTION  square_root  *1* 

MESSAGE(x:  float) 

PRAGMA  update(x.y)  *2* 

WHEN  x  >=  0.0 

REPLY(y:  float) 

WHERE  y  >  0.0,  approximates(y  *  y.  x) 

OTHERWISE  REPLY  EXCEPTION  imaginary_square_root 
CONCEPT  approximates(rl  r2:  float) 

VALUE(b:  boolean) 

WHERE  b  <=>  abs(rl  -  r2)  <=  abs(r2  *  0.001) 

END 


Figure  4-9.  Non-Generic  “square_root"  With  “update”  PRAGMA 

Although  better  handled  as  an  inspection  or  static  analysis  test 
item,  the  instantiation  and  renaming  declarations  provides  a  crude  test" 
for  proper  interface  implementation.  An  improper  interface  will  result  in 
an  error  message  from  the  Ada  compiler. 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4)  *1* 

procedure  DRIVER(assurance:  in  float); 

with  GENERATOR; 

with  CHECK_PKG; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDmON_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

procedure  DRIVER(assurance:  in  float)  is 
condition:  condition_type  :=  normal; 

x:  float;  *2* 

y:  float; 

procedure  IMPLEMENT(x:  in  out  float)  renames  *3* 

IMPLEMENTATION,  square  jroot ; 
package  BLACK_BOX  is  new  CKECK_PKG(assurance); 

begin 

REPORT.  WRITE_INSTANCE_HEADER; 

foreach([x:float],  GENERATOR  [assurance],  [  *4* 

begin 

y  •—  *5* 

IMPLEMENTS); 

condition  :=  normal; 
exception 

when  imaginary_square_root  =>  *6* 

condition  :=  imaginary_square_root_condition; 

when  others  => 

condition  :=  unspecified_exception; 

end; 

BLACK_BOX.CHECK(condition,  x,  y);  *7* 

INCREME  NT_SAMPLES_TESTED;i) 

REPORT.  WRITE_INSTANCE_STATS; 
end  DRIVER; 


Figure  4-10.  DRIVER  for  Non-Generic  “square  root”  With  “update” 

PRAGMA 
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The  generation  of  •INSTANTIATIONS  OR  RENAMING  DECLA¬ 
RATIONS**  is  accomplished  by: 

1.  Recognizing  that  the  interface  type  is  “function"  only  when  there  is 
one  response  parameter  and  no  update  pragmas  in  the  Spec;  other¬ 
wise,  it  is  “procedure." 

2.  Declaring  two  attributes  and  writing  semantic  rules  to  count  the 
response  parameters  and  updates.  (See  the  attributes  “update, 
court"  at  pragmas  and  “r_parm_count“  at  name_list.  type_binding, 
field  list,  response_set  and  response_cases.  Appendix  A.) 

3.  Using  the  *otals  to  determine  the  interface  type.  (See  the  attribute 
ada_  interface_type  at  function.  Appendix  A.) 

4.  Declaring  and  creating  a  map,  “update,"  which  maps  the  message- 
parameters-being-updated  to  the  reply  parameters  of  the  update 
pragmas  (See  “update"  at  pragmas,  actuals  Appendix  A)  and  using 
that  map  to  determine  the  proper  parameter  mode  (i.e.,  “in  out"  for 
updated  parameter)  of  the  object  specifications  used  in  the  function 
renaming.  (See  the  attribute  “fm_call_specs"  at  namejist,  Appen¬ 
dix  A.) 

5.  Declaring  and  creating  a  map,  “remove."  which  maps  reply- 
parameters-updating-message-parameters  to  “true"  (See  the  attri¬ 
bute  “remove"  at  pragmas,  actuals.  Appendix  A)  and  using  the  map 
to  remove  reply  parameters  from  the  object  specifications  used  in 
the  function  renaming  (See  the  attribute  “r_call_specs"  at 
name_list.). 

4.  ** GENERATOR  LOOP  VARIABLES** 

The  purpose  of  the  **GENERATOR  LOOP  VARIABLES**  slot  is  to 
generate  the  parameter  specifications  for  the  MESSAGE  (input)  variables 
that  will  be  generated  by  the  GENERATOR  and  used  in  the  function  call. 
In  effect,  they  are  the  formal  arguments  of  the  Spec  message  formatted 
for  the  generator.m4  macro. 

The  “GENERATOR  LOOP  VARIABLES**  for  the  generic  square 
root  example  is  “xrfloat,"  (line  *4*  Figure  4-6),  because  “x"  is  the  only 
MESSAGE  parameter.  Additional  parameters  would  follow  in  suit. 


56 


Generation  is  straightforward.  Refer  to  the  discussion  on  gener¬ 
ating  "GENERIC  OBJECT  DECLARATIONS"  in  MAIN_PKG.  Chapter  IV. 

5.  "FUNCTION  CALL" 

The  purpose  of  the  "FUNCTION  CALL**  is  generate  the  function 
call  and  to  ensure  that  all  the  variables  representing  the  Spec  MESSAGE 
and  REPLY  parameters  are  appropriately  set  prior  to  checking  the  results 
of  the  function  call.  When  the  concrete  interface  of  the  Spec  function  is 
an  Ada  function,  the  function  call  accomplishes  both  purposes.  When  the 
Spec  function  is  coded  as  an  Ada  procedure  due  to  an  “update"  progma, 
the  REPLY  parameters  must  be  initialized  to  the  MESSAGE  variables 
they  “update"  prior  to  making  the  procedure  call. 

The  generic  square  root  "FUNCTION  CALL**  (line  *5*  of  Fig¬ 
ure  4-6)  illustrates  the  simple  Ada  function  call.  The  variables  "x"  and  “y" 
are  properly  set  by  the  function  call  to  allow  the  results  to  be  checked  by 
procedure  CHECK. 

The  non-generic  square  root  "FUNCTION  CALL**  (line  *5*  and 
the  following  statement  of  Figure  4-10)  illustrates  the  translation  when 
the  Spec  function  is  implemented  as  an  Ada  procedure  due  to  a  Spec 
“update"  pragma.  The  REPLY  parameter  “y"  is  set  to  “x."  the  MESSAGE 
value  provided  by  the  GENERATOR.  Then  “y"  is  used  in  the  procedure 
call.  In  this  way,  the  value  of  “x"  is  preserved  and  “y"  receives  the  REPLY 
of  the  function.  (The  parameter  mode  of  the  procedure  is  “in  out"  (line 
*3*.  Figure  4-10).)  The  variables  “x"  and  “y"  are  properly  set  to  allow  the 
results  to  be  checked  by  procedure  CHECK. 


The  generation  is  accomplished  by: 

1.  Basing  the  generation  on  the  ada  interface  type  (See  the  attribute 
“call’*  at  function.  Appendix  A). 

2.  Generating  initializing  statements  from  the  update  pragmas  and 
passing  them  up  the  tree  for  use  in  the  interface.  (See  the  attribute 
“init_statements"  at  pragma.  Appendix  A.) 

3.  Using  the  “update"  map  to  “replace"  the  message  parameter  with 
the  reply  parameter  is  the  actual  parameter  in  the  procedure  call. 
(See  the  attribute  “fm_call_actuals"  at  namejist.  Appendix  A.) 

4.  Using  the  “remove"  map  to  remove  reply  parameters  from  the  actual 
parameters  of  the  function  call.  (See  the  attribute  “r_call_actuals"  at 
namejist.  Appendix  A.) 

6.  "EXCEPTION  WHEN  CLAUSES** 

The  purpose  of  the  "EXCEPTION  WHEN  CLAUSES**  slot, 
line  *6*  Figure  4-6.  is  to  generate  a  simple  sequence  of  zero  or  more  Ada 
exception  handlers,  one  for  each  exception  enumerated  in  the  Spec.  Each 
handier  simply  sets  the  condition  variable  to  identify  the  exception  that 
occurred. 

The  "EXCEPTION  WHEN  CLAUSES**  generated  for  the  square 
root  example  is  located  on  line  *6*  of  Figure  4-10. 

Generation  is  straightforward.  (See  the  DRIVER  subtemplates. 
Appendix  F.) 

7.  "FORMAL  MESSAGE  ACTUAL  PARMS" 

The  purpose  of  "FORMAL  MESSAGE  ACTUAL  PARMS"  slot, 
line  *7*  Figure  4-6,  to  generate  the  list  of  actual  parameters  representing 
the  Spec  MESSAGE  and  REPLY  values  to  be  checked  by  procedure 
CHECK. 
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The  "FORMAL  MESSAGE  ACTUAL  PARMS"  generated  for  the 
generic  square  root  example  is  shown  on  line  *7*  Figure  4-10. 

The  generation  is  straightforward. 

D.  CHECK_PKG  TEMPLATE 

The  CHECK.PKG  template  is  presented  in  Figure  4-11.  It  has  eight 
slots  to  be  filled  in: 

1.  "GENERIC  OBJECT  DECLARATIONS" 

2.  "PARAMETER  SPECIFICATIONS" 

3.  "QUANTIFIER  WITH  STATEMENTS" 

4.  "CONCEPT  SUBPROGRAM  SPECIFICATIONS" 

5.  "PARAMETER  SPECIFICATIONS"  (duplicate  of  2) 

6.  "QUANTIFIER  FUNCTIONS" 

7.  "RESPONSE  TRANSFORMATION" 

8.  "CONCEPT  SUBPROGRAM  BODIES" 

Slots  one  through  eight  are  located  on  lines  *1*  through  *8*.  respectively. 

The  structure  the  template  attempts  to  preserve  the  basic  format  of 
the  Spec.  Following  the  basic  Spec  format  makes  it  easier  to  modify  the 
translation  if  desired.  It  also  makes  it  easier  to  visually  inspect  that  the 
generated  code  is  correct.  The  Spec  format  could  not  always  be  followed 
precisely.  For  instance,  there  are  inconsistencies  between  Spec  and  Ada 
visibility  rules.  Consequently,  to  adhere  to  Ada  visibility  rules 
"CONCEPT  SUBPROGRAM  SPECIFICATIONS"  had  to  precede 
"RESPONSE  TRANSFORMATION**,  which  depend  on  the  former.  Spec 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TVPE_PKG;  use  CONDITION_TYPE_PKG; 


generic 

assurance:  float; 

♦•GENERIC  OBJECT  DECLARATIONS**  *1* 

package  CHECK_PKG  is 

procedure  CHECK(condition:  condition_type; 

••PARAMETER  SPECIFICATIONS**);  *2* 

end  CHECK_PKG; 

••QUANTIFIER  WITH  CLAUSES**  *3* 

package  body  CHECK_PKG  is 

•‘CONCEPT  SUBPROGRAM  SPECIFICATIONS**  *4* 

procedure  CHECK(condition:  condition_type: 

•PARAMETER  SPECIFICATIONS**)  is  *5* 

preconditions_satisfied:  boolean  :=  false; 

••QUANTIFIER  FUNCTIONS**  *6* 

begin 

••RESPONSE  TRANSFORMATION* *  *7* 

«  nd  CHECK; 

•‘CONCEPT  SUBPROGRAM  BODIES**  *8* 


end  CHECK_PKG; 


Figure  4-11.  CHECK_PKG  Template 

CONCEPTS  are  visible  throughout  the  entire  function  [Ref.  l:p.  3-102], 
even  though  they  are  enumerated  last  in  the  specification.  QUANTIFIER 
evaluating  functions  had  to  be  placed  out-of-format. 

The  CHECK_PKG  generated  for  the  generic  square  root  example  of 
Figure  1-4  is  presented  in  Figure  4-12. 
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lnclude(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

with  REPORT,  use  REPORT. 

with  MDOAG_LIB;  use  MDOAG_LIB; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDmON_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

generic 

assurance;  float; 
precision:  float; 
package  CHECK, PKG  is 

procedure  CHECK! condition;  condition, type; 

z:  float; 
y:  float); 

end  CHECK_PKG; 
package  body  CHECK_PKG  is 

function  approzimates(rl.  r2:  float)  return  boolean; 

procedure  CHECK(condltlon;  condltlon_type; 

z:  float; 
y:  float)  ia 

precondltlons_satlsfied;  boolean  :=  false; 


if  (z  >=  0.0)  then 

if  not  ((y  >  0.0)}  then 

REPORT.ERROR(conditlon.  z.  y. 

“WHEN  z>=0.0  NOT  y>0.0“); 

end  if; 

if  not  (approzimatea((y  *  y)  ,  z))  then 
REPORT.ERROR(condition.  z.  y. 

"WHEN  z>=0.0  NOT  approzlxnates(y  *  y,z)“): 

end  if; 

preconditiona_aatiafled  :=  true; 
end  if; 

if  not  (precondltlon_aatiafled)  then 
if  not  (condition  * 

imaginary  square  root  condition)  then 
REPORT. ERROR(condition,  z.  y. 

“OTHERWISE  NOT  EXCEPTION  imaginary _square_root"); 
end  if; 
end  if; 
end  CHECK; 

function  approzimates(rl,  r2:  float)  return  boolean  is 
b:  boolean; 

begin 

retum(abe((rl  -  r2))  <=  abe((r2  *  precision))); 
end  approzlmates; 

end  CHECK_PKG; 


Figure  4-12.  CHECK_PKG  of  the  Generic  Square  Root 
Spec  of  Figure  1-4 
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1.  "GENERIC  OBJECT  DECLARATIONS" 

The  "GENERIC  OBJECT  DECLARATIONS"  slot  is  identical  to 
MAIN_PKG  "GENERIC  OBJECT  DECLARATIONS".  Refer  to  Section  B  of 
this  chapter. 

2.  "PARAMETER  SPECIFICATIONS" 

The  "PARAMETER  SPECIFICATIONS"  is  identical  to  DRIVER 
•‘PARAMETER  SPECIFICATIONS".  Refer  to  Section  C  o  this  chapter. 

3.  "QUANTIFIER  WITH  CLAUSES" 

The  purpose  of  "QUANTIFIER  WITH  CLAUSES"  is  to  introduce 
ITERATORS  to  CHECK_PKG  by  generating  a  “with  "ITERATOR  NAME";“ 
for  each  QUANTIFIER  in  the  Spec.  ITERATORS  are  modules  used  to  gen¬ 
erate  the  values  in  the  range  of  a  QUANTIFIERto  check  Specs  containing 
QUANTIFIERS. 

The  generic  square  root  example  has  no  QUANTIFIERS,  result¬ 
ing  in  the  generation  of  an  empty  string  for  this  slot  (line  *3*.  Fig¬ 
ure  4-12). 

Generation  of  a  single  “with"  statement  is  straightforward.  (See 
“q_with_clauses"  at  expression  ->  quantifier.  Appendix  A.).  The  mecha¬ 
nism  used  to  collect  the  clauses  from  expression  lists  and  expressions  is 
analogous  to  the  method  used  to  collect  quantifier  functions  presented  in 
Section  D  of  this  chapter. 

4.  "CONCEPT  SUBPROGRAM  SPECIFICATIONS" 

The  purpose  of  "CONCEPT  SUBPROGRAM  SPECIFICATIONS" 
is  to  provide  package-wide  visibility  of  “implemented"  CONCEPTS.  CON¬ 
CEPTS  are  implemented  as  Ada  functions.  ••CONCEPT  SUBPROGRAM 


62 


SPECIFICATIONS**  are  Ada  function  specifications  for  those  CONCEPTS. 
One  specification  is  generated  for  each  CONCEPT  contained  in  the  Spec. 

The  CONCEPT  “approximates."  of  the  generic  square  root  Spec, 
results  in  the  generation  of  line  *4*  Figure  4-12.  Its  location  at  the  top  of 
the  package  body  provides  visibility  for  its  use  in  procedure  CHECK 
without  greatly  deviating  from  the  format  of  the  Spec. 

Generation  and  collection  of  CONCEPT  specifications  is 
straightforward  (See  the  attribute  “c_subprog_spec"  at  concept.  Appen¬ 
dix  A). 


5.  “QUANTIFIER  FUNCTIONS** 

The  purpose  of  “QUANTIFIER  FUNCTIONS**  is  to  evaluate 
QUANTIFIER  expressions  (e.g..  ALL.  SOME,  etc.)  contained  in  the  Spec 
and  return  the  result.  The  “QUANTIFIER  FUNCTIONS**  slot  is  filled  with 


zero  or  more  Ada  functions  and  associated  parameter  specifications. 


The  generic  square  root  example  contains  no  quantifiers,  conse¬ 
quently  the  empty  string  is  generated  (line  *6*.  Figure  4-12).  The  function 
“with_quantifiers"  of  Figure  4-13  contains  a  postcondition  specified  with 


the  ALL  and  SOME  QUANTIFIERS  (i.e.,  universal  and  existential 


FUNCTION  with_quantifiers 
MESSAGE (x  y:  type_l) 

REPLY(z:  type_l) 

WHERE  ALL(q:  type_l  SUCH  THAT  (q  <  x)  &  (q  >  y)  :: 
SOME(r:  type_2  ::  p(z.q.r))) 


END 


Figure  4-13.  Spec  FUNCTION  “with_quantiflers” 


63 


quantifiers,  respectively).  The  CHECK_PKG  body  generated  for 
“with_quantifiers"  is  presented  in  Figure  4-14.  The  “QUANTIFIER 
FUNCTIONS**  generation  is  the  code  running  from  line  *3*  to  *13*. 

A  detailed  discussion  of  “QUANTIFIER  FUNCTIONS**  is  pre¬ 
sented  with  the  discussion  on  Spec-to_Ada  “EXPRESSION  TRANSLA¬ 
TION**,  Chapter  IV. 

6.  “RESPONSE  TRANSFORMATION** 

The  purpose  of  the  “RESPONSE  TRANSFORMATION**  is 

twofold: 

1.  To  check  whether  a  function’s  response  to  a  stimulus  is  correct. 

2.  To  generate  an  error  message  when  the  response  is  not  correct. 
Using  the  MESSAGE,  REPLY,  and  termination  condition  values  (i.e.,  the 
formal  parameters  of  CHECK),  it  checks  which  preconditions  hold  and 
checks  if  corresponding  postconditions  hold.  When  the  evaluation  of  a 
postcondition  fails,  it  generates  a  three  part  error  message  containing: 

1.  The  test  set  (message  values,  reply  values,  and  condition). 

2.  The  precondition  that  applies. 

3.  The  postcondition  causing  the  failure. 

The  “RESPONSE  TRANSFORMATION**  generated  for  the 
generic  square  root  starts  on  line  *7*.  Figure  4-12,  and  continues  to  the 
end  of  procedure  CHECK. 

The  “RESPONSE  TRANSFORMATION**  slot  is  generated  from 
two  subtemplates  “RESPONSE  CASES  TRANSFORMATION**  or 
“RESPONSE  SET  TRANSFORMATION**.  Generation  of  these  templates 
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with  GEN_ALL_4; 
with  GEN_S0ME_5; 
package  body  CHECK_PKG  is 

procedure  CHECK(condition:  condition_type; 

x,  y:  type_l; 
z:  type_l)  is 

preconditions_satisfled:  boolean  :=  true; 
q:  type_l; 

function  ALL_4  return  boolean  is 
value;  boolean  ;=  true; 

r:  type_2; 

function  SOME_5  return  boolean  is 
value:  boolean  :=  false; 
begin 

foreach([r:type_2].GEN_SOME_5.  [assurance].! 
if  (value  =  false]  then 
if  (true)  then 

if  p(z  .  q  .  r)  then 
value  :=  true; 
end  if; 
end  if; 
end  if;]) 
return  value: 
end  SOME_5; 
begin 

foreach([q:type_  1  ]  ,GEN_ALL_4.  [assurance] .  [ 
if  (value  =  true)  then 

if  (((q  <  x))  and  ({q  >  y)))  then 
if  not  SOME_5  then 
value  :=  false: 
end  if; 
end  if; 
end  if;]) 
return  value; 
end  ALL_4; 
begin 

if  not  (ALL_4)  then 

REPOKT.ERRORfcondition.x,  y,  z. 

“  NOT  ALL(q  :  type.l  SUCH  THAT  (q<x)&(q<y)  :: 
SOME(r  :  type_2  ::  p(z,q.r)))”); 

end  if; 

end  CHECK; 
end  CHECK_PKG; 


*1* 

*2* 


•3* 

•4* 


*5* 

*6* 


*7* 

*8* 


*9* 

•10* 

*11* 

*12* 


*13* 

*14* 


Figure  4-14.  CHECK_PKG  Body  of  “with_quantifiers”  of  Figure  4-13 
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is  predicated  on  the  fact  that  Spec  preconditions  and  postconditions  are 
assertions;  consequently,  they  can  be  viewed  as  functions  returning 
boolean  values. 

a.  ** RESPONSE  CASES  TRANSFORMATION ** 

The  format  of  the  "RESPONSE  CASES  TRANSFORMA¬ 
TION**  is  provided  in  Figure  4-15.  It  is  a  sequence  of  zero  to  “m+1"  Ada 
“if  statements."  The  first  “m"  statements  determine  if  preconditions 
(“WHENs")  are  satisfied  (line  *1*.  Figure  4-15).  If  so,  they  test  the  corre¬ 
sponding  postconditions  (“WHEREs")  nested  inside  and  generate  an  error 


if  (precondition  1)  then  --WHEN  precondition  1  *1* 

if  not  (postcondition  1)  then  --WHERE  postcondition  1  *2* 

--report  error 
end  if; 

preconditions_satisfied  :=  true;  *3* 

end  if; 


if  (precondition  m)  then 

if  not  (postcondition  m)  then 
--report  error 
end  if: 

preconditions_satisfied  :=  true; 
end  if; 

if  not  (preconditions_satisfled)  then 
if  not  (postcondition  (m+1))  then 
—report  error 
end  if; 
end  if; 


—WHEN  precondition  m 
--WHERE  postcondition  m 


-OTHERWISE  *4* 

—OTHERWISE  postcondition 


Figure  4  15.  "RESPONSE  CASES  TRANSFORMATION** 
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message  when  they  fail  (line  *2*).  They  also  set  the  flag  “precondi- 
tions_satisfied"  to  “true,"  which  simply  indicates  that  “some"  precondition 
has  been  satisfied  (line  *3*).  Since  the  “if  statements"  run  in  sequence,  all 
preconditions  (“WHENs")  are  tested.  This  is  important  because  Spec 
permits  overlapping  preconditions  to  exist. 

When  overlaps  exist,  it  is  possible  for  a  message  to  satisfy 
more  than  one  precondition.  When  a  message  satisfies  more  than  one 
precondition,  the  reply  must  satisfy  all  of  the  postconditions  associated 
with  those  preconditions.  [Ref.  l:p.  3-9]  For  example,  if  a  message  satis¬ 
fies  “precondition  1”  and  “precondition  (m-1),"  then  the  REPLY  must  sat¬ 
isfy  both  “postcondition  m“  and  “postcondition  (m-l).“ 

The  last  “if  statement,"  the  (m+l)st  statement  (line  *4*)  is 
associated  with  the  Spec  “OTHERWISE."  It  checks  the  “precondi- 
tions_satisfied"  variable  to  determine  if  any  preconditions  have  been 
satisfied.  If  no  preconditions  have  been  satisfied,  then  the  final  postcon¬ 
dition  is  checked.  The  final  postcondition  must  be  satisfied  if  and  only  if 
no  preconditions  are  satisfied.  For  example,  the  response  to  a  stimulus 
failing  to  satisfy  preconditions  1  through  m.  must  satisfy  “postcondition 
(m+1)."  [Ref.  l:p.  3-9] 

The  first  m  if  statements  are  generated  right  recursively,  in 
association  with  the  “response_cases  :  WHEN  ..."  production  rule  (Tem¬ 
plate  *1*.  Figure  4-16).  The  last  if  statement  is  generated  in  association 
with  the  “response_cases  :  OTHERWISE  ..."  production  rule  (Template 
•2*.  Figure  4-16). 
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if  “WHEN  EXPRESSION  LIST  TRANSFORMATION**  then  *  1  * 

“RESPONSE  SET  TRANSFORMATION** 
preconditions_satisfied  :=  true; 
end  if; 

••RESPONSE  CASES  TRANSFORMATION** 

if  not  (pieconditions_satisfied)  then  *2* 

••RESPONSE  SET  TRANSFORMATION** 
end  if; 


Figure  4-16.  “RESPONSE  CASES  TRANSFORMATION**  Alternatives 

b.  ** RESPONSE  SET  TRANSFORMATION** 

When  no  preconditions  are  specified  in  a  Spec,  the 
“RESPONSE  TRANSFORMATION**  is  simply  a  single  postcondition 
check  like  the  one  beginning  on  line  *2*.  Figure  4-15,  which  is  generated 
from  the  “RESPONSE  SET  TRANSFORMATION**  template.  It  is  also  a 
subtemplate  of  “RESPONSE  CASES  TRANSFORMATION**  alternatives 
shown  in  Figure  4-16.  As  limited  by  the  current  implementation,  it  is 
derived  from  the  “response_set  :  reply"  production.  It  is  further  limited  to 
replies  with  formal  arguments  and  postconditions  or  replies  with  excep¬ 
tions,  which  are  generated  using  the  templates  presented  in  Figure  4-17 
(Templates  *1*  and  *2*.  respectively). 

c.  **WHEN  EXPRESSION  LIST  TRANSFORMATION** 

When  Spec  preconditions  consist  of  more  than  one  logical 

expression  separated  by  commas  (,),  the  antecedent  checking  for  its  sat¬ 
isfaction  is  translated  as  a  sequence  of  those  expressions  separated  by  " 
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if  not  (“EXPRESSION  LIST  TRANSFORMATION**)  then  *  1  * 

REPORT.  ERROR(condition. 

“RESPONSE  ACTUAL  PARAMETERS**, 

••WHEN  ERROR  MESSAGE**,  “  NOT  ", 
“EXPRESSION  TRANSLATION**); 

end  if; 

if  not  (condition  =  “EXCEPTION  NAME**_condition)  then  *2* 

REPORT.  ERROR(condition. 

“RESPONSE  ACTUAL  PARAMETERS**, 

“  NOT  EXCEPTION 
“EXCEPTION  NAME**); 

end  if; 


Figure  4-17.  “RESPONSE  SET  TRANSFORMATION**  Alternatives 


and  then  "  as  shown  in  line  *1*.  Figure  4-18.  It  is  referred  to  as  the 
“WHEN  EXPRESSION  LIST  TRANSFORMATION**.  This  serves  as  a  short 
circuit  whenever  any  of  the  expressions  in  the  precondition  fail. 


--WHEN  (expression  1)  ,  (expression  2) 

if  ((expression  1)  and  then  (expression  2))  then  *1* 

--WHERE  (expression  3)  .  (expression  4) 
if  not  (expression  3)  then  *2* 

“report  error" 
end  if; 

if  not  (expression  4)  then  *3* 

“report  error" 
end  if; 

postconditions_satisfied  :=  true; 
end  if; 


Figure  4-18.  Translation  of  Precondition  and 
Postcondition  with  Multiple  Expressions 
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d.  “WHERE  EXPRESSION  LIST  TRANSFORMATION “ 

When  Spec  postconditions  consist  of  more  than  one  logical 
expression  separated  by  a  comma  (,),  a  sequence  of  “if  statements."  one 
for  each  expression,  is  generated  to  check  the  postcondition.  This  is 
shown  in  lines  *2*  and  *3*.  Figure  4-18,  and  is  referred  to  as  the 
'•WHERE  EXPRESSION  LIST  TRANSFORMATION**.  This  serves  to  iso¬ 
late  the  portion(s)  of  the  postcondition  causing  the  failure.  A  consequence 
of  this  is  that  more  than  one  error  may  be  generated  from  a  response's 
failure  to  satisfy  a  single  postcondition.  The  generic  square  root  function 
is  an  example  of  a  Spec  with  a  multiple  expression  postcondition.  The  “if 
statements"  on  lines  *8*  and  *9*.  Figure  4-12.  check  the  independent 
expressions  of  the  postcondition. 

e.  Spec-to-Ada  “EXPRESSION  TRANSLATION “ 

The  formats  of  Figures  4-15  and  4-18  rely  on  the  fact  that 
all  Spec  preconditions  and  postconditions  have  values  of  type  boolean. 
All  Spec  expressions  are  translated  into  a  semantically  equivalent  Ada 
form,  a  summary  of  which  is  provided  in  Appendix  G.  Three  basic  trans¬ 
lation  schemes  are  used  (shown  in  Figure  4-19). 

(1)  Translation  Scheme  1.  This  scheme  is  for  arity-2 
expressions  not  containing  the  Spec  “not"  symbol  (~).  The  expression 
maintains  its  original  form.  The  Ada  operator  used  in  the  translation  is 
the  one  considered  to  provide  the  closest  “match"  to  the  operation  of  the 
Spec  operator.  A  premise  is  that  the  Ada  operator  selected  is  defined  for 


70 


Translation  Scheme  1 

expr  Spec_op  expr  expr_trans  Ada_op  expr_trans 

e.g..  x  I  I  fix)  x  &  fix) 


Translation  Scheme  2 

expr  ~Spec_op  expr  NOT  (expr_trans  Ada_op  expr_trans) 

e.g.,  x  ~>=  f(x)  NOT  (  x  >=  f(x) ) 


Translation  Scheme  3 

QUANTIFIER(formals  ::  e)  QUANTIFIER_NAME_XX 

e.g.,  ALL(x,y:  t  SUCH  THAT  p(x)  ::  q(x.y.z))  ALL_01 

expr  <=>  expr  iff(expr,  expr) 

e.g.,  a  <=>  b  iff(a,b) 


Figure  4-19.  Expression  Translation  Schemes 

the  operands  types.  For  example,  the  first  example  in  Figure  4-19  shows 
that  the  Spec  concatenation  operator  “I  I"  is  translated  to  the  Ada  string 
concatenation  operator 

(2)  Translation  Scheme  2.  This  scheme  is  used  for  arity-2 
expressions  containing  the  Spec  “not"  symbol.  These  expressions  are 
translated  like  the  first  scheme,  except  the  expression  is  enclosed  in 
parentheses  and  preceded  by  “NOT.”  An  exception  is  made  for  the  Spec 
“-="  operator  for  which  the  Ada  “\="  operator  exists. 

(3)  Translation  Scheme  3.  The  final  scheme  is  used  for  all 
other  expressions  and  for  the  distinguished  expressions  for  which  a 
unique  translation  was  desired.  A  discussion  of  Spec  QUANTIFIERS,  IF, 
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and  “<=>"  is  presented  in  the  following  Section.  Refer  to  Appendix  G  for 
information  concerning  translations  and  assumptions  of  remaining 
expressions. 

f.  Distinguished  Expression  Translations 

QUANTIFIERS,  IF,  and  “<=>"  expressions  were  translated 
uniquely  as  explained  here. 

(1)  Spec  QUANTIFIERS.  Spec  QUANTIFIER  expressions 
include:  ALL.  SOME,  NUMBER  SUM.  PRODUCT,  SET.  MAXIMUM.  MIN¬ 
IMUM.  UNION,  and  INTERSECTION.  QUANTIFIERS  pose  four  problems: 

1.  QUANTIFIERS  are  not  suitable  for  the  straightforward  “in-line" 
translation  scheme  shown  in  Figures  4-15  and  4-18. 

2.  QUANTIFIERS  can  introduce  local  variables  into  the  Spec  whose 
scope  extends  throughout  the  QUANTIFIER  [Ref.  l:p.  103). 

3.  QUANTIFIERS  may  be  nested  inside  other  QUANTIFIERS. 

4.  Evaluation  of  QUANTIFIERS  involves  cycling  through  the  ranges  of 
all  the  locally  declared  variables,  before  their  “values"  can  be 
determined. 

These  problems  are  solved  by  implementing  QUANTI¬ 
FIERS  as  parameterless  functions  which  return  the  “value"  of  the 
QUANTIFIER.  The  parameterless  QUANTIFIER  function  call  is  used  as 
the  “expression"  in  the  evaluation  of  preconditions  or  postconditions 
(e.g..  “ALL_4"  on  line  *14*.  Figure  4-14).  Local  variables  are  declared  with 
the  functions  (e.g..  “q"  and  “r"  on  lines  *3*  and  *5*).  Nested  quantifiers 
are  implemented  as  nested  functions  (e.g.,  SOME_5,  line  *5*)  and  ITERA¬ 
TORS  are  used  to  cycle  through  the  ranges  of  values  of  the  declared  vari¬ 
ables  (e.g.,  lines  *7*  and  *10*). 
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The  logic  required  to  determine  the  “value"  of  the 
QUANTIFIER  i  s  dependent  on  the  type  of  QUANTIFIER  (e  g.,  ALL,  SOME, 
SUM,  etc.).  Examination  of  the  “ALL  QUANTIFIER  FUNCTION**.  Fig¬ 
ure  4-20,  illustrates  the  common  elements  of  the  scheme  used  to 
evaluate  every  QUANTIFIER: 

1.  Determine  whether  the  “iterated”  “values"  meet  the  restrictions  (line 
*6*)  and 

2.  If  so.  check  the  postcondition  and  assign/adjust  the  function's 
return  “value"  as  appropriate  (line  *7*). 


“QUANTIFIER  PARAMETER  SPECIFICATIONS**  *  1  * 

function  ALL_**QUANTIFIER  LINE  NUMBER**  return  boolean  is 
value:  boolean:  =  true; 

** NESTED  QUANTIFIER  FUNCTIONS**  *2* 

begin 

foreach([**ITERATOR  LOOP  VARIABLES**],  *3* 

GEN_ALL_* ‘QUANTIFIER  LINE  NUMBER**, [assurance], (  *4* 

if  (value  =  true)  then  *5* 

if  “QUANTIFIER  SUCH  THAT  TRANSLATION**  then  *6* 
if  not  *  'EXPRESSION  TRANSLATION**  then  *7* 


value  :=  false; 
end  if; 
end  if; 
end  if;]) 
return  value; 

end  ALL_**QUANTIFIER  LINE  NUMBER**; 


Figure  4-20.  “ALL  QUANTIFIER  FUNCTION**  Template 


In  the  case  of  the  ALL  QUANTIFIER,  the  “ALL"  function 
return  “value"  is  initially  "true"  (line  *2*).  Then  for  each  set  of  iterated 
values  (line  *3*): 
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1.  It  checks  whether  the  function's  return  “value"  remains  “true"  (line 
*5)  (by  definition  if  must  be  true  for  every  case). 

2.  If  so.  it  checks  whether  the  set  of  iterated  values  meets  the  restric¬ 
tions  (line  *6*). 

3.  If  so.  it  examines  the  postconditions  for  contradictions  (line  *7*). 

If  a  contradiction  is  found,  the  function’s  return 
“value"  gets  set  to  “false."  This  serves  two  purposes: 

1.  It  short  circuits  fu  ther  examination  of  iterated  values  (i.e.,  ALL  is 
“false,"  no  further  checking  is  required.). 

2.  It  serves  as  the  return  “variable"  upon  completion  of  the  iteration 
process. 

The  SOME  QUANTIFIER  value  starts  out  “false."  and 
searches  for  a  single  case  that  makes  it  “true"  using  a  slightly  modified 
template. 

(2)  Spec  “IF"  Expression.  The  Spec  “IF"  expression  is 
unique  in  that  the  postcondition  (“THEN"  consequence)  to  be  checked 
must  be  determined  from  the  antecedents  of  the  “IF"  and  “ELSE  IF" 
parts.  The  “truth”  of  the  expression  is  determined  by  the  postcondition 
associated  with  the  first  true  antecedent  or  the  final  consequence  (post¬ 
condition).  Function  “conditional"  of  Figure  4-21  illustrates  the  point. 
The  Spec  has  no  precondition  [WHEN].  First  “x  <  0.0"  is  checked:  if  this 
is  true  then  “y  =  'less  than  zero'"  is  the  postcondition  to  be  checked. 
Otherwise  “x  =  0.0"  is  checked:  if  this  is  true,  then  “y  =  ‘equal  to  zero’"  is 
the  postcondition.  If  neither  is  satisfied,  then  “y  ='greater  than  zero'"  is 
the  postcondition. 
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FUNCTION  conditional 
MESSAGE(x:  float) 

REPLY(y:  enum_string) 

WHERE  IF  x  <  0.0  THEN  y  =  less_than_zero 
ELSE  IF  x  =  0.0  THEN  y  =  equal_to_zero 
ELSE  y  =  greater_than_zero 

FI 

END 


Figure  4-21.  Spec  Function  “ conditional” 


As  illustrated  in  Figure  4-22,  the  implementing  logic  is 
nearly  a  direct  conversion  to  the  Ada  “if*  statement  except  that  the  post¬ 
conditions  are  converted  to  “if  NOT  (postcondition)  ...”  expressions.  The 
difference  between  the  Spec  “IF"  and  “WHEN"  is  that  the  short  circuit 
effect  of  the  “IF"  provides  no  overlap.  As  currently  implemented,  the  “IF" 
statement  may  only  be  used  as  a  top  level  operator  in  a  postcondition 
expression  list  (i.e.,  if  used,  it  may  not  be  used  as  an  expression  within 
another  expression  (including  itself)  or  as  part  of  an  precondition  expres¬ 
sion  list). 


(3)  Spec  “<=>“  and  “=>"  Expressions.  The  “<->“  expression 
was  translated  as  a  function  implementing  the  logical  definition  of  "if  and 
only  if."  In  effect,  “x  <=>  y"  means  “x  =>  y  &  y  =>  x.“  The  “=>“  was  also 
implemented  as  a  function  satisfying  the  definition:  “x  =>  y"  means  "~x  I 
y."  The  expression  translation  used  is  a  function  call  with  logical  expres¬ 
sions  as  actual  parameters  as  shown  in  Figure  4-19. 
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if  ((x  <  0.0)}  then 

if  not  ((y  =  less_than_zero))  then 

REPORT.ERROR(condition.  x.  y, 

“  IF  x<0.0  NOT  y  =  less_than_zero“); 

end  if; 

elsif(x  =  0.0)then 

if  not  ((y  =  equal_to_zero))  then 

REPORT.ERROR(condition.  x.  y, 

“  IF-ELSE_IF  x  =  0.0  NOT  y  =  equal_to_zero") ; 

end  if; 

else 

if  not  ((y  =  greater_than_zero))  then 
REPORT. ERROR(condition.  x.  y, 

“  IF-ELSE  NOT  y  =  greater_than_zero"); 

end  if; 
end  if; 


Figure  4-22.  “IF”  Checking  Logic  Applied  to 
” conditional”  of  Figure  4-21 

7.  "CONCEPT  SUBPROGRAM  BODIES" 

The  purpose  of  "CONCEPT  SUBPROGRAM  BODIES"  is  to 
implement  simple  Spec  CONCEPTS  as  functions.  The  purpose  of  the  slots 
of  Figure  4-23  can  be  determined  from  context.  The  CONCEPT 
“approximates”  (Figure  1-4)  is  an  example.  The  current  implementation 
requires  that  the  leftmost  expression  in  the  concept  statements  (expres¬ 
sion  list)  be  the  return  parameter  and  it  must  be  followed  by  either  “=”  or 
“<=>.”  The  leftmost  expression  (i.e.,  the  return  variable)  and  the  “=”  or 
“<=>”  are  replaced  with  “return,"  resulting  in  the  Ada  “return”  expression 
(line  *13*.  Figure  4-12). 
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function  "CONCEPT  DESIGNATOR"("CONCEPT  PARM  SPECS**) 

return  "TYPE  MARK**  is 

"CONCEPT  DECLARATIVE  PART** 

begin 

••CONCEPT  SEQUENCE  OF  STATEMENTS** 
end  "CONCEPT  DESIGNATOR** 


Figure  4  23.  "CONCEPT  SUBPROGRAM  BODIES**  Template 

Generation  of  the  functions  is  accomplished  using  the  template 
of  Figure  4-23.  The  "CONCEPT  SEQUENCE  OF  STATEMENTS**  is 
implemented  using  the  expression  translations  discussed  in  the  section 
on  "RESPONSE  TRANSFORMATION**  with  the  following  variation.  To 
identify  the  cases  in  which  a  return  statement  should  be  generated,  two 
attributes  “cr_parm"  and  “isjeftmost"  are  defined.  The  attribute 
“cr_parm"  contains  either  the  name  of  the  concept  return  parameter  or 
"false."  The  attribute  “isjeftmost"  contains  “true"  or  “false."  indicating 
whether  the  expression  is  the  leftmost  expression  in  the  subtree.  At  the 
“<=>"  and  “="  expressions,  if  cr_parm  is  not  “false"  and  leftmost  is  “true," 
then  a  “return"  statement  for  producing  the  value  of  a  concept  function  is 
generated:  otherwise,  the  normal  expression  translation  is  generated. 

E.  REPORT  TEMPLATE 

A  pruned  version  of  the  REPORT  template  is  presented  in  Fig¬ 
ure  4-24.  The  complete  template  may  be  found  in  Appendix  F.  It  has  four 
slots  to  be  filled  in: 

1.  "PARAMETER  SPECIFICATIONS" 
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with  TEXT_IO;  use  TEXT_IO; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  use  CONDITION  _TYPE_PKG: 

package  REPORT  is 

procedure  ERROR(condition:  condition_type; 

••PARAMETER  SPECIFICATIONS* *  *1* 

msg:  string); 
procedure  OPEN; 

procedure  WRlTE_INSTANCE_HEADER(msg:  string); 
procedure  INCREMENT_SAMPLES_TESTED; 
procedure  WRITE_I N STAN C E_STATS ; 
procedure  CLOSE; 
end  REPORT; 

package  body  REPORT  is 
procedure  OPEN  is 
begin 

PUT_LINE(outfile." 

••FUNCTION  DESIGNATOR**  Test  Results");  *2* 

end  OPEN; 


procedure  ERROR(condition:  CONDITION_TYPE; 

••PARAMETER  SPECIFICATIONS**;  *3* 

msg:  string)  is 

begin 

••PARAMETER  PUT  STATEMENTS**  *4* 

end  ERROR; 


end  REPORT; 


Figure  4-24.  REPORT  Template 
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2.  “FUNCTION  DESIGNATOR** 

3.  “PARAMETER  SPECIFICATIONS** 

4.  “PARAMETER  PUT  STATEMENTS** 

The  slots  are  located  on  lines  *1*  through  *4*.  respectively.  All  of  the 
slots  except  “PARAMETER  PUT  STATEMENTS**  have  been  previously 
discussed. 

The  purpose  of  the  “PARAMETER  PUT  STATEMENTS**  slot  is  to 
output  MESSAGE  and  REPLY  parameters  and  their  values.  Two  “PUT" 
statements  and  a  “NEWLINE"  are  generated  for  each  parameter. 

The  generic  square  root  example  of  Figure  1-4  has  one  MESSAGE 
parameter  “x"  and  one  REPLY  parameter  “y."  The  “PARAMETER  PUT 
STATEMENTS**  generated  for  that  example  are  presented  in  Figure  4-25. 

The  “PARAMETER  PUT  STATEMENTS**  slot  is  generated  analo¬ 
gously  to  MAIN_PKG  “GENERIC  OBJECT  GETS**. 

F.  CONDITION_TYPE_PKG  TEMPLATE 

The  CONDmON_TYPE_PKG  template  is  presented  in  Figure  4-26.  It 
has  only  one  slot:  “CONDITION  TYPES**.  The  purpose  of  “CONDI¬ 
TIO  N_TYPES“  is  to  enumerate  a  value  for  each  exception  contained  in 
the  Spec  and  enumerate  the  two  fixed  condition  values:  “normal"  and 
“unspecified_exception." 

The  generic  square  root  example  of  Figure  1-4  had  only  one  excep¬ 
tion:  “Imaginary _square_root.”  The  CONDmON_TYPE_PKG  generated  for 
the  generic  square  root  example  is  presented  in  Figure  4-27. 
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Figure  4-27.  CONDITION_TYPE_PKG  for  “generic  square  root" 
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Generation  of  “CONDITION  TYPES**  is  straightforward.  A  single 
condition  types  is  the  concatenation  of  the  Spec  exception  name  and 
“.condition."  An  exception  may  be  used  more  than  once  in  a  single  Spec; 
consequently,  a  map  is  used  to  guard  against  duplication  when  merging 
condition  types  at  the  apexes  of  the  response  and  response.cases  sub¬ 
trees  (i.e.,  response  and  response.cases  production  rules.). 

G.  GENERATOR  TEMPLATE 

The  GENERATOR  template  is  presented  in  Figure  4-28.  It  has  only 
one  slot:  “GENERATOR  LOOP  VARIABLES**. 


include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
—“put  with  and  use  clauses  here“- 
generator(GENERATOR  [assurance:  float], 

[••GENERATOR  LOOP  VARIABLES**]. 

[is 


--“put  required  declarations  here**-- 

begin 

--“put  statements  to  generate  values  here**-- 
generate(--“put  generated  values  here**-): 
--••put  more  statements  here  as  required**-- 
end  GENERATOR;]) 


Figure  4-28.  GENERATOR  Template 

The  purpose  of  “GENERATOR  LOOP  VARIABLES**  is  to  specify  the 
MESSAGE  parameters  and  theii  corresponding  types. 

The  generic  square  root  example  of  Figure  1-4  had  only  one 
MESSAGE  parameter  “x"  of  type  “float."  The  GENERATOR  generated  for 
the  generic  square  root  example  is  presented  in  Figure  4-29.  When  more 
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than  one  MESSAGE  parameter  exists,  the  parameters  and  their  types  are 
specified  in  the  order  they  appear  in  the  Spec. 


include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
— **put  with  and  use  clauses  here**-- 
generator(GENERATOR  (assurance:  float),  [x:float], 

[is 

— **put  required  declarations  here**— 

begin 

— **put  statements  to  generate  values  here**— 
generate)— **put  generated  values  here**-); 

— **put  more  statements  here  as  required**— 
end  GENERATOR;]) 


Figure  4-29.  GENERATOR  for  “generic  square  root” 

H.  ITERATORS  TEMPLATE 

The  ITERATORS  template  is  presented  in  Figure  4-30.  It  is  identical 
to  the  GENERATOR  template  except: 

1.  Each  ITERATOR  is  assigned  a  unique  name  “GEN_**FUNCTION_ 
DESIGNATOR**”  instead  of  the  standard  name  “GENERATOR." 

2.  The  ‘‘GENERATOR  LOOP  VARIABLES**  correspond  to  local  decla¬ 
rations  of  the  QUANTIFIER  expression  instead  of  the  MESSAGE 
parameters. 

3.  If  more  than  one  iterator  is  generated  (i.e.,  whenever  the  Spec  con¬ 
tains  more  than  one  QUANTIFIER),  all  iterators  are  concatenated 
into  a  single  file. 

The  ITERATORS  generated  for  the  “with_quantifiers”  function  of  Fig¬ 
ure  4-13  is  presented  in  Figure  4-31.  Two  ITERATORS  were  generated 
and  concatenated  corresponding  to  the  SOME  and  ALL  quantifiers 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
--••put  with  and  use  clauses  here**— 

generator(**GEN  FUNCTION  DESIGNATOR**,  [assurance:  float], 

[♦•GENERATOR  LOOP  VARIABLES**], 

[is 

— **put  required  declarations  here**— 

begin 

— **put  statements  to  generate  values  here**— 
generate(-**put  generated  values  here**-): 

— **put  more  statements  here  as  required**— 

end  *  *GEN_FUNCTION_DESIGNATOR*  * ;]) 


Figure  4-30.  ITERATORS  Template 


include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

— **put  with  and  use  statements  here**— 

generator(GEN_SOME_5. [assurance:  float], [r:type_2],  *1* 

[is 

--••put  any  required  declarations  here**— 

begin 

--••put  iterating  statements  here**— 
generate(--**put  generated  values  here**): 

--••put  more  statements  here  as  required**— 

end  GEN_SOME_5 ; ])  *2* 

--**put  with  and  use  statements  here**— 

generator(GEN_ALL_4, [assurance:  float],  [q:type_l],  *3* 

[is 

— **put  any  required  declarations  here**— 

begin 

— **put  iterating  statements  here**— 
generate(--**put  generated  values  here**); 

— **put  more  statements  here  as  required**— 

end  GENALL_4;])  *4* 


Figure  4-31.  ITERATORS  for  “with_quantifiers” 
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contained  in  the  Spec.  The  names  “GEN_SOME_5"  and  “GEN_ALL_4"  are 
the  ITERATOR  names,  which  are  the  concatenation  of  “GEN_"  and  the 
“function  designators"  enumerated  in  procedure  CHECK  to  evaluate  the 
QUANTIFIERS  (lines  *1*.  *2*.  *3*.  and  *4*).  Finally,  the  specifications 
“i:type_2”  and  “q:type_l"  correspond  to  the  local  variables  of  the  QUAN¬ 
TIFIERS  (lines  *1*  and  *3*). 
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V.  EXTENSIONS 


The  Module  Driver  and  Output  Analyzer  Generator’s  greatest  value 
is  as  a  prototype  to  demonstrate  the  viability  of  automatically  generating 
testing  code,  not  as  a  system  for  production  use.  It  will  produce  working 
Module  Driver  and  Output  Analyzers  for  only  the  simplest  of  Spec  func¬ 
tions.  This  chapter  outlines  some  suggestions  for  extending  and  improv¬ 
ing  the  system  or  using  alternate  methodologies. 

A.  GENERIC  TYPES 

The  MDOAG  of  this  research  generates  test  code  for  generic  object 
parameters  but  not  generic  type  parameters  (i.e.,  type  “type"),  union 
types,  or  universal  types  (i.e.,  type  “any").  Figure  5-1  is  an  example  of  a 
function  with  a  generic  type.  Originally,  work  was  started  to  support 
generic  types,  but  after  some  effort  the  work  was  stopped  in  favor  of  con¬ 
centrating  on  a  smaller  Spec  subset.  This  section  is  devoted  to  presenting 
two  general  approaches  that  can  be  used  to  test  Specs  containing  generic 
type  parameters.  The  first  approach  is  to  generate  a  “generic"  Module 
Driver  and  Output  Analyzer  from  a  generic  Spec.  The  second  approach  is 
to  generate  a  set  of  Spec  instances  Sts  from  the  generic  Spec  and  then  to 
generate  a  set  of  Module  Driver  and  Output  Analyzers  Mts  from  Sts- 
1.  Generic  Module  Driver  and  Output  Analyzer 

Generation  of  “Generic"  MDOAs  from  Specs  containing  generic 
types  can  be  handled  with  essentially  the  same  methodology  used  to 
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FUNCTION  max{t:  type} 

MESSAGE  (q  r:  t) 

REPLY(s:  t)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI 

END 

Figure  5- 1 .  Spec  “max"  Using  Generic  Type 

implement  generic  value  parameters  in  the  current  prototype.  There  are, 
however,  several  distinctions.  The  first  distinction  is  that  the  MDOAG 
prototype  generates  what  is  essentially  a  generic  MDOA  wherein  the 
instantiation  occurs  after  the  values  are  read  from  the  external  file 
“test_parameters."  However,  no  Ada  construct  exists  which  allows  type 
parameters  to  be  read  in  from  a  file  and  used  to  instantiate  formal- 
generic  type  parameters.  Consequently,  the  actual  types  of  the  Spec 
must  be  provided  to  the  MDOAG  in  advance.  A  proposal  for  introducing 
the  types  is  presented  later. 

The  second  distinction  between  generic  object  parameters  and 
generic  type  parameters,  as  they  apply  to  the  MDOAG,  is  that  “types" 
carry  a  great  deal  of  important  baggage  in  the  form  of  operations.  In  a 
generic  MDOA,  just  as  the  generic  value  parameters  were  passed  from 
module  to  module  (e.g.,  generic  parameter  “precision"  passed  by  instan¬ 
tiation  in  the  generic  square  root  example),  the  types  and  their  oper¬ 
ations  must  be  passed  from  module  to  module.  At  first  consideration, 
this  seems  trivial: 

1.  Generate  a  “limited  private"  generic  type  parameter  declaration  for 
each  generic  type  in  the  Spec. 


2.  Generate  a  subprogram  parameter  {default  box  “o")* 1  for  each  of  the 
operations  of  the  type  in  the  Spec. 

3.  Place  a  copy  of  the  generic  type  declarations  and  subprogram  decla¬ 
rations  in  the  generic  parts  of  all  the  modules. 

For  example,  as  proposed  above,  the  generic  part  of  MAIN_PKG 

would  appear  as  in  Figure  5-2.  Unfortunately,  this  is  an 

oversimplification. 


generic 

type  t  is  limited  private; 

with  function  “>="  (x,  y:  t)  return  boolean  is  <>; 
with  function  “="  (x,  y:  t)  return  boolean  is  <>; 
package  MAIN_PACKAGE  is  ... 


Figure  5-2.  Generic  Part  of  Package  MAIN_PKG  for  Spec  “max” 

a.  Generic-Type  Declaration 

Sole  use  of  the  “limited  private"  generic  type  declaration  is 
inappropriate.  Case-by-case  consideration  must  be  made  when  selecting 
the  “most  appropriate"  generic  type  declaration  from  those  available; 
limited  private,  private,  and  “predefined."  Predefined  generic  type  decla¬ 
rations  are  listed  in  Figure  5-3  [Ref.  2:pp.  249-250]. 

(1)  Generic  “limited  private"  Type  Declaration.  The  general 
applicability  of  the  generic  "limited  private”  type  declaration  would  seem 


default  <>  allows  for  the  omission  of  the  actual  parameter  in  the 
instantiation  of  modules  using  the  type. 
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DECLARATION  FORMAT 

type  “link”  is  access  “object"; 

type  “enumeration"  is  (<>); 

type  “integer  type"  is  range  <>; 

type  “fixed  element”  is  delta  <>; 

type  “float"  is  digits  <>; 

type  “constrained"  is 

(array  (“index")  of  element); 

type  “unconstrained"  is 

array  (“index”  range  <>); 


TYPE 

ACCESS 

ENUMERATION 

INTEGER 

FIXED 

FLOAT 

CONSTRAINED  ARRAY 
UNCONSTRAINED  ARRAY 


Figure  5-3.  Predefined  Generic  Type  Declarations 


to  make  it  ideal  because  every  type  can  be  represented  by  this  one  decla¬ 
ration.  However,  there  are  five  reasons  why  this  declaration  is  neither 
ideal  nor  sufficient: 

1 .  The  “limited  private"  class  contains  no  implicit  “assignment"  opera¬ 
tor  or  “test  for  equality."  It  is  difficult  to  conceive  of  many  tests  that 
can  be  conducted  without  the  use  of  an  “assignment"  operator  to  be 
used  for  saving  variables  for  later  evaluation  (e.g..  in  the  MDOA.  the 
assignment  statement  is  used  to  set  the  REPLY  variable  equal  to  the 
return  value  of  the  function).  Consequently,  it  seems  reasonable  to 
require  that  all  types  (contained  in  functions  to  be  tested)  have  an 
“assignment"  operator  defined  for  them  for  test  purposes  (if  for  no 
other  reason).  Ironically,  this  requirement  turns  the  “limited  pri¬ 
vate"  type  into  a  “quasi  private"  type. 

2.  The  use  of  “limited  private”  may  unnecessarily  restrict  developers 
from  using  the  inherent  attributes  of  "predefined"  types.  Importa¬ 
tion  of  a  predefined  type  as  a  generic  “limited  private"  formal 
parameter  essentially  strips  the  type  of  its  attributes.  For  instance, 
type  “delta  <>"  imported  as  “limited  private"  type  loses  its  useful 
attributes  (e.g.,  FIRST,  LAST,  DELTA,  etc.).  Consequently,  a  large 
set  of  tools  is  lost  to  developers.  This  is  particularly  inappropriate 
when  a  less-general  generic  type  Is  wholly  suitable  to  meet  the  spe- 
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cification.  Further,  It  is  envisioned  that  extensive  use  of  attributes 
will  be  employed  for  iteration  and  looping  constructs  in  the 
ITERATOR  and  GENERATOR  modules. 

3.  The  use  of  “limited  private"  may  cause  MDOA-to-function  interface 
incompatibilities.  The  use  of  “limited  private”  type  parameter  will 
cause  an  MDOA-to-function  interface  incompatibility  when  an 
developer  uses  a  less-general,  generic  type  parameter  (but  sufficient 
to  implement  the  generic  Spec  correctly)  and  the  MDOA  imports  the 
type  unconditionally  as  “limited  private."  The  interface  error  will 
occur  when  the  MDOA  attempts  to  instantiate  the  generic  function 
[Ref.  2:p.  12-11]. 

4.  The  use  of  limited  private  type  declaration  may  unnecessarily 
require  the  user  to  manually  provide  subprocedure  specifications. 
The  limited  private  type  declaration  requires  that  the  user  enumer¬ 
ate  every  operation  as  a  subprocedure  parameter.  Consequently, 
the  user  will  have  to  provide  the  information.  Generic  predefined 
type  declarations  have  no  such  requirement. 

5.  The  use  of  limited  private  may  unnecessarily  clutter  the  MDOA 
code.  Because  every  operation  of  the  limited  private  declaration 
must  be  explicitly  enumerated,  the  limited  private  declaration  may 
unnecessarily  clutter  the  code.  One  generic  subprogram  parameter 
will  be  generated  for  each  operator  of  each  generic  type  in  the 
generic  part  of  every  using  module.  It  is  clear  that  the  number  of 
generic  procedure  parameters  will  very  quickly  become  unwieldy  as 
the  number  of  generic  types  and  their  operators  increase. 

One  reason  the  use  of  the  generic  limited  private  dec¬ 
laration  is  required  is  to  test  cases  when  the  actual  type  is  implemented 
as  a  “limited  private"  type.  This  is  required  to  observe  the  following  rule: 
"If  the  formal  type  is  not  limited,  the  actual  type  must  not  be  a  limited 
type."  [Ref.  2:p.  12-11]  For  instance,  if  the  generic  MDOA  generated  from 
the  Spec  of  Figure  5-1  is  to  be  tested  for  several  implemented  types,  one 
of  which  is  type  “Lim_Priv"  where  Lim_Priv  was  implemented  as  a  limited 
private  type,  then  the  only  generic  type  declaration  that  may  be  used  to 
to  Import  it  is  limited  private.  Such  design  decisions  are  recorded  using 
the  Spec  pragma  “limited”  and  are  potentially  available  to  the  MDOAG. 


(2)  Generic  “private"  Type  Declaration.  The  generic  “pri¬ 
vate"  type  parameter  is  analogous  to  the  limited  private  in  every  way 
except  one:  it  has  a  built  in  assignment  operator  and  “test  for  equality."  It 
should  be  used  to  test  cases  when  the  actual  type  “t"  is  implemented  as  a 
private  type. 

(3)  Generic  “predefined"  Type  Declarations.  The  generic 
“prede.med"  type  declaration  has  two  advantages  over  limited  private  and 
private  declarations. 

1.  Predefined  types  implicitly  import  their  operations  with  them.  The 
need  for  the  user  to  provide  subprocedure  parameters  is  eliminated 
along  with  the  potential  clutter  resulting  from  their  generation. 

2.  The  type  retains  all  the  attributes  associated  with  the  “predefined” 
type.  These  attributes  may  be  used  freely  by  developers. 

(4)  Summary  of  Generic  Type  Declarations.  Figure  5-4 
provides  a  summary  of  declaration  types.  Essentially,  the  most  appropri¬ 
ate  generic  type  declaration  is  the  one  that  matches  the  actual  type 
required  by  the  Spec.  Error-free  instantiation  of  the  implementation  will 
depend  upon  the  generic  type  declaration  used  in  the  implementation. 
The  figure  shows  the  information  requirements  necessary  to  generate  the 
proper  declarative  part. 

b.  Generic  Subprogram  Specifications 

Generation  of  the  Generic  Subprogram  Specifications  to 
represent  the  operations  of  the  types  cannot  be  accomplished  by  “simply” 
pulling  the  operators  from  the  Spec  and  generating  the  appropriate  speci¬ 
fications.  The  problem  is  that  the  Spec  does  not  contain  all  of  the  type 
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Declaration 


Actual  Type  is 


Use  When  Actual 
Requirements 


limited  private 

limited  private 

assignment  operator 
test  for  equality 
operator  specifications 
I/O  (PUT  and  GET) 

private 

private 

operator  specifications 
I/O  (PUT  and  GET) 

predefined 

access  “object" 

access 

I/O  (PUT  and  GET) 

(<>) 

enumeration 

integer 

I/O  (PUT  and  GET) 

range  <> 

integer 

I/O  (PUT  and  GET) 

delta  <> 

fixed  point 

I/O  (PUT  and  GET) 

digits  <> 

array  (“index”)  of  “element" 

floating  point 

I/O  (PUT  and  GET) 

constrained  array 

I/O  (PUT  and  GET) 

array  (“index"  range  <>)  of  “element" 

unconstrained  array  I/O  (PUT  and  GET) 


Figure  5-4.  Summary  of  Generic  Type  Declarations 

operations  required  by  the  modules  of  the  generic  MDOA.  All  of  the 
operations  of  the  generic  type  which  are  available  to  the  generic  modules 
of  the  MDOA  come  from  instantiation.  MAIN_PKG  gets  the  actual  type 
and  its  operations  from  MAIN  through  instantiation,  DRIVER  receives 
them  from  MAIN_PKG,  the  generic  “function"  gets  them  from  DRIVER 
etc.  Since  a  Spec  abstractly  defines  the  desired  behavior  of  the  module, 
not  how  to  implement  it,  it  will  normally  specify  the  behavior  with  less 
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operators  than  it  will  take  to  implement  and  test  that  behavior.  Consider 
the  generic  square  root  example:  only  six  operators  were  required  to 
specify  the  desired  behavior  (i.e.,  “>=,"  “V  “abs,"  “<=,"  and  "-"). 
However,  to  implement  and  test  that  behavior,  four  additional  operators 
were  required  (i.e.,  and  see  Figures  4-6,  4-12,  and 

Section  B  of  the  Sample  in  Appendix  C).  Although  this  was  a  concrete 
example,  the  princi}.  le  holds  in  general.  If  it  did  not.  there  would  be  no 
advantage  in  writing  a  specification.  It  would  be  as  complex  as  the  imple¬ 
mentation.  consequently,  all  of  the  types  and  their  operators  (not  just 
those  in  the  Spec)  must  be  introduced  to  the  MDOAG  to  ensure  that  the 
operations  are  available  for  the  implementation  of  the  generator,  for  the 
iterators,  and  for  the  instantiation  of  the  function  (which  is  assumed  to 
be  developed  independently).  Hence,  the  operator  specifications  of  Fig¬ 
ure  5-4  must  include  all  operators,  not  just  those  in  the  Spec. 
c.  Spec  Trailer 

Detailed  concrete  type  information  must  to  available  to 
MDOAG  at  run  time  to  generate  the  generic  MDOA.  Pragmas  are  one  way 
of  importing  the  information.  However,  the  sheer  bulk  of  type  information 
required  precludes  inserting  a  pragma  in  the  test  of  the  Spec.  Instead,  it 
is  better  to  append  the  additional  information  at  the  end  of  the  Spec  in 
the  form  of  a  Spec  trailer.  The  language  Spec,  combined  with  these  few 
additional  production  rules,  forms  the  MDOAG  test  language. 

The  function  production  rule  would  be  modified  by  append¬ 
ing  the  test_data  non-terminal,  as  shown  at  the  top  of  Figure  5-5.  The 
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function: 

optionaUy_virtual  FUNCTION  ...  END  test_data 
test_data: 

GENERIC_TYPES_DATA  generic_types_data 


generic_types_data: 

generic_types_data  generic_type_data 
I 

generic_type_data: 

“[“  type_name  BIND  generic_op_class  BIND  op_specs  ’]* 

type_name: 

NAME 

generic_op_class: 

LIM_PRIVATE 
I  PRIVATE 
I  predefined 

predefined: 

ACCESS 

I  ENUMERATION 
I  INTEGER 
I  FIXED 
I  FLOAT 

I  CONSTRAINED_ARRAY 
I  UNCONSTRAINED, ARRAY 

op_specs: 

op_specs  op_spec 
I  op_spec 

op_spec: 

ADA_subprogram_spec 

ADA_subprogram_spec: 

(  remaining  rules  required  to  ensure  proper  Ada  spec) 


Figure  5-5.  Spec  Trailer  Production  Rules 
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test_data  production  rules  and  subrules  are  also  shown  in  the  figure. 
Using  those  production  rules,  the  user  could  augment  a  Spec  to  provide 
the  necessary  type  information  without  cluttering  the  Spec.  The  “Spec"  of 
Figure  5-6  is  the  “max"  sample  supplying  the  required  type  information 
assuming  the  actual  type  is  “limited  private."  For  limited  private,  Figure 
5-4  indicates  that  an  assignment  operator,  test  for  equality,  all  operators, 
and  I/O  operations  are  required.  F-.gure  5-7  shows  the  Spec  when  the 
type  is  an  integer  type.  Shorthand  notation  could  be  developed  to  reduce 
the  size  of  the  trailer.  Attributes  and  semantic  functions  can  be  devel¬ 
oped  to  generate  the  appropriate  generic  formal  parts  for  the  components 
of  the  MDOAG. 


FUNCTION  ma x{t:  type} 

MESSAGE  (q  r:  t) 

REPLYfs:  t)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI  END 
GENERIC_TYPES_DATA 

[t  ::  LIM_PRTVATE  ::  procedure  assign (x:  in  out  t;  y:  t); 

function  “="(x,y:t)  return  boolean; 
procedure  GETffile:  in  FILEJTYPE;  x:  out  t); 
procedure  PUTffile:  in  FILEJTYPE;  x:t); 
function  "<"(x,y:t)  return  boolean; 
function  “<="(x,y:t)  return  boolean; 
function  “>"(x,y:t)  return  boolean; 

(all  other  LIM_PRTVATE  operations) 

function  “>=”(x,y:t)  return  boolean;! 


Figure  5-6.  Spec  “max”  Generic  “limited  private”  Type 
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FUNCTION  max{t:  type) 

MESSAGE  (q  r:  t) 

REPLY(s:  t)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI 

END 

GENERIC_TYPES_DATA 

[t ::  INTEGER  ::  procedure  GETfflle:  In  FILEJIYPE;  x:  out  t); 

procedure  PUT(file:  in  FILE_TYPE;  x:t);] 


Figure  5-7.  Spec  “max”  Generic  “predefined”  Integer  Type 

d.  Modifying  the  Templates 

The  templates  of  the  MDOA  components  need  to  be  modi¬ 
fied  as  outlined  below  in  order  to  generate  generic  MDOAs  from  Specs 
with  generic  types.  Whenever  conditional  generation  of  new  slots  is  men¬ 
tioned  below,  the  condition  is  based  on  the  existence  of  generic  types  in 
the  Spec  and  the  information  required  to  fill  the  slot  is  derived  from  the 
Spec  trailer.  Attributes  and  semantic  functions  must  be  created  and 
cause  generation  in  the  the  normal  way. 

(1)  MAIN.  The  MDOAG  will  generate  a  generic  MDOA 
which  will  require  instantiation  by  the  user.  The  user  will  instantiate  the 
MDOA  as  shown  in  Figure  5-8.  The  user  provides  the  new  name  of  the 
procedure  and  supplies  the  type  name.  It  is  assumed  that  the  type  is 
implemented  in  package  IMPLEMENTATION. 

To  support  this  the  MAIN  template  must  be  modified 
as  shown  in  Figure  5-9.  A  **GENERIC  FORMAL  PART**  slot  must  be 
conditionally  generated.  Also  a  **MAIN_PKG  INSTANTIATION**  slot  must 
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with  IMPLEMENTATION; 

procedure  "NAME**  is  new  MAIN(IMPLEMENTATION.**TYPE**); 


Figure  5-8.  Instantiating  the  Generic  MDOA 


with  REPORT; 
with  MAIN_PKG; 

"GENERIC  FORMAL  PART**  *1* 
procedure  MAIN  is 

package  NEW_MAIN_PKG  is  new  MAIN_PKG(**GENERIC  TYPES**);  *2* 
begin 

REPORT.  OPEN; 

while  not  (NEW_MAI N_PKG .TESTS_C OMPLETE)  loop  *3* 

NEW_MAIN_PKG .  GET_TEST_PARAMETERS;  *4* 

NE  W_MAI  N_PKG .  EXEC  UTE_TEST ;  *5* 

end  loop; 

REPORT.  C  LOSE ; 
end  MAIN; 


Figure  5-9.  Modified  MAIN  Template 

be  conditionally  generated  (line  *2*  is  an  example  of  a  generated  slot). 
The  instantiation  statement  will  rename  MAIN_PKG  (line  *2*);  therefore, 
requests  for  services  must  reflect  the  new  name  (lines  *3*  through  *5*). 

(2)  MAIN_PKG.  A  conditionally  generated  "GENERIC 
FORMAL  PART**  slot  must  be  added  to  the  MAIN_PKG  template.  It  will  be 
identical  to  MAIN’S.  The  "DRIVER  INSTANTIATION  OR  RENAMING 
DECLARATION**  slot  will  require  modification  to  provide  the  actual  type 
parameters  for  the  instantiation.  There  is  no  need  to  include  the 
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operators  in  the  instantiation  statement.  The  default  <>  will  ensure 
appropriate  operator  instantiation;  however,  care  must  be  taken  to 
ensure  a  standard  ordering  of  the  type  and  value  parameters  is  main¬ 
tained.  A  consistent  strategy  is  to  delineate  the  type  parameters  first, 
followed  by  the  value  parameters. 

(3)  DRIVER.  The  “GENERIC  FORMAL  PART**  slot  must 
be  *aodified  to  conditionally  include  the  declarations  associated  with  the 
generic  types.  The  order  of  the  generic  parameter  declarations  must  be 
consistent  with  MAIN_PKG.  The  “INSTANTIATIONS  OR  RENAMING 
DECLARATIONS**  slot  must  conditionally  include  the  actual  types.  The 
foreach  macro  used  in  DRIVER  must  be  modified  to  accept  “GENERIC 
TYPES**  so  that,  upon  expansion,  it  appropriately  instantiates  the 
GENERATOR. 

(4)  CHECK_PKG.  The  “GENERIC  OBJECT  DECLARA¬ 
TIONS**  slot  must  conditionally  include  type  information.  Consistent 
ordering  of  the  parameters  must  be  maintained.  A  “REPORT  ERROR 
INSTANTIATION**  slot  must  be  added  to  the  declarative  part  of  procedure 
CHECK. 

(5)  REPORT.  A  “GENERIC  PART**  slot  must  be  added  to 
procedure  ERROR  to  conditionally  generate  a  generic  part.  The  I/O 
operations  used  in  procedure  ERROR  must  come  through  instantiation 
for  limited  private  and  private  types.  To  be  consistent,  if  there  are  generic 
type  parameters,  then  procedure  ERROR  is  generic. 

(6)  GENERATOR  and  ITERATORS.  An  alternate  GENERA¬ 
TOR  and  ITERATORS  macro  shell  must  be  generated  when  generic  types 
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are  In  the  Spec.  The  alternate  template  need  only  be  named  differently 
and  contain  a  “GENERIC  PART**  slot.  An  additional  macro  must  be 
written  for  this  alternate  template  which  properly  positions  the 
“GENERIC  PART**  in  the  generic  part  of  the  GENERATOR  procedure. 

2.  Spec  Instantiation 

An  alternate  approach  to  testing  for  conformance  to  a  generic 
Spec  is  to  implement  a  “Spec  instantiater."  The  purpose  of  the  instanti- 
ater  would  be  to  generate  a  Spec  instance  from  a  generic  Spec.  Using  the 
instantiater.  the  user  would  generate  a  “test  set"  of  Spec  instances,  one 
for  each  of  the  combinations  of  generic  parameters  to  be  tested.  Then, 
using  the  MDOAG,  the  user  would  generate  a  “MDOA  instance"  for  each 
Spec  instance  in  the  test  set.  Finally,  the  user  would  execute  each  MDOA 
instance,  independently  generating  a  report  for  that  instance. 

Under  the  Spec  instantiater  method,  instantiation  of  the  imple¬ 
mented  function  is  conducted  by  the  user.  The  MDOAG  generates  code 
for  that  instantiated  function.  No  generic  formal  parts  or  instantiation 
statements  are  generated  for  any  of  the  components.  The  MDOAG  gener¬ 
ates  a  “with  IMPLEMENTATION"  statement  for  each  MDOA  component 
requiring  access  to  the  type(s),  the  assumption  being  that  the  type(s) 
is(are)  implemented  in  the  IMPLEMENTATION  package. 

The  demonstrated  “assurance"  desired  from  a  test  is  entered  as 
a  Spec  trailer  or  pragma,  so  that  no  “test_parameters"  file  is  required  of 
the  user. 

Figures  5-10  and  5-11  demonstrate  how  the  Spec  instantiation 
method  works.  It  is  desired  to  test  Spec  "max"  of  Figure  5-1  for  types 
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“lim_priv"  and  “Integer,"  where  lim_priv  is  some  user  defined  limited  pri¬ 
vate  type  and  integer  is  the  standard  Ada  integer  type.  Further,  the  user 
desires  assurances  of  0.001  and  0.003,  respectively.  The  user  would  aug¬ 
ment  the  Spec  “max"  with  the  “instance  generation  trailer,"  as  shown  in 
Figure  5-10.  The  trailer  is  similar  to  a  Spec  instantiation  statement 
bounded  to  the  assurance  desired  for  that  instantiation.  The  augmented 
Spec  would  be  submitted  to  the  Spec  instantiater,  producing  a  file  con¬ 
taining  two  instantiated  Specs  as  shown  in  Figure  5-11.  The  user  would 
then  instantiate  the  Ada  function  “max"  as  implemented  for  type 
lim_priv.  Then  the  lim_priv  instantiation  would  be  submitted  to  the 
MDOAG,  which  would  generate  a  MDOA  instance  for  type  lim_priv.  (The 
assurance  would  be  hard-coded  into  the  generator  and  iterator  shells.) 
The  user  would  complete  the  generator  and  iterators  as  before  and  com¬ 
pile  the  MDOA.  The  user  would  execute  the  MDOA  and  view  the  results. 
The  process  would  be  repeated  for  type  integer. 


FUNCTION  max{t:  type} 

MESSAGE(q  r:  t) 

REPLYfs:  t)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI 

END 

GENERATEJNSTANCES 

[max{lim_priv} : :  ASSURANCE(0 .001)  max{integer) :  lASSURANCE(0. 003)] 


Figure  5-10.  Spec  “max"  With  Instance  Generation  Trailer 
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FUNCTION  max{t:  lim_prlv} 

MESSAGE (q  r:  lim_priv) 

REPLY(s:  lim_priv)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI 

END 

TEST_ASSURANCE(0. 00 1 ) 

FUNCTION  max{t:  integer} 

MESSAGE(q  r:  integer) 

REPLY(s:  integer)  IF  q  >=  r  THEN  s  =  q  ELSE  s  =  r  FI 

END 

TEST_ASSURANCE(0.003) 


Figure  5-11.  Results  of  Instantiation  of  Figure  5-12 

It  would  be  a  simple  matter  to  create  the  instance  generator 
using  the  Kodiyak  application  generator.  The  trailer  productions  would 
have  to  be  developed,  which  is  also  trivial.  Finally,  the  MDOAG  would 
actually  be  much  simpler  than  even  the  current  prototype  (assuming  the 
same  capability). 

3.  Recommendation  for  Implementation 

Two  methods  were  presented  for  “extending"  the  MDOAG  to 
accommodate  generic  types.  Of  the  two  methods  presented,  the  Generic 
Instantiation  method  is  the  simplest  to  implement  and  is  the  recom¬ 
mended  approach.  The  generic  MDOAG  approach  is  more  intuitive  but 
requires  more  overhead  and  imposes  more  requirements  on  the  user.  It 
was  the  approach  originally  conceived,  upon  which  much  of  the  structure 
of  the  prototype  is  based. 
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B.  MULTIPLE  MESSAGE  MODULES 

The  MDOAG  prototype  generates  MDOAs  capable  of  testing  single- 
service  functions.  Spec  functions  normally  provide  a  single  service,  but 
they  may  be  specified  to  provide  more  than  one  service.  A  Spec  function 
providing  more  than  a  single  service  is  represented  in  the  usual  way. 
except  that  there  is  more  than  one  stimulus  (MESSAGE)  with  associated 
responses.  Each  service  provided  is  distinguished  by  its  formal  message 
name  [Ref.  l:p.  3-9].  This  section  provides  a  description  of  how  to  extend 
the  current  system  to  generate  MDOAs  capable  of  testing  multiple-service 
functions. 

The  testing  scheme  proposed  is  to  test  each  service  independently 
and  in  series.  To  accomplish  this,  most  of  the  MDOA  components  and 
the  MDOAG  code  require  relatively  small  modifications  as  follows: 

1.  MAIN  and  MAIN_PKG 

MAIN  and  MAIN_PKG  require  no  changes. 

2.  DRIVER 

The  multiple-service  DRIVER  template  and  its  subtemplate  are 
presented  in  Figures  5-12  and  5-13.  The  multiple-service  DRIVER  tem¬ 
plate  is  identical  to  the  single-service  DRIVER  presented  in  Figure  4-6. 
except  that: 

1.  The  “with  GENERATOR;"  statement  has  been  exchanged  for  a 
“GENERATOR  WITH  CLAUSES**  slot. 

2.  The  declarations  and  the  body  of  procedure  DRIVER  have  been 
removed  and  consolidated  in  a  single  subtemplate  called  “SERVICE 
DRIVER**.  “SERVICE  DRIVERS**  (plural)  is  the  concatenation  of 
one  or  more  “SERVICE  DRIVER**  slots. 

The  multiple  services  DRIVER  is  described  below. 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

“GENERIC  FORMAL  PART** 

procedure  DRIVER(assurance:  In  FLOAT); 

••GENERATOR  WITH  CLAUSES** 

with  CHECK_PKG; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  USE  CONDITIONTYPE.PKG; 

procedure  DRIVER  is  (assurance:  in  float)  is 
begin 

••SERVICE  DRIVERS** 

end  DRIVER; 


Figure  5-12.  Multiple  Services  DRIVER  Template 


-DRIVE  ••MESSAGE  FORMAL  NAME** 
declare 

condition:  condition_type  :=  normal; 

••PARAMETER  SPECIFICATIONS** 

••INSTANTIATIONS  OR  RENAMING  DECLARATIONS** 
begin 

REPORT.  WRITE_INSTANCE_HEADER; 

foreach([(**GENERATOR  LOOP  VARIABLES**). “GENERATOR**, 

( (assurance)  1,  [ 
begin 

“FUNCTION  CALL** 

condition  :=  normal; 
exception 

“EXCEPTION_WHEN_CLAUSES“ 
when  others  => 

condition  :=  unspecified_exception; 

end; 

BLACK_BOX.CHECK(condition, 

••FORMAL  MESSAGE  ACTUAL  PARMS**); 
INCREMENT_SAMPLES_TESTED;J) 

REPORT.  WRITE_INSTANCE_STATS; 

end; 


Figure  5-13.  “SERVICE  DRIVER**  Template 
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a.  ## GENERATOR  WITH  CLAUSES ** 

The  purpose  of  the  ‘‘GENERATOR  WITH  CLAUSES**  slot  is 
to  generate  a  “with"  clause  for  the  distinct  generators  which  provide  test 
input  values  for  the  different  services.  Each  service  requires  its  own  gen¬ 
erator.  The  generator  name  for  each  service  is  “GEN_“MESSAGE 
FORMAL  NAME**,"  where  “MESSAGE  FORMAL  NAME**  is  the  formal 
message  name  taken  verbatim  from  the  Spec.  Generating  “GENERATOR 
WITH  CLAUSES**  is  similar  to  generating  “QUANTIFIER  WITH 
CLAUSES**  presented  in  Chapter  IV. 

b.  ** SERVICE  DRIVERS ## 

The  purpose  of  the  “SERVICE  DRIVERS**  slot  is  to  gener¬ 
ate  a  sequence  of  DRIVERS  providing  the  same  functionality  that  proce¬ 
dure  DRIVER  did  when  driving  single-service  modules.  “SERVICE 
DRIVER**  is  essentially  the  procedure  DRIVER  presented  in  Figure  4-6, 
with  the  following  exceptions: 

1.  “SERVICE  DRIVER**  is  an  Ada  block  instead  of  a  procedure. 

2.  The  comment  “-DRIVE  “MESSAGE  FORMAL  NAME**"  has  been 
added  at  the  top  of  the  block  to  assist  the  user  in  associating  the 
“SERVICE  DRIVER**  slots  to  the  service. 

3.  "GENERATOR"  in  the  “foreach"  macro  has  been  changed  to  the 
“GENERATOR**  slot  which  is  the  name  of  the  generator  procedure 
that  provides  test  input  values  to  the  particular  service.  It  is  the 
same  “GEN  “MESSAGE  FORMAL  NAME**"  used  in  “GENERATOR 
WITH  CLAUSES**. 

There  are  many  alternative  methods  which  could  have  been 
chosen  to  extend  DRIVER  to  accommodate  multiple  service  modules.  The 
key  reason  for  selecting  this  method  is  to  ensure  that  there  are  no  nam¬ 
ing  conflicts  in  the  DRIVER  component.  Actual  parameters  and  formal 
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parameters  declared  in  a  Spec  service  are  local  to  that  service;  conse¬ 
quently,  different  services  may  use  the  same  names  lRef.l:p.  3-103].  Had 
a  “non-block"  style  implementation  been  proposed,  steps  would  have  to 
be  taken  to  ensure  that  identifiers  representing  message  and  response 
parameters  are  not  multiply  defined.  Using  a  block  style  keeps  the  iden¬ 
tifiers  “alive"  only  as  long  as  they  are  used;  hence,  no  renaming  or 
checking  is  required. 

If  individual  procedures  are  preferred  over  Ada  block 
statements,  then  the  block  statements  may  be  generated  as  procedures 
instead  (using  "**FORMAL  MESSAGE  NAME**_DRTVER”  as  the  procedure 
name).  To  avoid  name  conflicts  due  to  overloaded  message  names, 
••FORMAL  MESSAGE  NAME**  should  include  distinguishing  postfixes 
for  overloaded  operators,  such  as  “_1,"  “_2."  etc.  These  procedures  must 
be  placed  in  the  DRIVER  declarations  section  and  **SERVICE  DRIVERS** 
must  be  replaced  by  the  sequence  of  calls  to  those  procedures. 

3.  CHECK.PKG 

The  modifications  required  to  CHECK_PKG  are  very  similar  to 
those  described  for  DRIVER.  Figures  5-14  and  5-15  present  the  multiple- 
service  check  package  and  its  subtemplates  pertinent  to  this  discussion. 
The  single  CHECK  procedure  specification  of  Figure  4-11  has  been 
replaced  by  the  **CHECK  PROCEDURE  SPECIFICATIONS**  slot  and  the 
CHECK  procedure  body  has  been  replaced  by  the  **CHECK  SUBPROCE¬ 
DURES  BODIES**  slot. 


include(/n/suns2/work/depasqua/MACROS/generator.m4) 
with  REPORT;  use  REPORT;  with  MDOAG_LIB;  use  MDOAG_LIB; 
with  IMPLEMENTATION;  use  IMPLEMENTATION; 
with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG; 
generic 

assurance;  float; 

•‘GENERIC  OBJECT  DECLARATIONS** 
package  CHECK_PKG  is 

••CHECK  PROCEDURE  SPECIFICATIONS** 

end  CHECKJPKG; 

••QUANTIFIER  WITH  CLAUSES** 
package  body  CHECK_PKG  is 

••CONCEPT  SUBPROGRAM  SPECIFICATIONS** 

••CHECK  PROCEDURE  BODIES** 

••CONCEPT  SUBPROGRAM  BODIES** 
end  CHECK_PKG; 


Figure  5-14.  Multiple  Service  CHECK_PKG  Template 


••CHECK  PROCEDURE  SPECIFICATIONS** 

procedure  CHECK,* ‘MESSAGE  FORMAL  NAME**( 

condition;  condition_type; 
“PARAMETER  SPECIFICATIONS**): 

“CHECK  PROCEDURE  BODIES** 

procedure  CHECK_**MESSAGE  FORMAL  NAME**( 

condition:  condition_type; 
“PARAMETER  SPECIFICATIONS**)  is 
preconditions_satisfied:  boolean  :=  false; 

“QUANTIFIER  FUNCTIONS** 
begin 

“RESPONSE  TRANSFORMATION** 
end  CHECK_“MESSAGE_FORMAL_NAME“; 


Figure  5-15.  “CHECK  PROCEDURE  SPECIFICATIONS* *  and 
••CHECK  PROCEDURE  BODIES**  Subtemplates 
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a.  "CHECK  PROCEDURES  SPECIFICATIONS” 

The  purpose  of  the  “CHECK  PROCEDURES  SPECIFICA¬ 
TIONS**  slot  is  to  declare  a  sequence  of  CHECK  procedures,  one  for  each 
service  in  the  module.  Individual  procedure  specifications  are  identical  to 
the  single  CHECK  specification  of  the  single-service  CHECK  except  for 
the  procedure  name.  The  procedure  names  have  been  augmented  to 
include  the  formal  message  name  as  shown  in  Figure  5-15. 

b.  "CHECK  PROCEDURES  BODIES" 

The  purpose  of  the  **CHECK  PROCEDURES  BODIES**  slot 
is  to  generate  the  code  required  to  check  the  services  of  multiple  service 
modules.  Individual  procedures  are  the  same  as  the  single  CHECK  pro¬ 
cedure  of  Figure  4-11  except  that  they  reflect  the  name  of  the  individual 
service  they  check,  as  shown  in  Figure  5-15. 

c.  "RESPONSE  TRANSFORMATION" 

The  “RESPONSE  TRANSFORMATION**  slot  of  Figure  5-15 
must  also  be  changed.  The  “REPORT. ERROR"  procedure  call  must  also 
reflect  the  name  of  the  service  being  checked  (i.e., 
“REPORT.ERROR_**FORMAL  MESSAGE_NAME“”) . 

4.  REPORT 

The  REPORT  template  must  provide  an  individual  ERROR  pro¬ 
cedure  for  each  service.  This  is  accomplished  by  replacing  the  single 
ERROR  specification  and  body  with  “ERROR  SPECIFICATIONS**  and 
“ERROR  BODIES**,  respectively.  The  changes  required  are  analogous  to 
the  changes  in  CHECK_PKG. 
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5.  CONDITION_TTPE_PKG 

The  CONDITION_TYPE_PACKAGE  must  be  changed  to  include 
all  exceptions  enumerated  in  the  Spec.  Essentially,  condition  types  from 
each  service  must  be  merged  prior  to  placing  them  in  the  template.  In 
addition,  a  mechanism  must  be  provided  to  ensure  that  duplicate  excep¬ 
tions  are  not  enumerated  in  the  slot.  Kodiyak  provides  no  handy  solution 
for  this  problem.  A  means  to  accomplish  this  is  to  declare  a  condition 
type  map  (e.g.,  condition_entered(condition_type  ->  boolean)  where  condi- 
tion_type  and  boolean  are  “strings")  which  is  initialized  almost  every¬ 
where  “false.”  This  map  and  the  attribute  representing  the  “CONDITION 
TYPES**  should  be  passed  into  each  message  subtree.  Prior  to  loading 
each  condition  type,  check  for  its  existence  in  the  map.  If  it  is  not  in  the 
map,  concatenate  the  condition  type  to  “CONDITION  TYPES**  and  add  it 
to  the  map;  otherwise,  do  not.  Although  the  logic  is  simple,  much  more 
code  is  required  to  make  this  change  than  for  any  of  the  other  changes 
required  to  extend  the  MDOAG  to  handle  multiple -service  messages. 

6.  GENERATOR 

The  GENERATOR  template  must  be  changed  so  that  the  name 
of  the  generator  procedure  reflects  the  service  for  which  it  provides  input 
values  (i.e.,  each  place  where  “GENERATOR”  appears  in  Figure  4-28 
must  be  to  “GENERATOR  NAME**,  where  “GENERATOR  NAME**  is 
“GEN_**FORMAL  MESSAGE  NAME**  as  previously  described).  All  the 
GENERATORS  generated  for  the  service  should  be  concatenated  into  the 
single  file  “input_generators.m4,"  as  ITERATOR(S)  are  currently  done. 
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7.  ITERATORS 

The  ITERATORS  template  requires  no  changes,  but  the 
ITERATORS  generated  by  each  service  must  be  concatenated  onto  the 
iterators. m4  file. 

8.  MDOAG  Code 

The  MDOAG  code  (Appendix  A)  must  be  changed  to  reflect  the 
changes  in  the  templates  discussed  above.  In  addition,  some  movement 
of  the  templates  or  portions  of  the  templates  in  the  parse  tree  is  neces¬ 
sary.  For  instance,  “SERVICE  DRIVER**  should  be  located  at  the  top  of 
the  message  subtree  rather  than  at  the  top  of  the  function  subtree.  The 
reasons  for  the  change  are: 

1.  All  of  the  data  required  to  complete  the  template  are  present  within 
the  message  subtree. 

2.  Concatenation  of  multiple  “SERVICE  DRIVER**  slots  into  a  single 
“SERVICE  DRIVERS**  slot  is  best  handled  at  the  top  of  the  mes¬ 
sages  subtree. 

Appropriate  attributes  must  be  declared  to  handle  the  passage  of  infor¬ 
mation  for  the  new  templates. 

Analogous  changes  to  the  code  are  required  for  generating  mul¬ 
tiple  GENERATORS.  “CHECK  PROCEDURE  SPECIFICATIONS**,  and 
“CHECK  PROCEDURE  BODIES**. 
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VI.  CONCLUSIONS 


A.  FEASIBILITY 

Implementation  of  a  Module  Driver  and  Output  Analyzer  Generator 
(MDOAG)  for  Spec  Functions  using  the  Kodiyak  Applications  Generator  is 
feasible.  An  operational  MDOAG  has  been  implemented  for  a  small  sub¬ 
set  of  Spec  FUNCTIONS. 

Assertions  expressed  in  Spec  can  be  converted  into  Ada  code,  which 
checks  adherence  to  those  assertions.  The  key  aspect  is  that  each  Spec 
expression  must  be  converted  into  an  Ada  expression  which  “returns’*  the 
boolean  value  of  the  evaluated  expression.  For  most  Spec  expressions, 
translations  were  almost  verbatim.  For  others,  the  expressions  had  to  be 
translated  into  Ada  functions  which  returned  the  value  of  the  evaluated 
expression. 

B.  TEMPLATE  METHODOLOGY 

The  template  method  developed  in  Reference  15  proved  to  be  a  very 
good  way  to  generate  the  code.  It  was  found  that  large  templates  can  be 
broken  down  into  subtemplates.  The  subtemplates  serve  to  modularize 
the  attribute  grammar  code  into  functional  units  which  are  easily  under¬ 
stood  and  changed  when  required. 

It  was  also  found  that  readability  of  attribute  grammar  code  is 
enhanced  when  code  generation  is  based  on  an  attribute  with  a  meaning¬ 
ful  name,  whose  value  may  be  determined  by  the  outcome  of  some 


complicated  logic,  rather  than  generating  code  directly  from  the  complex 
conditional  logic  and  the  data  directly  available  in  the  source  code. 

C.  KODIYAK  USER  INTERFACE 

Kodiyak  can  be  greatly  improved  with  a  better  user  interface.  Kodi- 
yak  is  criticized  because  it  has  only  one  high-level  data  type  (i.e.,  map) 
for  which  there  are  very  few  operations  [Ref.  15:p.  81;  Ref.  16:p.  70).  This 
research  concurs.  However,  the  problem  with  Kodiyak  has  more  to  do 
with  the  user  interface  than  with  the  lack  of  high-level  data  types.  Maps 
are  sufficient  for  implementing  the  MDOAG  but  they  are  cumbersome  to 
use.  They  are  generally  “loaded"  in  one  location  of  the  parse  tree  and 
applied  in  another  location  some  “distance"  away.  Consequently,  even 
though  a  map  may  be  completely  loaded  at  the  base  on  the  far  right  side 
of  the  parse  tree  and  only  be  applied  at  the  base  on  the  far  left  side  of  the 
parse  tree,  a  large  number  of  attributes  and  semantic  functions  must  be 
used  to  pass  the  map  from  the  right  side  of  the  tree  to  the  left.  This 
requires  a  great  deal  of  repetitive  code  for  a  simple  application.  A  better 
user  interface  would  be  one  which: 

1.  Presents  the  BNF  to  the  user  graphically  in  the  form  of  a  tree. 

2.  Allows  the  user  to  traverse  the  tree  using  a  mouse.  Since  most  trees 
will  not  fit  on  the  screen,  it  should  bring  up  subtrees  as  the  user 
traverses  the  tree. 

3.  Allows  the  user  to  “click"  on  a  node  in  tree  opening  a  window  for 
attribute  and  semantic  function  specification. 

4.  Provides  the  user  with  a  list  of  current  attributes  and  semantic 
functions  which  could  be  selected  by  mouse  and  then  applied  at 
any  desired  location  in  the  tree  by  pointing  and  clicking.  This  would 
serve  as  a  rapid  copying  mechanism. 


110 


Such  an  interface  should  greatly  reduce  the  time  required  to  code  a 
translation  and  provide  a  more  intuitive  view  of  the  translation. 

D.  FURTHER  WORE  REQUIRED 

A  great  deal  of  work  remains  to  done  to  complete  the  MDOAG  for  the 
complete  Spec  language.  This  prototype  provides  something  concrete  to 
look  at.  tear  apart,  improve,  and  rebuild,  if  desired.  Guidelines  for 
extending  the  system  have  been  provided  in  Chapter  V. 

An  alternative  methodology  not  mentioned  in  Chapter  V  but  which 
may  have  merit  is  to  translate  Spec  modules  into  concrete  interfaces  with 
assertion  annotations  in  an  annotation  language  like  “ANNA"  [Ref.  17]. 
The  automatically  generated  module  interfaces  are  completed  by  the 
module  implementor.  Then  the  Ada  test  facilities  already  provided  by 
those  languages  may  be  used  to  test  the  implementation. 
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APPENDIX  A 


MODULE  DRIVER  AND  OUTPUT  ANALYZER  GENERATOR  CODE 


!  version  stamp  $Header:  check. k,v  1.36  90/06/16  17:33:13  depasqua  Locked  $ 

!  In  the  grammar,  comments  go  from  a  *!"  to  the  end  of  the  line. 

!  Terminal  symbols  are  entirely  upper  case  or  enclosed  in  single  quotes  ('). 

!  Nonterminal  symbols  are  entirely  lower  case. 

!  Lexical  character  classes  start  with  a  captial  letter  and  are  enclosed  in  {}. 

!  In  a  regular  expression,  x+  means  one  or  more  x's. 

!  In  a  regular  expression,  x*  means  zero  or  more  x’s. 

!  In  a  regular  expression,  [xyz]  means  x  or  y  or  z. 

!  In  a  regular  expression,  [Axyz]  means  any  character  except  x  or  y  or  z. 

!  In  a  regular  expression,  [a-z]  means  any  character  between  a  and  z. 

!  In  a  regular  expression,  .  means  any  character  except  newline. 

!  definitions  of  lexical  classes 


°  odef  ineDigit 
%definelnt 
%defineLower 
%defineUpper 
%defineLetter 
%defineAlpha 
%define  Blank 
%define  Quote 
%define  Backslash 
%defineChar 
%define  Opi 
%define  Op2 
%define  Op3 
%define  Op4 
%define  Op5 
%define  Op 


[0-9] 

(Digit}+ 

[a-z] 

[A-Z] 

({Lower}|{Upper}) 

({Lower]|{Digit}r_") 

( \t\n] 

n 

"\\" 

([A"\\]|{Backslash]{Quote}|{Backslash}{Backslash}) 

("&"nT-T«>"r<->") 

(*<T>T="r<=T>*") 

r~=T~<T'>T~<="r~>=T=="i"~==H) 

r+T-T*T/"|{BackslaSh}lM0DrA*) 

(uiiN|-.Tirr.Tn 

({Op1}({Op2}|{Op3}|{Op4}|{Op5}) 


!  definitions  of  white  space  and  comments 


:{Blank}+ 

:"--V*\n" 


!  definitions  of  compound  symbols  and  keywords 
AND 

OR  :"|* 

NOT 
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IMPLIES 

IFF 


LE 

"<=" 

GE 

">=" 

NE 

**«■»  ** 

NLT 

::GT 

NLE 

"~<=" 

NGE 

*->=■ 

EQV 

M  N 

NEQV 

RANGE 

n  n 

APPEND 

*11" 

MOD 

{Backslash}jMOD 

EXP 

"A" 

BIND 

ARROW 

IF 

IF 

THEN 

THEN 

ELSE 

ELSE 

IN 

IN 

U 

U 

SUCH 

SUCH{Blank}*THAT 

ELSEJF 

ELSE{Blank}*IF 

AS 

AS 

CHOOSE 

CHOOSE 

CONCEPT 

CONCEPT 

DEFAULT 

DEFAULT 

DEFINITION 

DEFINITION 

DELAY 

DELAY 

DO 

DO 

END 

END 

EXCEPTION 

EXCEPTION 

EXPORT 

EXPORT 

FI 

FI 

FOREACH 

FOREACH 

FROM 

FROM 

FUNCTION 

FUNCTION 

GENERATE 

GENERATE 

HIDE 

HIDE 

IMPORT 

IMPORT 

INHERIT 

INHERIT 

INITIALLY 

INITIALLY 

INSTANCE 

INSTANCE 

INVARIANT 

INVARIANT 

MACHINE 

MACHINE 

MESSAGE 

MODEL 

OD 

OF 

OTHERWISE 

PERIOD 

PRAGMA 

RENAME 

REPLY 

SEND 

STATE 

TEMPORAL 

TIME 

TO 

TRANSACTION 

TRANSITION 

TYPE 

VALUE 

VIRTUAL 

WHEN 

WHERE 

QUANTIFIER 

NAME 

INTEGERJ.ITERAL 

REALJJTERAL 

CHARJJTERAL 

STRINGJJTERAL 

!  operator  precedences, 

%left 

%left 

%left 

%left 

%left 

%left 

%left 

%ieft 

%left 

%left 

%left 

%lett 

%left 

%left 

%left 

%lett 

%left 

%left 

%% 


:MESSAGE 

:MODEL 

:OD 

:OF 

OTHERWISE 

PERIOD 

PRAGMA 

:RENAME 

:REPLY 

:SEND 

:STATE 

TEMPORAL 

TIME 

:TO 

TRANSACTION 

TRANSITION 

:TYPE 

■VALUE 

VIRTUAL 

:WHEN 

:WHERE 

:{Upper}{Upper}+ 

;(({Letter}{Alpha}*)|({Quote}{Op}{Quote})) 

:{lnt} 

:{lnt}“.“{lnt} 

.HIM  Ml M 

:{Quote}{Char}*{Quote} 

%left  means  2+3+4  is  (2+3)+4. 

IF,  DO,  EXCEPTION,  NAME,  SEMI; 

7,  COMMA; 

SUCH; 

'<§>’; 

IFF; 

IMPLIES; 

OR; 

AND; 

NOT; 

'<’,  V,  V,  LE,  GE,  NE,  NLT,  NGT,  NLE,  NGE,  EQV,  NEQV; 
IN,  RANGE; 

U,  APPEND; 

V,  PLUS,  MINUS; 

7.  MUL,  DIV,  MOD; 

UMINUS; 

EXP; 

•$',  T.  T.  T.  DOT,  WHERE; 

STAR; 
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(attribute  declarations 
start{ 

main:string; 

main_pkg:string; 

check_pkg:string; 

driverstring; 

report:string; 

clist:strir>g; 

q_iterator_macros  :string ; 
cond_type  _pkg  .string; 

}: 

spec{ 

debug  :string; 

maimstring; 

main_pkg;string; 

check_pkg:string; 

driverstring; 

report-string; 

clist:string; 

driver_gen_macro:string; 

q_iterator_macros:string; 

cond_type_pkg:string; 

}; 

module{ 

debug.string; 

main  string; 

main_pkg:string; 

check_pkg:string; 

driver:string; 

report  :string; 

clist:string; 

driver_gen_macro:string; 
q_iterator_macros:string; 
cond_type_pkg  :string ; 

}: 

function! 

debug:string; 

ada_intertace_type:string; 

call:string; 

call_specs:string; 

call_actuals:string; 

actual_parms:string; 

fm_call_specs:string; 

r_call_specs:string; 

r_call_actuals;string; 

fm_call_actuals:string; 

r _parm_count:int; 

update_count:int; 

init_statements  string ; 
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mainstring; 
main_pkg:string; 
check  _pkg:string; 
driver:string; 
report:siring; 
cond_type_pkg  :string ; 
driver_gen_macro:string; 
q_iterator_macros:slring; 

instantiations  :string, 
g_f  ormal_part  :string ; 
g_parm_decls  :string ; 
g_obLdecls:string; 
g_actual_parms:string; 
clist:string; 

driver_basic_decl:string; 

mpkg_gets:string; 

CL_with_clauses:string; 

condition_types:string; 

}; 

module_header{ 

g_parm_decls:string; 
function_designator:string; 
g_actual _parms  string; 
mpkg_gets:string; 

}; 

pragmas! 

update:string->string; 
remove  :string->string; 
update_count:int; 
init_statements:string; 

}; 

formal_message{ 

fm_call_specs:string; 
update:string->string; 
tm_call_actuals  string ; 

f  m_parm_specs  :string ; 

RE_fm_actual_parms:string; 

r_type_mark:string; 

gen_loop_vars:string; 

ipkgjDuts:string; 

Clist:string; 

}; 

actual_message{ 

rpkg_puts:string; 
r_actual  _parms:string; 
remove:string->string; 
r_call_specs:string; 
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r_call_actuals:string; 

r_parm_count:int; 

r_parm_spec:string; 

r_parm:string; 

RE_r_actual  _parm:string; 

exceplion_trans:string; 

err_msg_when:string; 

RE_actual_parms:string; 

r_type_fnark:string; 

exception_when_clauses:string; 

reply_exceptions  .string; 

}: 

where{ 

where_expr_list_trans  .string ; 

c...seq_stmts:string; 

cr_parm:string; 

r_parm:string; 

err_msg_when:string; 

RE_actual_parms:string; 

quantifier_functions:string; 

qjterator_macros:string; 

q_with_clauses:string; 

}; 

optional_exception{ 

flag:string; 

}; 

messages{ 

r_actual_parms  :string ; 

fm_call_specs:string; 

r_call_specs:string; 

r_call_actuals:string; 

fm_call_actuals:string; 

r_parm_count:int; 

update_count:int; 

init_statements  :string ; 

parm_specs  .string; 
resp_trans:string; 

R  E_act  u  a  l_pa  rms :  st  ri  ng ; 

fm_actual_parms:string; 

fm_parm_specs:string; 

g_parm_decls:string; 

g_actual  _parms:string; 

r_type_mark  istring ; 

gen_loop_vars  :string ; 

exception_when_clauses:string; 

rpkg_puts:string; 

clist.string; 


mpkg_gets:string; 

quanti<ier_functions:string; 

q_with_clauses:string; 

q_iterator_macros:string; 

reply_exceptions:string; 

}; 

message} 

r_actual_parms:string; 

fm_call_specs:string; 

r_call_specs:string; 

r_call_actuals:string; 

fm_call_actua!s:string; 

r_parm_count:int; 

update_count:int; 

init_statements  :string ; 

parm_specs:string; 

resp_trans:string; 

R  E_actual_parms  :string ; 

fm_actual_parms:string; 

f  m_parm_specs  :string ; 

r_type_mark:string; 

gen_loop_vars:string; 

exception_when_clauses:string; 

rpkg_puts:string; 

clist.string; 

quantifier_functions:string; 

q_with_clauses:string; 

reply_exceptions:string; 

q_iterator_macros:string; 

}: 

response} 

rPkg_puts:  string; 

r__actual_parms:string; 

remove:string->string; 

r_call_specs:string; 

r_call_actuals:string, 

r_parm_count:int; 

r _parm_spec:string; 
resp_trans:string; 
RE_r_actual_parm:string; 
RE_actual _parms:string; 
rJype_nnark:string; 
exception_when_clauses. string; 
quantifier_functions:string; 
q_with_clauses. string; 
qjte  rato  r_macros  :st  ri  ng ; 
reply_exceptions  :string ; 

}: 

response_cases{ 
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exception_list:string->string; 

rpkg_puts:string; 

r_actual_parms:string; 

remove:string->string; 

r_call_specs:string; 

r_cali_actuals:string; 

r _parm_count:int; 

r_parm_spec:string; 

resp_cases_trans:string; 

class:string; 

RE_r_actual_parm:slring; 

RE_actual_parms:string; 

r_type_mark:string; 

exception_when_clauses:string; 

quantifier_functions:string; 

q_with_clauses:string; 

qJterator_macros:string; 

reply_exceptions:string; 

}; 

response_set{ 

fpkg_puts:string; 

r_actual_parms:string; 

remove:string->string; 

r_call_specs:string; 

r_call_actuals:string; 

r _parm_count:int; 

r_parm_spec:string; 

resp_set_trans:string; 

err_msg_when:string; 

R  E_r_actual_parm  :string ; 

R  E_actual  _parms  :string ; 

rJype_mark:string; 

exception_when_clauses:string; 

parent_production:string; 

quan(ifier_functions:s(ring; 

q_with_clauses:string; 

q_iterator_macros:string; 

reply_exceptions:string; 

}; 

reply{ 

rpkg_puts:string; 

r_actual_parms:string; 

remove:string->string; 

r_call_specs:string; 

r_call_actuals:string; 

r_parm_count:inl; 

r _parm_spec:string; 
resp_set_trans:string; 
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err_msg_when;string; 

RE_r_actual_pamrstring; 

RE_actual_parms:string; 

rJype_mark:string; 

exception_when_clauses:string 

quantifier_functions:string; 

q_with_clauses:string; 

q_iterator_macros  :string ; 

reply_exceptions:string; 

}; 

concepts{ 

c_subprog_specs:string; 

c_subprog_bodies:string; 

g_parm_decls:string; 

g_actual_parms:string; 

mpkg_gets:string; 

quantifier_functions:stringi 

q_with_dauses:string; 

qJterator_macros:string; 

}: 

concep({ 

c_subprog_spec:string, 

c_subprog_body:string; 

quantifier_functions:string; 

q_with_clauses:string; 

q_>terator_macros:string; 


}; 

formal_name{ 

g_parm_decls:string; 
c_designator:string, 
RE_fm_actual_parms:string; 
fund  ion_designator;st  ring; 
g_actual  _parms:string; 
mPkg_gets:string; 

}; 

formal_arguments{ 

r_adual_parms:string; 
f  m_call_specs  :string  ; 
update  :string->string; 
remove:string->string; 
r_call_specs:string; 
r_call_aduals:string; 
fm_call_actuals  .string; 
r_parm_count:int; 

fm_parm_specs:string; 
r  _parm_.spec:string; 
r _parm:string; 
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RE_fm_actuai._parms:string; 
R  E_r_actual_parm  .string ; 
r_type_mark:string; 
gen_loop_vars  string ; 
rpkg_puts:string; 
clist:string; 


}; 

formals{ 

r_actual_parms  :string ; 
tm_call_specs:string; 
update:string->string; 
remove:string->string; 
r_call_specs:string; 
r_cal!_actuals  string; 
fm_call_actuals  string; 
r_parm_count:int; 

g_parm_decls  string; 

r_parm_spec:string; 

q_parm_specs:string; 

fm_parm_specs:string; 

c_parm_specs  string; 

cr_type_mark:string. 

c_decl_part  string; 

cr_parm:string; 

rjDarm:string; 

RE_fm_actual_parms:string; 

RE_r_actual_parm:string; 

rJype_mark;string; 

g_actual_parms:string; 

gen_loop_vars:string; 

rpkg_puts:string; 

clist:string; 

mPkQ_gets:string; 

such_quantifier_trans:string; 

text.string; 

}; 

field  _list{ 

r_actual  j3arms:string; 
fm_cal!_specs:string; 
update  :string->string; 
remove  ;string->string; 
r_call_specs:string; 
r_call_actuals  .string ; 
fm_call_actuals:string; 
r_parm_count:int; 

gj3arm_decls:string; 
r_parm_spec:string; 
f  m_parm_specs  :st  ring ; 
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q_parm_specs:string; 

c_parm_specs:string; 

cr_type_mark:string; 

c_parm_decls:string; 

cr_parm:string; 

r_parm:string; 

RE_fm_actual  _parms:string; 

RE_r_actual_parm:string; 

>'Jype_ma^:string; 

g_actua!_parms:string; 

gen_loop_vars:string; 

rpkg_puts  :string; 

clist:string; 

mpkg_gets  .string; 

text:string; 

}; 

type_binding{ 

r_actualjDarms:string; 
fm_call_specs:string; 
update:string->string; 
remove  :string->string; 
r_call_specs:string; 
r_call_actuals:string; 
fm_call_actuals.  string  ; 
r_parm_count:int; 

g_parm_decl:string; 

r_parm_spec:string; 

fm_parm_spec:string; 

q_pa rm_specs  string , 

c_parm_spec:string; 

cr_type_mark;string; 

c_parm_decl:string; 

cr_parm:string, 

r_parm:string; 

RE._fm_actual_parm:string; 

P.E_r  actual _parm. string; 

rJype„mari<:string; 

g_actual_parms:string; 

gen_loop_vars:string; 

rpkg_puts:string; 

clist:string; 

mpkg_gets:string; 

text:string; 

}; 

!type_mark  required  for  forming  gen_loop_vars  in  proper  format 
name_list{ 

._actual_parms:string; 

fm_call_specs;string; 

update:string->sfing; 

remove:string->string; 
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r_call_specs:string; 

r_call_actuals:string; 

fm_call_actuais:string; 

r_parm_count:int; 

identifier_list:string; 

type_mark:string; 

gen_loop_vars:siring; 

rpkg_puts:string; 

mPk9_gets:string; 

text:string; 

}; 

restriction 

such_quantif  ierjrans. string; 
text:string; 

}: 

optional_actual_name{ 

text:string; 

}: 

actual_name{ 

tyne_mark:string; 

identitierstring; 

text:string; 


actuals} 

update:string->string; 

init_statements:string; 

remove_parm:string; 

actual_parms  .string; 

r_parm:string; 

text:string; 

}; 

arg{ 

actual_parm.string; 
r_parm;  string; 
text:string, 


); 

expression_list{ 

when_expr_list_trans:string; 

where_expr_list_trans:string; 

c_where_expr_list_trans;string; 

cr_parm:string; 

r _parm:string; 

in_err_msg_when. string; 

out_err_msg_when;string; 
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text:string; 

RE_actual_parms -.string; 
quantif  ier_functions:string; 
q_with_clauses:string; 
q_iterator_macros  :string ; 

}: 

!  exprjrans  for  when  and  general?  case 
!  where_expr_trans  for  where  expression  transformation 
expression! 

type_mark:string; 
expr_trans:string; 
cr_parm;string; 
r_parm:  string; 
text:string; 

RE_actual_parms:string; 

clist:string; 

class:string; 

err_msg;string; 

conditional_trans:string; 

quantif  ier_f  unctions  :string; 

q_with_clauses:string; 

qJterator_macros:string; 

iS_leftmost:string; 

}: 


middle_cases{ 

err_msg:string; 
r_parm:string; 
cr_parm:  string; 
RE_actual_parms:string; 
translation:string; 
quantif  ier_functions;string; 
q_with_clauses:string; 
q_iterator_macros  :string ; 


literal{ 

identifierstring; 


}; 


AND{ 

%text:string; 

}: 

OR{ 

%text:string; 

); 

NOT{ 
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%text:string; 

}; 

IMPLIES} 


y 

%text:string; 

IFF} 

}; 

%text:st  ring; 

LE{ 

v 

%text:string; 

GE{ 

%text:string; 

NE{ 

%text:string; 

NLT{ 

%text:string; 

NGT{ 

%text:string; 

}; 

NLE{ 

%text:st  ring; 

j- 

NGE{ 

}; 

%text:string; 

EQV{ 

}; 

%text:string; 

NEQV{ 

%text:string; 

I 

RANGE} 


%text:string; 

}: 

APPEND} 

%text:string; 

}; 

MOD} 

%text:string; 

}: 

EXP{ 

%text:string; 

}; 

BIND} 

%text:string; 
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}; 

ARROW} 

%text:string; 

}.' 

IF{ 

%text:string; 

}; 

THEN} 

%text:string; 

}; 

ELSE} 

%text:string; 

}: 

IN} 

%text:string; 

}; 

u{ 

%text:string; 

r. 

SUCH} 

%text  string; 

}; 

ELSE_IF{ 

%text;string; 

}; 

AS} 

%text:st  ring; 

}; 

CHOOSE} 

%text:string; 

); 

CONCEPT} 

%text:string; 

); 

DEFINITION} 

%text  .string; 

}; 

DELAY} 

%text:string; 

}; 

DO{ 

%text:string; 

}; 

END} 

%text:string; 

); 

EXCEPTION} 

%text.string; 

}; 
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EXPORT! 

%text  .string; 

}; 

Flf 

%text:string; 

}: 

FOREACH{ 

%text:string; 

}: 

FROM! 

%text  .string; 

}: 

FUNCTION! 

%text:string; 

}: 

GENERATE! 

%text:string; 

}: 

HIDE{ 

%text:string; 

}; 

IMPORT! 

%text:string; 

}: 

INHERIT! 

%text:string; 

}: 

INITIALLY! 

%text:string; 

}: 

INSTANCE! 

%text:string; 

}; 

INVARIANT! 

%text:string; 

}: 

MACHINE! 

%text:st  ring; 

}; 

MESSAGE! 

%text:string; 

}; 

MODEL! 

%text:string; 

}: 

OD{ 

%text:string; 

}; 

OF{ 

%(ext:string; 

}; 
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OTHERWISE! 

%text:string; 

): 

PERIOD! 

%(ext:string; 

}; 

RENAME! 

%text:string; 

}; 

REPLY! 

%texi:string; 

}; 

SEND{ 

%text.  string; 

}; 

STATE! 

%text:string; 

}; 

TEMPORAL! 

%text:string; 

}; 

TIME{ 

%text:string; 

}: 

TO{ 

%t  ext:  st  ring; 

}: 

TRANSACTION! 

%text:string; 

}; 

TRANSITION! 

%text:string; 

}; 

TYPE{ 

%text:string; 

}; 

VALUE! 

%text:string; 

}: 

VIRTUAL! 

%text:string; 

}; 

WHEN{ 

%text:string; 

); 

WHERE{ 

%text:string; 

quantit  ier_fu  notions  .string ; 

q_with_clauses:string; 

qJterator_macros:string; 

}; 


128 


QUANTIFIER 

%text:string; 

%line:int; 

all_checking_trans:string; 

some_checking_trans:string; 

}: 

NAME{ 

%text:string; 

}: 

INTEGER_LITERAL{ 

%text  .string; 

}: 

REAL_LITERAL{ 

%text:string; 

}; 

CHAR_LITERAL{ 

%text  .string; 

}; 

STRING_UTERAL{ 

%text:string; 

}; 


%% 

!  productions  of  the  grammar 

Istart 

start 

:  spec 

! 

'disabled  %outfile("debug",spec.debug); 

%outfile{’main.a",spec.main); 
%outfile("main_pkg.a",spec.main  _pkg); 
%outfile("check_pkg.m4", spec. check  _pkg); 
%outfile(”driver.m4",spec.driver); 
%outfile("report.a",spec.report); 

%outfile("input_generator.m4"1spec.driver_gen_macro); 

%outfile("iterators.m4",spec.q_iterator_macros); 

%outfile("condition_typejokg.a“,spec.cond_type_pkg); 

} 

Ispec 

spec 

:  spec  module 

! 

spec{  1  ]. debug-module. debug ; 
spec(lj. main-module. main; 
spec{  1  ] \main_pkg-modu  le .  main_pkg ; 
spec[lj. check  _pkg«module. check  _pkg; 
spec{1  J.driver-module.driver; 
specfl  J.report-module.report; 

spec[l].driver_gen_macro*module.driver_gen_macro; 
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} 

I 

{} 

!  A  production  with  nothing  after  the  "f  means  the  empty  string 
!  is  a  legal  replacement  for  the  left  hand  side. 

Imodule 

module 

:  definition 

0 

|  function 

{ 

module.  debug=function.  debug; 

module.  main=f  unction,  main; 

module.  main_pkg=funct  ion.  main_pkg; 

module. check_pkg=funct  ion. check_pkg; 

module. driver=function. driver; 

module,  repo  rt=f  unction,  report; 

module. driver_gen_macro=function.driver_gen_macro; 

!add  generator. m4  visibility  the  group  of  iterator  shells 
module.  q_iterator_macros= 

["mclude(/n/suns2/work/student/depasqua'MACROS/", 
"generator.  m4)\n“, 
function.  qJterator_macros]; 

module.  cond_type_pkg=function.cond_type_pkg; 

} 

I  type 

O 

|  machine 

U 

|  instance  !  of  a  generic  module 

{} 

!fu  notion 
function 

:  optionally_virtual  FUNCTION  module_header  messages  concepts 

END 

{ 

idebug 

function.debug- 

["fm_call_specs\n\t\r,messages.fm_call_specs,"\n', 

"r_call_specs\n\t\t",  messages.  r_call_specs,"\n\ 

"r_call_actuals\n\t\t\messages.r_call_actuals,"\n", 

"fm_call_actuals\n\t\t",messages.fm_call_actuals,"\n", 

"r _parm_cou  nt\n\t\t",  i2s(messages .  r_parm_count)  ,"\n", 
"update_count\n\t\t*li2s(messages.update_count),'\n", 
"init_statements\n\t\t", messages.  init_statements,"\n", 


spec[l].q_iterator_macros=module.q_iterator_macros; 
spec[1].cond_type_pkg=module.condJype  _pkg; 


"interface  type  is  ", function, ada_interface_type,"\n", 
“function.g_formal_part  is  ",  function.  g_formaLpart,"\n"]; 

(main 

(procedure  main  (fixed)  included  so  that  all  files 
(necessary  for  ADA  compilation  would  be  generated 
function. main=[ 

"with  REPORT ;\n“, 

"with  MAIN_PKG;\n", 

"procedure  MAIN  is\n", 

"begin\n", 

"\tREPORT.OPEN;\n", 

"\twhile  not  (MAIN_PKG.TESTS_COMPLETE)  loop\n", 
"\t\tMAIN_PKG.GET_TEST_PARAMETERS;\n", 
"\t\tMAIN_PKG  .EXEC  UTE_TEST;\n", 

"Mend  loop  An", 

"UREPORT. CLOSE  An", 

"end  MAIN;"]; 

!main_pkg 
(main _pkg  template 
function.  main_pkg=[ 

"package  MAIN_PKG  is\n", 

"\tfunction  TESTS_COMPLETE  return  booleanAn", 

"\tprocedure  GET_TEST_PARAMETERS;\n", 

“\tprocedure  EXECUTE_TESTAn“, 

"end  MAIN_PKG;\n\n", 

"with  FLT  10 An", 

"with  DRIVERAn", 

"with  IMPLEMENTATIONAn", 

"with  TEXTIO;  use  TEXTJOAn", 

"package  body  MAIN_PKG  is\n", 

"MINFILE;  FILE_TYPE;\n“, 

•AtASSURANCE;  FLOAT  range  0.0..1.0;\n", 
function. g_obj_decls,”\n\n", 

“\tfunction  TESTS_COMPLETE  return  boolean  is\n", 

"\tbegin\n", 

"\t\tif  IS_OPEN(INFILE)  and  then  END_OF_FILE(INFILE)  then\n", 
*'.t\t\tCLOSE(INFILE);\n", 

"\t\t\tretum  TRUE  An", 

"\t\telsif  IS_OPEN(lNFILE)  then\n", 

"\t\t\tretum  FALSEAn", 

"\t\telse  OPEN(INFILE,IN_FILE A'test J3arameters\”)  An", 
"\t\t\treturn  END_OF_FILE(INFILE)  An", 

"\t\tend  if  ;\n", 

■\tend  TESTS_COMPLETE;\n\n", 

•\tprocedure  GET_TEST_PARAMETERS  is\n", 

*\tbegin\n“, 

"\t\tFLTJO.GET(INFILE,ASSURANCE);\n", 
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function.  mpkg_gets, 

"Mend  G ET_TEST_PAR AM ETE RS ;\n\n" , 

"{procedure  EXECUTE_TEST  is\n”, 
function.driver_basic_decl, 

"Mbegin\n", 

"\t\tNEW_DRIVER(ASSURANCE);\n", 

"Mend  EXECUTE_TEST ;\n", 

"end  MAIN_PKG;Mi"]; 

function.g_obj_decls= 
function. g_parm_decls=="’ 

^  NH 

#  [function. g_parm_decls,";Mi"]; 

function.  mpkg_gets= 

[module_header.mpkg_gets, 
messages. mpkg_gets, 
concepts.  mpkg_gets]; 

function. driver_basic_decl= 
function. g_parm_decls=="" 

>  [AtMprocedure  NEW_DRlVER{assurance:  float)  ", 

"renames  DRIVER;\n“] 

#  ["MMprocedure  NEWDRIVER  is  new  DRIVERf, 

function.g_actual_parms,");\n"]; 

Icheckpkg 

Icheck  package  template  output  as  check_pkg.a 
<unction.check_pkg=[ 

"include(/n/suns2/work/student/depasqua/MACROS/", 

"generator. m4)\n", 

"with  REPORT;  use  REPORT.An", 

"with  IMPLEMENTATION;  use  IMPLEMENTATION;\n", 

"with  MDOAG_LiB;  use  MDOAG_UB;\n", 

"with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG;\n", 
"generic\n", 

"Massurance;  float;\n", 
function. g_obj_decls, 

"package  CHECK_PKG  is\n", 

"\tprocedure  CHECK(condition:  condition_type;\n", 
messages. parm_specs,");\n", 

"end  CHECK_PKG;\n\n", 
function.q_with_clauses, 

■package  body  CHECK_PKG  is\n\n*. 
concepts.c_subprog_specs,"\n\n", 

"Mprocedure  CHECK(condition;  conditton_type;\n", 
messages. parm_specs,")  is\n", 

"MMpreconditions_satisfied.  boolean  >  false;\n", 
messages. quantifierjunctions, 

"\tbegin\n", 

messages .  resp_f  rans, 
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"Mend  CHECK;\n\n", 
concepts. c_subprog_bodies, 

"end  CHECK_PKG;\n"J; 

function.g_formal_part= 
function. g_parm_decls=="" 

MM 

> 

#  ["generic\n", 

function. g_parm_decls,";\n"]; 

Iqunatifiers  limited  to  only  message  responses 

land  concepts 

function. q_with_clauses= 

[messages. q_with_clauses, concepts. q_with_clauses]; 

llogic  required  for  proper  delimeter  (;)  placement 
Ibased  on  the  existence  or  non-existence  of  generic 
Iparameter  contributions  of  non-terminal  productions 
f  unction.  g_parm_decls= 

~(module_header.g_parm_decls=="") 

>  ~(messages.g_parm_decls=="“) 

>  -(concepts. g__parm_decls=="") 

>  [module_header.g_parm_decls,";“, 
messages. g_parm_decls,";“, 
concepts. g_parm_decls] 

#  [module_header.g_parm_decls,";“. 

messages. g_parm_decls] 

#  ~(concepts.g_parm_decls=="") 

>  [module_header.g_parm_decls,";", 

concepts. g_parm_decls] 

#  [module_header.g_parm_decls] 

#  -(messages. g_parm_decls==“") 

>  -(concepts.g_parm_decls=="") 

>  [messages.  g_parm_decls,’;", 

concepts.g_parm_decls] 

#  messages.g_parm_decls 

#  concepts. q  parm  decls; 

Idriver 

Idriver  template  output  as  driver.a 
function.  driver=[ 

"include(/n/suns2/work/student/depasqua/MACROS", 

"/generator. m4)\n", 
function.g_formal_part, 

"procedure  DRIVER(assurance:  in  float);\n", 

"\n", 

“with  GENERATOR ;\n", 

"with  CHECK_PKG;\n", 

"with  REPORT;  use  REPORT;\n", 

"with  IMPLEMENTATION;  use  IMPLEMENTATION;^", 

"with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG;\n", 
"\n", 
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"procedure  DRIVER(assurance:  in  float)  is\n", 

"\t", "condition:  condition_type  :=  normai;\n", 
messages  ,parm_specs ;\n* , 
function. instantiations, 

"begin\n", 

"\t", "REPORT.  WRITE_INSTANCE_HEADER;",”\n", 
"\t","foreach([",messages.gen_lcop_vars,"],  GENERATOR,", 
"[assurance],  (","\n", 

“\t\t", "begin", "\n", 
function.call, 

"\t\t\t", "condition  :=  normal ;","\n", 

“\t\t", "exception", "\n", 

messages.  exception_when_clauses,"\n", 

"\t\t\t","when  others  =>","\n", 

"\t\t\t\t", "condition  :=  ", 

”unspecified_exception;","\n", 

"\t\t","end;",“\n", 

"\t\t","BLACK_BOX.CHECK(condition,","\n", 

function.actuaLparms,");\n", 

"\t\t","INCREMENT_SAMPLES_TESTED;])","\n", 

"\t", "REPORT.  WRiTE_INSTANCE_STATS;","\n", 

"end  DRIVER;"]; 

instantiations 

function.instantiations* 

function.g_formal_part=="“ 

>  (function. adaJnterface_type=="function" 

>  [”\tfunction  IMPLEMENT(",messages.fm _parm_specs,")“, 

"  return  ",  messages. r_type_mark,"  renames  ", 
module_header.function_designator,";","\n", 

“\tpackage  BLACK_BOX  is  new  CHECK__PKG(assurance);","\n"] 

#  ["\tprocedure  IMPLEMENT(",function.ca!l_specs,y, 

"  renames  IMPLEMENTATION  ", 
module_header.function_designator,";\n", 

"\tpackage  BLACK_BOX  is  new  CHECK_PKG(assurance);\n"]) 

#  (function. ada_interface_type  ==  "function" 

>  ["\tfunction  IMPLEMENT  is  new  ", 
module_header.function_designator,"(", 
module_header.g_actual_parms,");","\n", 

"\tpackage  BLACK_BOX  is  new  CHECK_PKG  (assurance,  ", 
function.  g_actual_parms,");“,'\n"] 

#  ["\tprocedure  IMPLEMENT  is  new  ", 
module_header.function_designator,"(", 

module_header.g_actual_parms,");\n", 

"\tpackage  BLACK_BOX  is  new  CHECK_PKG  (assurance,  ", 
function.g_actual  _parms,")  ;\n"]) ; 

!ada_interfacejype 

.'missing  the  case  when  there  are  0  return  parms 
function.adajnterfacejype- 

((messages. r _parm_count  «  1)  && 
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(messages.  update_count  ==  0)' 

>  "function" 

#  "procedure"; 

!call_specs 

!  two  cases  for  complete  format  coverage: 

!  case  1 :  ’“  ||  ""  ->  ||  x  ->  x,  x  ||  -  ->  x 

!  case  2;  x  &&  y  ->  x  ;  y 
function. cal(_specs* 

((messages.fm_call_specs  ==  *“)  || 

(messages. r_call_specs  «  *")) 

>  [messages. fm_call_specs, messages. r_call_specs] 

#  [messages.fm_call_specs,";  ".messages. r_call_specs]; 

!call 

function. call:  calls  the  module  being  tested, 
function.call- 

(function.  ada_interface_type==“function") 

>  [messages. r_call_actuals,"  :=  IMPLEMENT^, 

messages. fm_call_actuals,");\n“] 

#  [messages. init_statements,"\t\t\t", 

"IMPLEMENT(",function.call_actuals,");\n"]; 

!call_actuals 

!  see  function. call_specs  comment, 
function. call_actuals= 

((messages.fm_call_actuals  ==  "")  || 

( messages. r_call_actuals  ==  "")) 

>  [messages.fm_call_actuals, messages. r_call_actuals] 

#  [messages. fm_call_actuals,",  ”, messages. r_call_actuais]; 

factual _parms  -  sent  to  check  package  to  be  checked. 

!  see  function.call_specs  comment, 
function. actual  __parms= 

((messages. fm_actual _parm s  ==  || 

( messages.  r_actual_parms  ==  "")) 

>  [messages. fm_actual _parms, messages. r_actual _parms] 

#  [messages. fm_actual_parms,",  ", messages. r_actual_parms]; 

!g_actual_parms 

.'logic  required  for  proper  delimeter  (,)  placement 
function.  g_actual_parms» 

~(module_header.g_actual_parms--‘") 

>  ~(messages.g_actual_parms»="") 

>  -(concepts. g_actual _parms«-"") 

>  [mcdule_header.g_actuaLparms,Y, 
messages. g_actual  _parms,',", 
concepts. g_actual  _parms] 

#  [module_header.g_actualj3arms,",", 

messages.  g_actual_parms] 

#  -(concepts.  g_actual  _parms==”) 


135 


>  [module_header.g__actual_parms,“,“, 

concepts. g_aclual_parmsj 

#  [module_header.g_actual_parms] 

#  -(messages. g_actual_parms==“”) 

>  -(concepts. g_actuaLparms==’“) 

>  [messages. g_actual_parms,“,’, 
concepts.g_actual_parms] 

#  messages. g_actual_parms 

#  concepts. g_actual_parms; 

Ireport 

fu  net  ion.  repo  rt=[ 

“with  TEXT JO;  use  TEXT_IO;\n", 

“with  IMPLEMENTATION;  use  IMPLEMENT ATION,\n“, 

"with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG;\n“, 
“package  REPORT  is'.n", 

“\tprocedure  ERROR(condition:  condition_type;\n", 

messages.  parm_specs,“;\n", 

“msg:  string) ;\n", 

"\tprocedure  OPEN;\n“, 

"\tprocedure  WRITE_INSTANCE_HEADER;\n“, 

"\tprocedure  INCREMENT_SAMPLES_TESTED;\n", 
“\tprocedure  WRITE_INSTANCE_STATS;\n“, 

"procedure  CLOSE;\n“, 

"end  REPORT;\n\n“, 

"package  body  REPORT  is\n“, 

"\ttotal_instances;  integer  ;=  0;\ri“, 

“\tinstance_samples_tested:  integer  :=  0;\n“, 
“\ttotal_samples_tested:  integer  :=  0;'n“, 

“\tinstance_errors:  integer  :=  0;\n“, 

“\ttotal_errors:  integer  :=  0;\n“, 

"Mouttile:  FILE_r/PE;\n“, 

"\tpackage  INTJO  is  new  INTEGER_IO(integer);\n“, 

"Muse  lNT_IO;\n", 

"Mpackage  CONDITION_IO  is  new  “, 

"ENUMERATION  JO(CONDITION_TYPE);\n", 

"Muse  CONDITION_IO;\n\n", 

"Mprocedure  OPEN  is\n“, 

“Mbegin\n“, 

“MMCREATE(outfile,  OUT_FILE,  \““, 
module_header.function_designator,“.err\“);\n“, 

“\t\tfor  i  in  1..65  loop  PUT(outfile,\**\’);’1 
“end  loop;\n“, 

"\tMNEW_LINE(outtile)  ;\n“, 

*\tMPUT_UNE(outfile,\”, 

module_header.function_designator, 

’  Test  ResultsV);\n“, 

“M\t1or  i  in  1  .65  loop 

“PUT(outfile,V*\“);  end  toop;\n", 
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H\t\tNEW_LINE(outfile);\n", 

"\t\tNEW_LINE(outfile);\n", 

"Mend  OPEN;\n\n", 

"\tprocedure  WRITE _INSTANCE_HEADER  is\n", 
"\tbegin\n", 

"\t\ttotal_instances  :=  totaljnsiances  +  1  ;\n", 
"\t\tinstance_errors  :=  0;\n“, 

"\t\tinstance_samples Jested  :=  0;\n", 
"\t\tNEW_UNE(outfile);\n", 

"MMfor  i  in  1..65  loop  ", 

"PUT(outtile,\"*\");  end  loop;\n", 
“\t\tNEW_LINE(outtile);\n", 

"\t\tPUT(outfile,\"TEST  NUMBER  \");\n", 

"\t\t  PUT  (outf  ile,  total  Jnstances)  ;\n", 
"\t\tNEW_LINE(outfile);\n", 

"Mend  WR IT E_l N ST ANC E_H EAD E R ;\n\n", 

"Mprocedure  INCREMENT_SAMPLES_TESTED  is\n", 
"Mbegin'.n", 

"\tinstance_samplesjested  :«  ", 

"instance_samplesjested  +  1  ;\n", 
"ttotal_samplesjested  :=  ", 

"total_samplesjested  +  1  ;\n", 

"Mend  INCREMENT_SAMPlES_TESTED;\n\n", 

^procedure  ERROR(condition:  CONDITION_TYPE;\n". 

messages. parm_specs,";\n", 

"msg:  string)  is\n", 

"Mbegin\n", 

"MMinstance_errors  :=  instance_errors  +  1;\n", 
"MMtotal_errors  :=  totaLerrc'S  +  1;\n", 
"MMPUT(outfile,\"ERROR:  \");\n", 
"MMNEW_LINE(outfile);\n", 

"MMPUT(outfile,msg);\n", 

"MMNEW_LINE(outtile);\n", 
messages.  rpkg_puts, 

"MMPUT(outfile,\"Condition  =  \");\n", 
"MMPUT(outtile,condition);\n", 

"\tMNEW_LINE(outfile);\n", 

“Mend  ERROR;\n\n", 

"\tprocedure  WRITE_INSTANCE_STATS  is\n", 

"Mbegin\n", 

"MMNEWJJNE(outfile);\n", 

"M\tfor  i  in  1..33  loop  ", 

"PUT(outfile,\"*  V);  end  loop;\n", 
"MMNEW_LINE(outtile);\n", 

"\tMPUT(outfile,\"INSTANCE  SAMPLES  TESTED:  \');\n", 
"MMPUT(outfile, instance_samples  Jested)  ;\n", 
"\tMNEW_LINE(outfile):\n", 
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"MMPUT(outfile,\"INSTANCE  ERRORS  FOUND:  \");\n“, 
"\t\tPUT(outfile,instance_errors);\n", 

”\t\tNE  W_LINE(outf  ile)  ;\n", 

"MMfor  i  in  1..65  loop  ", 

"PUT(outfile,\"*\");  end  loop;\n“, 

"\t\tNEW_LINE(outf  ile)  ;\n", 

"Mend  WRITE_INSTANCE_STATS;\n\n", 

"Mprocedure  CLOSE  is\n“, 

"Mbegin\n", 

"\t\tNEW_LINE(outfile);\n", 

"MMfor  i  in  1..65  loop  ", 

"PUT(outfile,\"*\");  end  loopAn", 
"MMNEW_LINE(outfile)An", 

"MMPUT(outfile,\"TOTAL  TESTS  CONDUCTED:  \");\n“, 

"MMPUT(outfile,total_instances)An“, 

"\tMNEW_LINE(out1ile);\n", 

"MMPUT (outf ile ,\"T OT AL  SAMPLES  TESTED:  \"),\n“, 

"MMPUT(outfile,total_samples_tested),\n", 

"MMNEW_LINE(outtile)An", 

"\tMPUT (outfile,\"TOT AL  ERRORS  FOUND:  \’);\n", 
"MMPUT  (outf  ile  ,total_errors)  An", 

"MMNEW_LINE(outf  ile)  ;\n", 

"MMfor  i  in  1..65  loop  ", 

"PUT(outfile,\"*\");  end  loopAn", 

"MMCLOSE(outf  ile)  An", 

"Mend  CLOSEAn", 

"end  REPORTAn"]; 

!cond_type_pkg 
f  u  net  io  n .  co  nd_type_pkg= 

["with  TEXTIO;  use  TEXTJOAn", 

“package  CONDITION_TYPE_PKG  is\n", 

"Mtype  CONDITION_TYPE  is", 

"  (", function. condition_types,")  An", 

"Mpackage  CONDITION_TYPE_IO  is  new  ", 
"ENUMERATION_IO(CONDITION_TYPE)An", 

"end  CONDITION_TYPE_PKG;”]; 

function. condition_types= 

(messages. reply_exceptions  ==  "") 

>  "normal,  unspecified_exception" 

#  ["normal,  unspecified_exception,\n", 
messages. reply_exceptions); 

! driver  gen  macro 
function. driver_gen_macro- 

("include(/n/suns2/work/student/depasqua/MACROS", 
"/generator. m4)\n", 

■-‘•put  with  and  use  clauses  here**--\n", 
"generator(GENERATOR,  \[assurance:  float\],  ", 

"\(", messages. gen  Joop_vars,"\j,\n", 

"\[is\n", 
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"\t--**put  required  declarations  here**--\n", 

"begin\n", 

"\t-**put  statements  to  generate  values  here“--\n", 

*\tgenerate(--*‘put  generated  values  here**-);\n", 

"\t-**put  more  statements  here  as  required**--\n", 

"end  GENERATOR;\])\n“]; 

function.  q_iterator_macros= 

[messages. q_iterator_macros, concepts. q_iterator_macros]; 

} 

!  Virtual  modules  are  for  inheritance  only,  never  used  directly. 

Imachine 

machine 

:  optionally_virtual  MACHINE  module_header  state  messages  temporals  transactions 
concepts  END 
{} 

Itype 

type 

:  optionally_virtual  TYPE  module_header  model  messages  temporals  transactions 
concepts  END 

{} 

•definition 

definition 

:  DEFINITION  module_header  concepts  END 
{} 
i 

linstance 

instance 

:  INSTANCE  module_header  where  foreach  concepts  END 

U 

!  For  making  instances  or  partial  instantiations  of  generic  modules. 

!  The  foreach  clause  allows  defining  sets  of  instances. 

!module_header 
module_h  eader 

:  formal_name  defaults  inherits  imports  export  pragmas 

{ 

module_header.mpkg_gets=formal_name.mpkg_gets; 

module_header.g_parm_decls*formal_name.g_parm_decls; 

module_header.function_designator- 

formal_name.function_designator; 

module_header.g_actual_parms- 

formal_name.g_parm_decls«’" 

mm 

> 

#  formal_name.g_actual _parms; 


!  This  part  describes  the  static  aspects  of  a  module’s  interface. 

!  The  dynamic  aspects  of  the  interface  are  described  in  the  messages. 
!  A  module  is  generic  iff  it  has  parameters. 

!  The  parameters  can  be  constrained  by  a  SUCH  THAT  clause. 

!  A  module  can  inherit  the  behavior  of  other  modules. 

!  A  module  can  import  concepts  from  other  modules. 

!  A  module  can  export  concepts  for  use  by  other  modules. 

Ipragmas 

pragmas 

#  pragmas  PRAGMA  actual_name  '('  actuals  ')' 

{ 

pragmas[l].update_count= 

(actual_name.text=="update") 

>  pragmas[2].update_couni  +  1 

#  pragmas[2].update_count; 

pragmas[l].init_statements* 

(actual_name.text=="update“) 

>  [pragmas[2].init_statements, actuals. init_statements] 

#  pragmas[2].init_statements; 

pragmas[1].remove= 

(actual_name.text==’,update") 

>  pragmas[2], remove  +|  {{actuals. remove^arm.-frue")} 

#  pragmas[2]. remove; 

pragmas(1].update= 

(actuaL/iame-text^-update") 

>  pragmas[2].update  +|  actuals. update 

#  pragmas[2].update, 

} 

I 

{ 

pragmas.  update_count=0; 
pragmas. init_statements=""; 
pragmas.  remove={(?:string:"false")}; 
pragmas.update={(?:string:"false“)}; 

} 

•inherits 

inherits 

.  inherits  INHERIT  actual_name  hide  renames 

{} 

I 

{} 

!  Ancestors  are  generalizations  or  simplified  views  of  a  module. 

!  A  module  inherits  all  of  the  behavior  of  its  ancestors. 

!  Hiding  a  message  or  concept  means  it  will  not  be  inherited. 

!  Inherited  components  can  be  renamed  to  avoid  naming  conflicts. 
!hide 


hide 

:  HIDE  namejist 

{} 

I 

{} 

!  Useful  for  providing  limited  views  of  an  actor. 

!  Different  user  classes  may  see  different  views  of  a  system. 

!  Messages  and  concepts  can  be  hidden. 

[renames 

renames 

:  renames  RENAME  NAME  AS  NAME 

{} 

I 

U 

!  Renaming  is  useful  for  preventing  NAME  conflicts  when  inheriting 
!  from  multiple  sources,  and  for  adapting  modules  for  new  uses. 

!  The  parameters,  model  and  state  components,  messages,  exceptions, 
!  and  concepts  of  an  actor  can  be  renamed. 

[imports 

imports 

:  imports  IMPORT  namejist  FROM  actual_name 
U 
I 

U 

[export 

export 

:  EXPORT  namejist 

U 

I 

{} 

'messages. gJormal_part  is  not  implemented  yet. 

[messages. mpkg_gets  not  implemented  yet. 
messages 

:  messages  message 

{ 

messages[l].r_actual_parms=message.r_actual_parms; 

messages[ij.fm_call_specs*message.fm_call_specs; 

messages[1].init_statements=message.init_statements; 

messages{l).update_count=message. update  j:ount; 
messages[i  ].r  _parm_count=message.r  j3arm_count; 
messages[l].lm_call_actuals*=message.fm_call_actuals; 
messages[i].r_call_actuals-message.r_call_actuals; 
messages[l].r_call_specs«message.r_call_specs; 

messages! 1 )  reply_exceptions« 

(messages[2J.reply_exceptions  —  "’) 

>  message. reply_exceptions 


141 


#  [messages[2].reply_exceptions,'An'\ 
message.  reply_exceptions]; 

messages(1  ]  mpkg_gets=""; 
messageslij.parm_specs-[message.parm_specs]; 
messages[lj.respjrans=message.respjrans; 
messages[l].RE_actual_parms=[message.RE_actual_parms] 
messages[l].fm_actual_parms=[message.fm_actual_parms]; 
messages[l].g_parm_decls-""; 
messages[lj.g_actual_parmo-"’; 
messages[1].fm_parm_specs=message.fm_parm_specs; 
messages[lj.rjype_mark-message.rjype_mark; 
messages[1].gen_loop_vars=message.gen_loop_vars; 
messages[lj.exception_when_clauses- 
message. except  ion_when_clauses; 
messages[1].rpkg_puts=message.rpkg_puts; 
messages[lj.quantifier  Junctions* 

[messages[2]. quantifier  Junctions, 
message. quantifierjunct  ions]; 
messages[l].q_iterator_macros= 
[messages{2].q_iterator_macros, 
message. qJterator_macrosj; 
messages]*!  ].q_with_clauses= 

[messages[2].q_with_clauses, 
message.  q_with_clauses]; 


{ 

messages[i].r_actual_parms-""; 

messages[lj.reply_exceptions=""; 

messages[i].parm_specs-"’; 

messages[lj.RE_actual_parms="“; 

messages[1].fm_actual_parms-""; 

messages]*!  j.g_parm_decis=""; 

messages[i].g_actual_parms="; 

messages]  1  ].fm_parm_specs=""; 

messages[1].rjype_mark-”; 

messages]i].genJoop_vars=""; 

messages(i].exception_when_clauses=’"; 

messages[l].rpkg_puts*""; 

messages]*!]. quantifier  Junctions-""; 

messages[1].q_iterator_macros=’"; 

messages[i  j.q_with_clauses-""; 

} 

i 

(message 

message 

:  MESSAGE  formal_message  pragmas  response 

{ 

message.  r_actual_parms-response.r_actual_parms; 
message. update_count-pragmas.update_count; 
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message. fm_call_specs=formal_message.fm_call_specs; 
message.  init_statements-pragmas.init_statements; 
response. remove-pragmas,  remove; 
formal_message. update-pragmas.  update; 
message. fm_call_actuals*formal_message.fm_call_actuals; 
message. r_call_actuals=response.r_call_actuals; 
message.r_call_specs«response.r_call_specs; 
message. r_parm_count=response.r_parm_count; 

message.  reply_exceptions- 
response. reply_exceptions; 
message. q_with_clauses=response.q_with_clauses; 
message. parm_specs* 

[formal_message.fm_parm_specs, response. r_parm_spec]; 
message. resp_trans=response.resp_trans; 

llogic  for  delimiter  *,*  placement.  The  actual  parameters 
!are  followed  by  the  error  message;  hence,  a  trailing  comma, 
message.  RE_actual_parms= 
((formal_message.REjm_actual_parms=-"")  && 

(response. r_actual_parms=="")) 

>  "" 

#  ((formal__message.RE_fm_actual_parms=="“)  || 

(response. r_actual  _parms==”')) 

>  [formaLmessage.RE_fm_actual_parms, 
response. r_actual_parms,",  "] 

#  [formal__message.RE_fm_actual_parms,",  ", 
response. r_actual_parms,",  "]; 

response.  RE_actual_parms«message.RE_actual_parms; 

message.fm_actual_parms=formal_message.RE_fm_actual_parms; 
message. r_type_mark=response.r_type_mark; 
message. gen_loop_vars=formal_message.gen_loop_vars; 
message,  exceptionwhenclauses- 
response. exception__when_clauses; 
message.  fm_parm_specs-formal_mess  age. fm_parm_specs; 
message.  rpkg_puts= 

[formal_message  rpkg_puts, response. rpkg_puts]; 
message. quant  if  ierjunct  ions- 
response.quantifieMunctions; 
messageq_iterator_macros- 
response.q_iterator_macros; 
i 

'response 
response 
:  response_set 
{ 

response. rpkg_puts«response_set.rpkg_puts; 
response. r_actual  _parms-response_set.r_actual_parms; 
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response_set.remove=response. remove; 
response. r_call_specs*response_set.r_call_specs; 
response. r_call_actuals=response_set.r_calI_actuals; 
response. r_parm_count=response_set.r_parm_count; 

response. reply_exceptions=response_set.reply_exceptions; 
response.q_with_clauses=response_set.q_with_clauses; 
response.  r_parm_spec«response_set.r_parm_spec; 
response. resp_trans*response_set.resp_set_trans; 
response.  RE_r_actuaf_parm*response_set.RE_r_actual_parm; 
response_set.RE_actual_parms=response.RE_actual_parms; 
response .  r_type_mark=response_set .  r_type_ma  rk ; 
response. exception_when_clauses= 
response_set.exception_when_clauses; 
response_set.parent_production="response"; 
response. quantifier_functions= 
response_set.quantifier_functions; 
response. q_iterator_macros=response_set.q_iterator_macros; 

} 

|  response_cases 

{ 

response.  rpkg_puts=response_cases.rpkg_puts; 
response.  r_actual_parms=response_cases.r_actual_parms; 
response_cases.remove=response. remove; 
response. r_call_specs=response_cases.r_ca!l_specs; 
response. r_call_actuals=response_cases.r_call_actuals; 
response.  r_parm_count=response_cases.r  _parm_count; 

response.  reply_exceptions=response_cases.reply_exceptions; 
response. q_with_clauses=response_cases.q_with_clauses; 
response. r_parm_spec=response_cases.r_parm_spec; 
response. resp_trans=response_cases.resp_cases_trans; 
response.  RE_r_actual_parm=response_cases.RE_r_actual_parm; 
response_cases  RE_actual_parms=response.RE_actual_parms; 
response.  r_type_mark=response_cases.r_type_mark; 
response. exception_when_clauses= 

response_cases.exception_when_clauses; 
response. quant  if  ier_fu  net  ions= 

response_cases.quantifier_functions; 

response.q_iterator_macros= 

response_cases.q_iterator_macros; 

} 

!response_cases 

response_cases 

:  WHEN  expression_list  response_set  pragmas  response_cases 

{ 

response_cases[i].rpkg_puts« 

(response_set.r _parm_count  >  0) 
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>  response_set.rpkg_puts 

#  response_cases[2].rpkg_puts; 

response_cases(l].r_actual_parms= 

(response_set.r_parm_count  >  0) 

>  response_set.r_actual_parms 

#  response_cases[2j.r_actual_parms; 
response_set.remove*response_cases[l].  remove; 
response_cases[2].remove=response_cases[l].  remove; 
response_cases[l].r_call_specs* 

(response_set.r _parm_count  >  0) 

>  response_set.r_call_specs 

#  response_cases[2].r_call_specs; 
response_cases[i  ].r_call_actuals« 

(response_set.r_parm_count  >  0) 

>  response_set.r_call_actuals 

#  response_cases[2].r_call_actuals; 
response_cases.r_parm_count= 

(response_set.r_parm_count  >  0) 

>  response_set.r_parm_count 

#  response_cases[2].r_parm_count; 

Enumeration  of  condition  types. 

!if  the  exception  from  the  response  set  is  already  in  the 
Hist  of  exceptions  then  do  not  add  it.  The  empty  string 
!is  "in"  the  list  already,  hence  it  is  never  added  and 
!does  not  impact  on  delimiter  placement.  (See  OTHERWISE 
'response  cases  production  where  the  map  is  initially 
lloaded.  Graphically,  view  the  process  as  starting  at 
!the  OTHERWISE  ->  response_set,  where  the  first  exception 
!(if  it  exists),  the  empty  string  (*"),  and  "almost  every¬ 
where  false"  are  loaded  to  a  map.  Then,  additional 
lexceptions  are  added  from  the  WHEN  ->  SET  CASES  production 
.'where  SET  potentially  has  a  new  exception  and  CASES  is 
!is  formed  already  (i.e.,  synthesized). 
response_cases[l].reply_exceptions= 

(response_cases[2].exception_list(response_set.reply_exceptions)  ==  "true 
>  response_cases[2].reply_exceptions 

#  [response_set.reply_exceptions,",\n", 

response_cases[2].reply_exceptions]; 
response_cases[1].exception_list* 
response_cases[2].exception_list  +| 
{(response_set.reply_exceptions;"true")}; 

response_cases[l].q_with_clauses« 

[expresston_list.q_with_clauses, 

response_set.q_w'th_c!auses, 

response_cases(2].CLwith_clauses]; 

response_cases{  1  ] .  r_parm_spec« 

(response_set.r_parm_count  >  0) 
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>  response_set.r _parm_spec 
#  response_cases[2].r_parm_spec; 

response_cases[l  j.class="WHEN"; 

response_cases[1].resp_cases_trans= 

("\t\tif  *,expressionJist.when_expr_list_trans, 

"  then\n", 

response_set.resp_set_trans, 

"\t\t\tpreconditions_satisfied  :»  true;\n\ 

"\t\tend  if ;\n“, 

response_cases[2].resp_cases_trans]; 

expression_list.cr_parm=*#"; 

expressionJist.rjDarm-"#"; 

response_set.err_msg_when=expressionjist.out_err_msg_when; 

response_cases[1].RE_r_actual_parm= 
[response_set.RE_r_actual  _parm]; 

response_cases[2].RE_actuaLparms= 

[response_cases[i].RE_actual_parms]; 

response_set.RE_actual_parms= 
response_cases[l].RE_actual  _parms; 

!see  comment  above  concerning  one  return  parm. 
response_cases.rjype_mark=response_set.r_type_mark; 

response_cases[l].exception_when_ctauses= 

[response_set.exception_when_clau$es, 

response_cases[2].exception_when_clauses]; 

response_set.parent_production=’response_cases"; 

response_cases[1].quantifier_functions= 
[expressionjist.quantifierjunctions, 
response_cases[2].quantifier_fu  net  ions, 
response_set.  quantifier  Junctions]; 

response_cases[l].q_iterator_macros* 
[expressionjist.qjterator^macros, 
re  sponse_case  s(  2] .  q_it  erator_mac  ro  s , 
response_set.q_iterator_macrosj; 

} 

|  OTHERWISE  response_set  pragmas 

{ 

response_cases.rpkg_puts-response_set.rpkg_puts; 
response_cases  r_actual_parms«response_set.r_actual_parms; 
response_set.remove-re$ponse_cases.  remove; 
response_cases.r _parm_count-response_set.r _parm_count; 


response_cases.r_call_specs=response_set.r_call_specs; 

response_cases.r_call_actuals=response_set.r_call_actuals; 

response_cases.reply_exceptions= 
response_set. reply  _exceptions; 

tthe  exception  list  is  initialized  here  and  is  passed  up. 

Mnitially,  it  is  almost  everywhere  false",  contains  the 
ISET  exception  (if  one  exists,  otherwise  its  "'),  and 
Icontains  the  empty  string  (”)  (See  CASES  ->  SET  CASES). 
response_cases.exception_list= 
j(?:string:false")}  +| 

{(response_set.reply_exceptions:frue")}  +| 

{("“:frue")}; 

response_cases.q_with_clauses=response_set.q_with_clauses; 

response_cases.r_parm_spec=response_set.r_parm_spec; 

response_cases.class="OTHERWISE"; 

response_cases.resp_cases_trans= 

["\t\tif  not  (preconditions_satisfied)  then\n", 
response_set.resp_set_trans, 

"\t\tend  if ;\n*]; 

response_set.err_msg_when=“OTHERWISE 

response_cases.RE_r_actual_parm= 

response_set.RE_r_actualj3arm; 

response_set.RE_actualj3arms= 

response_cases.RE_actual_parms; 

response_cases.r_type_mark=response_set.r_type_mark; 

response_cases. except  ion_when_clauses= 
response_set.exception_when_clauses; 

response_set.parent_production="response_cases"; 

response_cases  . quant  if  ier_fu  net  ions= 
response_set.quantifier_functions; 

response_cases.q_iterator_macros« 

response_set.q_iterator_macros; 

} 

!response_set 

response_set 

:  choose  reply  sends  transition 

{ 

re  spo  nse_set .  rpkg_put  s = reply .  rpkg_put  s ; 
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response_set.r_actual_parms=reply.r_actual_parms; 
reply. remove*response_set. remove; 
response_set.r_call_specs=reply.r_call_specs; 
response_sef  r_call_actuals=reply,r_call_actuals; 
response_set.r_parm_count=reply.r_parm_count; 


response_set.reply_exceptions- 
reply.  reply_exceptions; 
response_set.q_with_ciauses= 

[reply.  q_with_clauses]; 

response_set.r_parm_spec=reply.r_parm_spec; 

response_set.resp_setjrans=*reply.resp_setjrans; 

!  If  "response"  produces  "response  set", 

!  then  no  "when  clause"  exists, 
reply. err_msg_when« 

(response_set.parent_production  ==  "response") 

>  "" 

#  response_set.err_msg_when; 

response_set.RE_r_actua!_parm=reply.RE_r_actual_parm; 
reply.  RE_actual_parms=response_set.RE_actual_parms; 
response_set.r_type_mark=reply.r_type_mark; 
response_set.exception_when_clauses= 
reply. exception_when_clauses; 

response_set. quant  ifierjunctions* 
reply  quantifier  Junctions; 

response_set.qJterator_macros= 
reply  q_iterator_macros; 

} 

Ichoose 

choose 

:  CHOOSE  '(’  formals  ')’ 

{ 


} 

( 


} 

'reply 

reply 

:  REPLY  actualjnessage  where 


148 


{ 

reply. rpkg_puts=actual_message.rpkg_puts; 
reply. r_actual_parms=actual_message.r_actual_parms; 
actual_message.remove=reply.  remove; 
reply. r_ca!l_specs=actual_message.r_call_specs; 
reply.  r_call_aciuals=actual_message.r_call_actuals; 
reply. r_parm_count=actual_message.r_parm_count; 

reply.  reply_exceptions= 

actual_message.reply_exceptions; 
reply  q_with_clauses= 
where. q_with_clauses; 

reply. r _parm_spec=aotual_message.r _parm_spec; 
reply. resp_set_trans= 

[actuai_message.exception_trans, 
where  where_expr_list_trans]; 
where. r_parm=actual_message.r_parm; 
where.  err_msg_when= reply.  err_msg_when; 

reply.  RE_r_actual_parm«actual_message.RE_r_actual_parm; 
where.  RE_actual_pams=reply.RE_actua|_parms; 
actual_message.RE_actual_parms=reply.RE_actual_parms; 
actuaLmessage.err_msg_when=reply.err_msg_when; 
reply.  r_type_mark=actual_message.r_type_mark; 
reply. exception_when_clauses= 

actual_message.exception_when_clauses; 

reply. quantifier_functions= 
where. quanlifierjunclions; 

reply  .qJteratorjnacros= 
where. q_iterator_macros ; 

•flag  indicating  reply  origin, 
where. cr _parm="#“; 

} 

1  GENERATE  actual_message  where  !  used  in  generators 

{ 


} 

I 

{ 

reply. rpkgjauts**’; 
reply.  r_actua!  _parms»”; 
reply. r_call_specs-’*; 
repty.r_call_actuals»*"; 
reply. r _parm_count*0; 

reply. q_with_clauses=’“; 
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reply.  reply_exceptions=""; 


} 

Isends 

sends 

:  sends  send 

{ 


} 

{ 


} 

'send 

send 

:  SEND  actuat_message  TO  actua!_name  where  foreach 

{ 


} 

transition 

transition 

:  TRANSITION  expressionjist!  for  describing  state  changes 

{ 


} 

{ 


} 

!formal_message 

formal_message 

:  optional_exception  optional_formal_name  formal_argument  defaults 

{ 

formal_message.?m_call_specs>«formal_arguments.fm_call_specs; 
formal_arguments.update=formal_message. update; 
formal_message.fm_call_actuais= 
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formal_arguments.fm_call_actuals; 

formal_message.fm  _parm_specs=formal_arguments.fm_parm_specs; 

formal_message.RE_fm_actual_parms= 

formal_arguments.RE_fm_actual_parms; 

formal_message.r_type_mark=formal_arguments.r_type_mark; 

formal_message.gen_loop_vars=formal_arguments.gen_loop_vars; 

formal_message.rpkg_puts=formal_arguments.rpkg_puts; 

} 

(defaults 

defaults 

:  DEFAULT  expressionjist 

{} 

!%prec  SEMI!  must  have  a  lower  precedence  than  DEFAULT 

{} 


'actual_message 

actual_message 

:  optional_exception  optional_actual_name  formal_arguments 

{ 

actual_message.rpkg_puts=formal_arguments.rpkg_puts; 
actual_message.r_actual_parms=formal_arguments.r_actual_parms; 
formal_arguments.remove=actuaLmessage.  remove; 
actual_message.r_call_actuals=formaLarguments.r_call_actuals; 
actual_message.r_call_specs=formal_arguments.r_calLspecs; 
actual_message.r_parm_count=formal_arguments.r_parm_count; 

actual_message. reply  _exceptions= 

(optional_exception.flag  ==  "true") 

>  ("\t\tV  ,optional_actual_name.text,"_condition"] 

# 

actual_message.r_parm_spec=formal_arguments  r_parm_spec; 
actual_message.r_parm=formal_argumentsr_pan:.; 

actual_message.RE_r_actual_parm- 
formal_arguments.RE_r_actual  _parm; 

actual_message.exception_trans- 

optional_exception.flag=="true" 

>["\t\t\t\tif  not  (condition  *  ", 

optional_actual_name.text,"_condrtion)  ", 

"then\n", 

-\t\t\t\t\t  R  E  PO  R  T .  E  R  R  O  R  ( co  nd  i  t  io  n  ,\n" , 
actual_message.RE_actual  _parms, 
■\t\t\t\t\t\t\'",actual_message.err_rnsg_when, 
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"  NOT  EXCEPTION 
optional_actual_name.text,"V);\nH, 

"\t\t\t\tend  if  ;\n"] 

# 

actua!_message.exception_when_clauses= 

optional_exception.flag=="true" 

>  ("\t\t\twhen  ",optional_actual_name.textT  ^■."Nn", 
"\t\t\t\tcondition  :=  ", 

op(ional_actual_name.text,"_condi(ion;","\n"J 

# 

actual_message.r_type_mark=formal_arguments.r_type_mark- 

} 

•where 

where 

:  WHERE  expressionjist 

{ 

where. q_with_clauses=expression_list.q_with_clauses; 
where.  where_expr_list_lrans= 

expression  Jist.where_expr_listJrans; 
where.  c_seq_stmts=expression_list.c_where_expr_list_trans; 
expression_lisl.crj3arm=where.cr_parm; 
expression_list.r_parm=where.r_parm; 
expression_list.in_err_msg_when=where.err_msg_when; 

expression  Jist.RE_actual_parms=where.RE_actual_parms; 

where,  quantifier  Junctions* 

expressionjist.quantifierjunctions; 

where.  q_iterator_macros= 

expressionJist.q_iterator__macros; 

} 

|%prec  SEMI!  must  have  a  lower  precedence  than  WHERE 

{ 

where. q_with_clauses=""; 
where.  where_expr_list_trans=""; 
where. c_seq_stmts="H; 
where. quantifier_functions=""; 
where.  qJterator_macros=""; 

} 

!optional!y_virtua! 
optionally_virtual 
:  VIRTUAL 
{} 

I 

U 
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!optional_exception 
optional_exception 
:  EXCEPTION 
{ 

optional_exception.flag="tnje"; 


} 

|%prec  SEMI 

( 

optional_exception.flag="false"; 

} 

(foreach 

foreach 

:  FOREACH  *(*  formals  ')' 

{ 


} 

{ 


} 

!  foreach  is  used  to  describe  a  set  of  messages  or  instances 
Imodel 

model!  data  types  have  conceptual  models  for  values 
:  MODEL  formal_arguments  invariant  pragmas 
{ 


} 

{ 


} 

(state 

state!  machines  have  conceptual  models  for  states 
:  STATE  formal  arguments  invariant  initially  pragmas 
U 
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{} 

'.invariant 

invariant!  invariants  are  true  for  all  states  or  instances 
:  INVARIANT  expressionjist 
{} 
i 

{initially 

initially!  initial  conditions  are  true  only  at  the  beginning 
:  INITIALLY  expressionjist 
U 

Itemporals 

temporals 

:  temporals  temporal 

{ 


} 

{ 


} 

{temporal 

temporal 

:  TEMPORAL  formaljiame  defaults  where  response 

{ 


} 

!  Temporal  events  are  trigged  at  absolute  times, 
!  in  terms  of  the  local  clock  of  the  actor. 

!  The  "where"  describes  the  triggering  conditions 
!  in  terms  of  TIME,  PERIOD,  and  DELAY, 
(transactions 
transactions 

:  transactions  transaction 

( 


} 

{ 
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} 

transaction 

transaction 

:  TRANSACTION  formal_name  actionjist  where  foreach 

{ 


} 

!  Transactions  are  atomic. 

!  The  where  clause  can  specify  timing  constraints, 
'.actionjist 
actionjist 

actionjist action  %prec  SEMI  !  sequence 

{ 


} 

|  action 

{ 


} 

taction 

action 

:  action  action  %prec  STAR  !  unordered  set  of  actions 

{ 


} 

|  IF  alternatives  FI  !  choice 

{ 


} 

|  DO  alternatives  OD  !  repeated  choice 

{ 


} 

|  actual_name  !  a  normal  message  or  subtransaction 

{ 
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1 

|  EXCEPTION  actual_name  !  an  exception  message 

{ 


} 

.'alternatives 

alternatives 

:  alternatives  OR  guard  actionjist 
{ 


} 

|  guard  actionjist 

{ 


} 

'guard 

guard 

:  WHEN  expressionjist  ARROW 

{ 


} 

{ 


} 

!g_parm_deci  not  implemented  yet. 
!mpkg_gets  unimplemented. 
Iconcepts 
concepts 

:  concepts  concept 

{ 

concepts!  1  ]q_with_clauses« 
(concepts[2]  q_with_clauses, 
concept. q_with_clauses]; 
concepts(i].mpkg_gets*""; 
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co  ncepts{  1  ]  c_su  bprog_specs* 

[concepts[2], c_subprog_specs, concept. c_subprog_specj; 
concepts(l  ].c_subprog_bodies= 

[concepts[2].c_subprog_bodies, concept. c_subprog_body]; 
concepts[l].g_parm_decls=““; 
concepts[l].g_actual_parms=""; 
concepts[l].q_iterator_macros= 

[concept.q_iterator_macros]; 


} 

I 

{ 

conceptsfl  ].q_with_clauses="“; 
concepts[i].mpkg_gets=""; 
concepts[lj.c_subprog_specs=""; 
concepts[ij.c_subprog_bodies=""; 

concepts[1  ].g_parm_decls=“"; 
concepts[l].g_actualjDarms="“; 
conceptsfl  j.q_iterator_macros=""; 


} 

!  r_parm="#"  is  a  not  from  reply  subtree  flag. 

Iconcept 

concept 

:  CONCEPT  formal_name  expression  defaults  where 
!  constants 
{ 

concept. q_with_clauses=where.q_with_clauses; 
concept. c_subprog_spec=”"; 
concept. c_subprog_body=""; 
where. r_parm="#"; 

concept. q_iterator_macros=where.q_iterator_macros; 


} 

|  CONCEPT  formal_name  '('  formals  ')’  defaults  VALUE  '(’  formals  ')'  where 
!  functions,  defined  with  preconditions  and  postconditions 
{ 

concept. q_with_clauses* 
where. q_with_clauses; 
concept  c_subprog_spec*[ 

"\tfunction  ",formal_name.c_designator, 

"(\formals[l].c _parm_specs,')  return  ", 
formals[2].cr_type_mark,";\n”J; 
concept. c_subprog_body*( 

"\tfunction  ",formal_name.c_designator, 
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T.forma!s[1].c__parm_specs,")  return  ", 

formals[2].cr_type_mark,"  is\n", 
formals[2].c_decl_part,";", 

“\tbegin\n“, 

where. c_seq_stmts,"\n", 

"Mend  “,formal_name.c_designator,";\n\n"]; 
where. cr_parm-formals[2j.cr_parm; 
where.  r_parm="#“; 

concept. q_iterator_macros=where.q_iterator_macros; 


} 

!optional_formal_name 
optional_tormal_name 
:  formal_name 

{ 


} 

{ 


} 

!formal_name 
formal_name 
:  NAME  '{'  formals  ')' 

{ 

formal_name.mpkg_gets=formals.mpkg_gets; 

formal_name.g_parm_decls=formals.g_parm_decls; 

formal_name.function_designator=NAME.%text; 

formal_name.g_actual_parms=formals.g_actual_parms; 


} 

|  NAME 

{ 

formal_name.mpkg_gets«""; 

formal_name.g_parm_decls-”; 

formal_name.c_designator»NAME.%text; 

formal_name.function_designator»NAME.%text; 


} 
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!formal_arguments 
formal_arguments 
:  •(•  formals ')' 

{ 

formal_arguments.r_actual_parms=formals.r_actual_parms; 
formal_arguments.fm_call_specs=formals.fm_call_specs; 
formals. update=formal_arguments. update; 
formal_arguments.fm_call_actuals* 
formals.fm_call_actuals; 

formals.  remove=formal_arguments.  remove; 
formal_arguments.r_call_actuals- 
formals. r_call_actuals; 
formal_arguments.r_call_specs= 
formals .  r_call_specs ; 

formal_argumenfs.r _parm_count=formals.rj3arm_count; 

formal_arguments.fm_parm_specs=formals.fm_parm_specs; 

formal_arguments.r_parm_spec=formals.r_parm_spec; 

formal_arguments.r_parm=formals.r_parm; 

lormal_arguments.RE_fm_actual_parms= 
formals.  RE_fm_actual_parms; 

formal_arguments.RE_r_actual_parm= 
formals.  RE_r_actual_parm; 
formal__arguments.r_type_mark*formals.r_type_mark; 
formal_arguments.gen_loop_vars=formals.genJoop_vars; 
formal_arguments.rpkg_puts=formals.rpkg_puts; 

} 

I 

{ 

formal_arguments.r_actual_parms=”; 

formal_arguments.r_parm_count=0; 

formal_arguments.r_call_specs=""; 

formal_arguments.r_call_actuals=”; 

formal_arguments.fm_parm_specs-"’; 

formal_arguments.r_parm_speo'"'; 

formal_arguments.r_parm-""; 

formal_arguments.RE_fm_actual _parms»""; 

formal_arguments.RE_r_actual_parm»"“; 

formal_arguments.r_type_mark*”’; 

formal_arguments.gen_loop_vars-"“; 


> 

Iformals 

formals 
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:  fieldjist  restriction 

( 

forrnals.r_actual_parms=fieldJist.r_actual_parms; 
formals.fm_calt_specs=fieldJist.fm_call_specs; 
field  Jist.update=formals. update; 
formals.fm_call_actuals- 
fieldjist.fm_call_actuals; 

fieldJist.remove=formals. remove; 
formals.r_call_actuals= 
fieldjist.r_call_actuais; 
formals.r_call_specs=* 
fieldjist.r_call_specs; 

formats. r_j3arm_count=fieldJist.r_parm_count; 

formals.mpkg_gets=fieldJist.mpkg_gets; 
formals.g_parm_decls=fieldJist.g_parm_decls; 
formals.fm_parm_specs=field_list.fm_parm_specs; 
formals.r_parm_spec=fieldJist.r_parm_spec; 
formats. c_parm_specs=fieldjist.c_parm_specs; 
formats. q_parm_specs=fieldjist.q_parm_specs; 
formals.crjype_mark=fieldJist.crJype_mark; 
formats. c_decLpart=fieldJist.c_parm_decls; 
formats,  cr _parm=fieldjist.cr _parm; 
formats. r_parm=fieldjist.r_parm; 

formals.text=[fieldJist.textr  ".restriction. text]; 
<ormals.REJm_actual_parms=fieldJist.REjm_actual_parms; 
formals.RE_r_actual_parm=fieldJist.RE_r_actual_parm; 

formats. rjype_mark«=fieldjist.rjype_mark; 
formats. g_actual_parms=fieldjist.g_actual_parms; 
formats. gen  Joop_vars=fieldJist.genJoop_vars; 
formats .  rpkg_puts=f  ield  Jist .  rpkg_puts ; 

formats. such_quantifierjrans= 
re  st  rict  io  n .  sue  h_qu  a  nt  if  ie  r J  ra  ns ; 

} 

limitation:  Only  1  crjype_mark  allowed. 

Ifieldjist 

fieldjist 

:  fieldjist  type_binding 

{ 

fieldjist[i].r_actual_parms= 

[fieldjist(2].r_actual _parms,",  ", 
type_binding.r_actual  _parms]; 

ISee  comments  at  f unction. call_specs. 
fieldjist[1].fm_call_specs» 

((fietdjist(2].fm_catt_specs  »»  *")  || 
(type_binding.fm_call_specs  ==  "")) 
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>  [fieldjist[2].fm_call_specs,type_binding.fm_call_specs] 

#  [fiekJJist[2].fm_call_specs,"; ", 

type_binding.fm_cal!_specs]; 
field_list[2].update*fieldjist[l].  update; 
type_binding.update=fieidjist[l].update; 
field_list[1  j.fm_call_actuals« 

[field_list[2].fm_call_actuals,“,  ", 
type_binding  f m_cal!_actuals] ; 

fieldJist[2].remove«fieldJist[1].remove; 
type_binding.remove*field_iist(l]. remove; 

!See  call_specs  comment  at  function. 
field_list[i].r_call_actuals« 

(field_list[2].r_call_actuals  ==  ""  || 
type_binding.r_call_actuals  ==  "") 

>  (fieid_list[2].r_call_actuals, 

type_binding.r_call_actuals] 

#  [fieldjist[2].r_call_actuals,",  ", 

type_binding.r_call_actua!s]; 

!SC  ~all_specs  comment  at  function, 
f'  _iist[l  ]r_call_specs= 

ield_list[2].r_call_specs  -«  ""  || 
type_binding.r_call_specs  ==  "") 

>  [fieldjist[2].r_call_specs, 

type_binding.r_call_specs] 

#  [fieldjist[2].r_call_specs,"; ", 

type_binding.r_call_specs]; 

fieldjist[l]  r_parm_count= 

field_list[2].r_parm_count  +  type_binding.r_parm_count; 
field_list[l].mpkg_gets* 

[field_!ist[2].mpkg_gets,type_binding,mpkg_gets], 
field_list[l  ].g_parm_decls= 

[field_list[2].g_parm_decls,";",type_binding  g_parm_decl]; 
fieldjist[l].fm_parm_specs= 

[field_list[2].fm_parm_specs,";",type_binding.fm_parm_spec]; 
f;eld_list[l].r _parm_spec» 

{field_list[2].r _parm_spec,";",type_binding.r_parm_spec]; 
field_list[l].q_parm_specs« 

[field_list(2J.q_parm_specs,";  *,type_binding.ci_parm_specs]; 
field_list[l].c_parm_specs« 

[field_list[2].c _parm_specs,";\n’,type_binding.c_parm_spec]; 
fie(d_list[1].cr_type_mark«type_binding.cr_type_mark; 
field  Jisttl  ].c  _parm_decls- 

{field_list[2].c _parm_decls,";",type_binding.c _parm_decl], 
field  _list.r_type_mark«type_binding.r_type_mafV, 
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field_list[l].REJm_actual_parms= 

[fie!d_list[2].RE_fm_actual  _parms,’,“, 
type_binding.RE_fm_actual_parm]; 
field_list[l].RE_r_actual_parm=type_binding.RE_r_actual_parm; 
fieldjist[l].g_actua!_parms= 

[field_list[2].g_actual_parms,",", 
type_binding.g_actual  _parms]; 
field_list[l].gen_loop_vars- 
[field_list(2].gen_loop_vars,';", 
type_binding.gen_loop_vars]; 
fieldjist|1].rpkg_puts=[field_list[2].rpkg_puts, 
type_binding.rpkg_puts]; 
field_list[1].text* 

[fiekJ_list[2].text,"  ,  " ,type_bir»ding  text] ; 


} 

I  type_binding 

{ 

field  Jist.r_actualjDarms=type_binding.r_actuaLparms; 

type_binding.remove=field_lisf.  remove; 

type_binding.update=field_list. update; 

field  Jist.r_call_actuals=type_binding.r_call_actuals; 

field_list.r_call_specs=type_binding.r_call_specs; 

field  Jist.r_parm_count=type_binding.r_parm_count; 

field_list.fm_calLactuals=type_binding.fm_call_actuals; 

field_list.fm_call_specs=type_binding.fm_calLspecs; 

field_list.mpkg_gets*type_binding.mpkg_gets; 

field_list.g_parm_decls=[type_binding  g_parm_decl]; 

fieldjist.fm  _parm_specs=[type_binding.fm  _parm_spec); 

field_list.r_parm_spec=[type_binding.r_parm_spec]; 

field_list.c_parm__specs=[type_binding.c_parm_spec]; 

field_list.q_parm_specs=[type_binding.q_parm_specs]; 

fieldjist.cr_type_mark=[type__binding.cr_type_mark]; 

field_list.c_parm_decls=[type_binding.c_parm_decl]; 

field_list.cr_parm=type_binding.cr _parm; 

field_list.r_parm=type_binding.r_parm; 

field_list.RE_fm_actual_parms=type_binding,RE_fm_actual_parm; 
field_list.RE_r_actual_parm»type_binding.RE_r_actual  _parm; 
field_list.r_type_mark«type_binding.r_type_mark; 

field_list.g_actual_parms«type_binding.g_  actual  _parms; 
field  Jist.gen_loop_vars»type_binding.gen_loop_vars; 
f  ield Jist.  rpkg_puts-type_binding.  rpkg_puts  ; 
field_list.text»type_binding.text; 

} 

!  identitierjist  for  c_parm_decl  should  contain  only  1  identifer 
!type_binding 
type_binding 
;  namejist  expression 
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{ 

iype_binding.r_actual_parms=name_list.r_actual_parms; 
type_binding.fm_call_specs= 
name_list.fm_call_specs; 
name Jist .update*type_binding  update ; 
type_binding.fm_cal!_acluals- 
name_list.fm_call_actuals; 

name  Jist.remove*type_binding.  remove; 
type_binding.r_call_actuais- 
name_list.r_call_actuals; 
type_binding.r_call_specs= 
namejist.r_ca!l_specs; 

type_binding.r_parm_count=name_list.r_parm_count; 

type  J)inding.mpkg_gets=name  Jist. mpkg_gets; 
type  J3inding.g_parm_decl=["\t",  name  Jist. identifier  Jist,":  ", 
expression.  type_mark,"\n"]; 
type_binding.(m_parm_spec= 

[■'\t\t\t\t“,name_list.identifier_list,“:  ", 
expression. type_mark,"\n"]; 
type_binding.r_parm_spec= 

("\t\t\t\t",name_list.identifierjist,":  ", 
expression. type_mark,"\n"j; 

type_binding.c_parm_spec« 

[name  Jist.  identifier  Jist,":  ",  expression.  type_mark]; 
type_binding.q_parm_specs= 

[name  Jist. identifier  Jist,":  ", expression. type_mark]; 
type_binding.crjype_mark=expression.type_mark; 
type_binding.c_parm_decl= 

["\t\t".namejist.identifier_list,":  ", 

expression. type_mark,"\n"]; 
type_binding.cr_parm=namejist.identifierjist; 
type_binding.r_parm=namejist.identifierjist; 


type_binding  REJm_actual_parm= 

["\t\t\t\t\t\t", name  Jist. identifierjist,"\n"]; 
type_binding.RE_r_actual_parm* 

["\t\t\t\t\t\t  R_Parm,\n"] ; 

type_binding.rjype_mark*expression.type_mark; 

type_binding.g_actual_parms=namejist.identifierjist; 

name  Jist. type  jnark*expression.type_mark; 
type_binding.genjoop_vars«namejist.gen_k3op_vars; 
type_binding.rpkgj3uts»namejist.rpkg_puts; 
type_binding.text=[namejist.text,"  :  ".expression.texl]; 

|  NAME  expression 
{ 
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} 

!name_!ist 
namejisl 
:  namejist  NAME 
( 

namejist[1].r_actua!_parms»= 

[name_list[2].r_actual _parms,",  *,NAME.%text]; 
name_list[2].update=namejist[1]. update; 
name  _list[1  ].fm_call_actuals= 

(name_list[l].update(NAME.%text)  —  ‘false") 

>  [namejist[2].fm_call_actuals,‘  ,  ", 

NAME.%text] 

#  [namejist(2].fm_call_actuals,"  , 

name_list[l  ].update(NAME.%text)]; 

name_list[l].fm_call_specs= 

(name_list[i].update(NAME.%text)  ==  "false") 

>  [name_list[2].fm_calLspecs,";\n", 

NAME.%text,"  :  ",  namejist[1].type_mark] 

#  [namejist[2].fm_call_specs,"  ;\n", 

NAME.%text,“:  in  out  ",  namejist[1].type_mark); 

name_list[2].remove=nameJist[l]. remove; 

!  "remove"  is  a  map  which  indicates  that  a  variable  should  be 
!  omitted  from  the  list  of  actuals.  As  a  result, 

!  name_list[2], actuals  may  be  empty.  This  conditional  checks 
!  empty  cases  in  order  to  properly  place  the  delimiter  *,". 
name_list[l].r_call_actuals= 

(name_list[ll.remove(NAME.%text)  ==  "true") 

>  name_list[2].r_call_actuals 

#  (namejist[2].r_call_actuals  ==  "*) 

>  NAME.%text 

#  [namejist[2].r_call_actuals,"  ,  ",NAME.%text]; 

I  see  name_list[2].r_call_actuals  comment  above. 
name_list[l].r_call_specs- 

(nameJist[l].remove(NAME.%text)  "true") 

>  name_list[2].r_call_specs 

#  (namejist[2].r_call_specs  «-  "") 

>  [NAME%text,*:  out  ’,namejist[1].type_marf<] 

#  [namejistl2].r_call_specs,"  ;\n", 

NAME.%text,":  out  ",  namejist[1].type_mar1<]; 

name_list[1].r _parm_count-name_list[2].r_parm_count  +  1; 
name_list.mpkg_gets» 
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[name_list.mokg_gets, 

M\t!MPLEMENTATlON.GET(INFILE,’,NAME.%text1’);\n’]; 

name_iist[1].identifier_list= 

[name_list[2].identifier_list,",  ",NAME.%text]; 
name_list[l  ].gen_loop_vars= 

[name_list[2].gen_loop_vars,";', 

NAME. %text,':", name  Jist(1].type_mar1<]; 

namejist[2].type_mark*namejist[1].type_mafk; 
name  _list[1  ] .  rpkg_puts*(name  _list[2] .  rpkg_puts, 
“M\tPUT(outfile,\"".NAME%text.“  -  \*);\n*, 
"\t\tlMPLEMENTATION.PUT(outfile,“,NAME.%text,“);\n“, 
“\t\tNEW_UNE(outfile);\n“]; 

name_list[1].text=[namejist[2].text,'  ’,NAME.%text]; 

} 

|  NAME 

{ 

name_list.r_actua!  _parms=NAME.%text; 
name_list.fm_call_actuais= 

(name_list[i].update(NAME.%text)==’false") 

>  NAME.%text 

#  name_list.update(NAME.%text); 

namejist.fm_call_specs= 

(name_list.update(NAME.%text)=="false") 

>  [NAME.%text.":  “,namejist.type_mark} 

#  [NAME.%text,“:  in  out  ",namejist.type_mark]; 

namejist[i].r_call_actuals= 

(name_list.remove(NAME.%text)  «  "true") 

MM 

> 

#  NAME%text; 

name_list.r_call_specs= 

(name_list.remove(NAME.%text)==”true") 

NN 

> 

#  [NAME.%text,":  out  ",namejist.type_mark]; 
name_list.r_parm_count=1 ; 
name_list.mpkg_gets- 

["\t\t\tlMPLEMENTATION.GET(!NFILE,",NAME.%text,");\n"]; 

name_list.identifier_list=[NAME.%text]; 

nameJist.gen_loop_vars-[NAME.%text,’:",name_list.type_mark]; 
name_list.rpkg_puts- 
['\t\tPUT(outfile1\"‘.NAME.%text,"  «\’);\n", 
■\t\tPUT(outfile.",NAME.%text1");\n’I 
"\t\tNEW_LINE(out1ile);\n"]; 
nameJist.text-NAME.%text; 

} 
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(restriction 

restriction 

:  SUCH  expressionjist 

{ 

restrict  ion.  such_quantifierjrans= 
express  ion_list.when_expr_list_trans; 
restriction.text=[*  ",SUCH.%text,"  ’.expressionjist.text); 

(return  parameter  should  never  be  part  of  restrictions 
expressionjist. r_parm="see  restriction  production"; 

} 

I 

{ 

(when  no  restrictions  exist  on  the  quantifier, 

(the  checking  test  will  always  be  conducted, 
restrict  ion.  such_quantifier  trans= 

"  (true) 

restriction.text=""; 

} 

!optional_actuaLname 
optional_actual_name 
:  actual_name 
{ 

optional_actual_name  text=actual_name.text; 


1 

I 

{ 

optional_actual_name  text«=”; 


} 

!actual_name 
actual_name 
:  NAME  ’{'  actuals  '}' 

{ 

actual_name.text=[NAME.%text,"{", actuals. text,’}’]; 


} 

|  NAME%prec  SEMI!  must  have  a  tower  precedence  than  '{' 

{ 

actual_name.type_mark»NAME.%text; 

actual_name.identifier«NAME.%text; 

actual_name.text=NAME.%text; 
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} 


'actuals 

actuals 

:  actuals  arg%prec  COMMA 

{ 

!actuals[2]  will  contain  only  one  variable 
actuals[l].init_statements* 

["\t\t\t*,arg.text,“  :*  ",actuals[2].text,";\n*]; 
actuals[1].remove_parm*arg.text; 
actuals[ij.update*((actuals[2].text:arg.text)}; 
actuals!  1],  actual  jsarms- 

[actuals[2].actual_parms,'  ,  ",arg. actual _parm]; 
actuals[2].r_parm=actuals[1].r  _parm; 
arg.r_parm»actuals[l  J.rjDarm; 
actuals[i].text=[actuals[2].  text,  V,arg.  text]; 


} 

I  arg 

( 

actuals. actual_parms=[arg.actual_parm]; 
arg.r _parm=actuals.r_parm; 
actuals. text=arg.text; 


} 

!arg 

arg 

:  expression 

{ 

arg.actual_parm=expression.expr_trans; 
expression.  r_parm=arg.r_parm; 
arg. text=expression  text; 


} 

I  pair 

{ 


) 

lexpressionjist 

expressionjist 
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:  expressionjist expression%prec  COMMA 

{ 

express  ion_list[1j.q_with_clauses= 
[expression_list[2].q_with_clauses, 
expression, q_with_clauses]; 
express  ion_list[l].when_expr_list_trans= 
[expressionJist[2].when_expr_list_trans, 

"  and  then\n\t\t\t",  expression. expr_trans]; 

Iwhere  expression  translation:  conditional  translation 
Irequires  unique  translation  generated  at  the  conditional 
!  expression 

expressionJist[1].where_expr_list_trans«> 

(expression.class  =*  ’conditionar) 

> 

[expressionJist[2].where_expr_list_trans, 

expression.conditional_trans] 

# 

[expression_list[2].where_expr_list_trans, 

"\t\t\t\tif  not  (“, expression. exprjrans,”)  then\n”, 
”\t\t\t\t\tREPORT.ERROR(condition,\n’, 
expression_list[l  ] .  R  E_actual_parms , 

”\t\t\t\t\t\“”,  expression  Jist[i].in_err_msg_when, 

’  NOT  ”, expression. text, V);^", 

“\t\t\t\tend  if;\n"]; 

Ipass  error  message  and  parameters  for  conditional  translation 
expression. err_msg=expression_list[1].in_err_msg_when; 
expression.  RE_actual_parms=expression_list[1].RE_actual  _parms; 

Ipass  information  necessary  to  determine  how  to  translate 
(the  <*>  and  *  expressions. 

expression  Jist[2].cr_parm=expression_list(l].cr  _parm; 
expression.  cr_parm=expressionJist[l].cr_parm, 
expression.  is_leftmost=1alse”; 

expression_list[2]  r_parm.expression_list[1].r  _parm; 
expression,  r  _parm=expression_list[l].r  _parm; 
expression_list.out_err_msg_when« 

["WHEN  ”,expression_list[2].text]; 

expression_list[2].in_err_msg_when« 
expression_list[i  j.in_err_msg_when; 
expressk)n_list[1].text« 

[expression_list[2].text,”,*,expression.text]; 
expression _list[2] .  R  E_actual  _parms* 
expression_list[1].RE_actual_parms; 

expression_list[l  ]. quant  ifier_funct  ions- 
[expression_list[2], quant  ifier_functions, 
expression. quant  ifierjunct  ions]; 
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expressionJist[1].qjteratorjnacros= 
[expressionJist[2].q_iteratorjnacros, 
expression. qjteratorjnacros]; 

\ 

j 

|  expression%prec  COMMA 

{ 

expression  Jist.q_withj;lauses=expression.q_withj:lauses; 
expression_list.when_exprJist_trans* 

[expression. exprjrans); 

Iwhere  expression  translation,  conditional  translation 
Irequires  unique  translation  generated  at  the  conditional 
!  expression 

expressionJist.where_expr_list_trans= 

(expression. class  =«•  “conditionar) 

> 

expression. conditionaljrans 

# 

[“\t\t\t\tif  not  (", 

expression,  exprjrans,")  then\n", 
"\t\t\t\t'tREPORT.ERROR(condition,\n“, 
expression  Jist[l].RE_actuaLparms, 

"\t\t'.t\t\t\"", expression  Jist.in_err_msg_when, 

"  NOT  ”,  expression,  text,  V);\n", 

"\t\t\t\tend  if ;\n"]; 

(pass  error  message  and  parameters  for  conditional  translation 
expression. err_msg=expression_list.in_err_msg_when; 
expression.  RE_actual_parms=expression_list.RE_actual  _parms; 

expression. crj3arm=expressionJist.cr_parm; 
expression,  is  Jeftmost="true"; 
expression  jist.c_where_exprjistjrans= 

[expression. exprjrans]; 

expression.  r_parm=expression_list.r_parm; 

expression  Jist.out_err_msg_when» 

["WHEN  ’.expression.text]; 
expressionJist[l].text=expression.text; 

expression  Jist.quantifierJunctions= 
expression. quantifier  Junctions; 

expression_list.q_iterator_macros- 
expression. qjteratorjnacros; 

} 

{expression 

expression 

:  QUANTIFIER  '(’  formats  BIND  expression  ')' 

{ 

(quantifier 
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expression!  1  ].q_with_clauses- 

("with  GEN_", QUANTIFIER. %text,"_“,i2s(QUANTIFIER.%line),’;\n", 
expression^]. q_with_clauses]; 

expression. class«"quant  if  ier"; 

!  quantifier  function 
expression!  1  ].quantifier_functions- 
(QUANTIFIER.%text  —  *ALL') 
>[*\t\t*,formals.q_parm_specsl*;\n', 

*\t\tfunction  ALL_*,i2s(QUANTIFIER.%line), 

"  return  boolean  is\n", 

*\t\t\tvalue.  boolean  :*  true;\n“, 
expression[2].quantifier_functions, 

"\t\tbegin\n", 

■\t\t\tforeach([",formals.gen_loop_vars,"],“, 

*GEN_ALL_",  i2s(QUANTIFIER. %line),’, [assurance], [\n", 

"\t\t\t\tif  (value  -  true)  then\n", 
QUANTIFIER.all_checking_trans, 

"\t\t\tend  if;])\n", 

"\t\t\treturn  value;\n", 

"\t\tend  ALL_*,i2s(QUANTIFIER.%line),’;\n“] 

#  (QUANTIFIER.%text  ==  "SOME") 
>['\t\t“,formals.q_parm_specs,";\n“, 

"\t\tfunction  SOME_",i2s(QUANTIFIER.%line), 

’  return  boolean  is\n“, 

"\t\t\tvalue:  boolean  >  false;\n*. 
expression^]. quant  ifierjunctions, 

’\t\tbegin\n*, 

■VtMNtforeachfC.formals.genJoop.vars,"],”, 
"GEN_SOME_‘.i2s(QUANTIFIER.%line),",[assurance],[\n”, 
-\t\t\t\tif  (value  *  false)  then\n", 
QUANTIFIER.some_checking_trans, 

“\t\t\t\tend  if  ;])\n“, 

"\t\t\treturn  value  An”, 

"\t\tend  SOME_",i2s(QUANTIFIER.%line),";\n“] 

# 

!  all  checking  logic 

’logic  searches  for  a  single  false  case  for  failure. 

QUANTIFIER. all_checking_trans- 

("\t\t\t\t\tif  *, formats. such_quantifier_trans,*  then\n\ 

"\t\l\t\t\t\trf  not  ',expression[2].expr_trans>“  then\n", 

”\t\t \t\l\t\t\t value  >  <alse;\n", 

*\t\tM\t\t\tend  rf;\n", 

*\t\t\t\t\tend  if;\n*]; 

I  some  checking  logic 

'logic  searches  for  a  single  true  case  for  satisfaction. 
QUANTIFIER.some_checking_trans« 

["\t\t\t\t\tif  *,formals.such_quantifier_trans,'  then\n’, 
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"\t\t\t\t\t\tif  ",expression[2].exprjrans1"  then\n", 

"\t\t\t\t\t\t\tvalue  >  true;\n", 

"\t\t\t\t\t\tend  if;\n", 

"\l\t\t\t\tend  if  An*]  ; 

express  ion[2].r_parm«expression{l].r_parm; 

!  expression  translation 

expression^  ].expr_trans- 

(QUANTIFIER.%text  —  "ALL") 

>  [*ALL_",i2s(QUANTIFIER.%line)] 

#  (QUANTIFIER.%text  —  "SOME") 

>  ["SOME_",i2s(QUANTIFIER.%line)] 

#  "undefined  quantifier"; 

!  expression  text 

expression^  ].text»  [QUANTIFIER.yotext.’C.formals.text,"  ", 

BlND.%text,"  ", expression^]. text, ")"]; 

expression[2].is_leftmost="false"; 

expression^].  cr_parm=expression[l].cr_parm; 

!  iterator  macros 

expression^  ].q_rterator_macros* 
[expression[2].q_iterator_macros,"\n"1 

"--""put  with  and  use  statements  here**-An", 

"generator(GEN_", QUANTIFIER. %text,’_",i2s(QUANTIFIER.%line), 
",\(assu ranee:  fk)at\],  ", 

"\["  .formats. gen_loop_vars,"\],\n", 

“\[is\n". 

“\t-**put  any  required  declarations  here**--\n", 

"begin\n", 

"\t-**put  iterating  statements  here‘"-\n", 

"\tgenerate(-**put  generated  values  here**);\n", 

”\t-**put  more  statements  here  as  required**--\n", 

"end  GEN_",QUANTIFIER.%text,"_",i2s(QUANTIFIER.%line),";\])\nM]; 


} 

|  actual_name  !  variables  and  constants 

{ 

!actual_name 

!n 

expression.text»actual_name. identifier; 
expression. expr_trans-  actual_name.  identifier; 
expression. type_mark-actual_name.type_mark; 

expression. class-"no_special_handling"; 
expression.quantifierjunctions-'"; 
expression.q_with_clauses-""; 
expressk>n.q_iterator_macros»”; 

} 
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|  expression  '('  actuals  ’)'!  function  call 

{ 

(function  call 
In 

expression^  ].q_with_clauses*”; 
expressionflj.exprjrans* 

[expression^]. exprjrans, "(".actuals.  actual_parms,")*]; 
expression^],  r _parm*expression{  1  ].  r_parm ; 
actuals. r_parm*expression{l].r_parm; 
expression(i].text*{expression(2].text,"(",actuals.text,")"]; 

expression. class*  "no_specialJiandling"; 
expression,  quant  ifierjunctions*""; 
expression. qJteratorjnacros-”; 

} 

|  expression  actual_name!  expression  with  explicit  type  cast 

{ 

(type  cast 
!n 

’assumes  overloaded  enumeration  type  handled  by  ADA  as 
!  actual_name.text'(expr) 

expression. exprjrans* 

[actual_name. text, "'(",expression(2]. exprjrans,")"]; 
expression. text=[expression[2], text, actual  jiame. text]; 

expression[l].q_with_clauses*""; 
express  ion. class*  "no_special_handling"; 
expression]-!  ]  quantifier  Junctions-""; 
express  ion. qJteratorjnacros-""; 

} 

|  NOT  expression%prec  NOT 

{ 

Inot 

In 

expression[i].q_with_clauses=expression[2J.q_with_clauses; 
expression^  ]  exprjrans* 

["  not  (",expression[2], exprjrans,")"]; 
expression^].  r_parm=expression[l].r_parm; 
expression^  j.text=[NOT.%text, expression^]. text]; 
expression. class-"no_special_handling"; 
expressionfi], quantifierjunct  ions* 
expression^]. quant  if  ier Junctions; 
expressk>n[i].qjteratorjnacros- 
expression(2]. qJteratorjnacros; 
expression^]. isjeftmost-'false"; 
expression[2].cr _parm-expression[l].cr joarm; 

} 

|  expression  AND  expressk>n%prec  AND 

{ 

land 

In 
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expression[1].q_with_clauses= 

[expression^]. q_with_clauses, 
expression^]. q_with_clauses]; 

expression^  ].expr_trans« 

[T,expression[2].expr_trans,*  and  *, 
expression^]. exprjrans,')”]; 
expression^].  r_parm«expression[  1  ].  r_parm ; 
expression[3].r_parm-expression[l].r _parm; 

expression[1].text« 

[expression[2].text,AND.%text,expression[3].text]; 

expression. class*’no_special_handling"; 

expression[l].quantifier_functions= 

[expression^]. quantifierjunct  ions, 
expression^]. quantifierjunct  ions]; 

expression[i].q_iterator_macros= 

[expression[2].q_iterator_macros, 

expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^],  is  Jeftmost«“t  rue"; 

expression^]  is_leftmost="false*; 

expression^]. cr_parm=expression[1].cr_parm; 

expression[3].cr_parm=expressionjlj.cr_parm; 

} 

|  expression  OR  expression%prec  OR 

{ 

lor 

In 

expression^]. q_with_clauses« 

[expression^]  q_with_clauses, 
expression[3].q_with_clauses]; 

expression[l].expr_trans* 

['(",expression[2].expr_trans, 

"  or  ",expression[3].expr_trans,')"]; 
expression[2].r _parm«expression[l].r _parm; 
expression{3].  r_parm«expression[l  ] .  r  _parm ; 

expression[l].text= 

[expression^]. text, OR. %text,expression[3].text]; 


expression. class-*no_special_handling"; 


173 


expression  1  J.quantif  ierjunctions* 
[expresston[2].quantifier_functions, 
expression^]. quantifier_funct  ions]; 

expression[l].q_iterator_macros- 
[expression{2].q_fterator_macros, 
expression[3].qjterator_macros]; 
lirrfo  required  to  determine  when  we  have  reached  :.\e  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression^],  is  Jeftmost*  "true"; 
expression[3].is_leftmost*"false"; 
expression[2].crjparm=expression(l].cr_parm; 
expression[3].cr_parm»expression[l].cr _parm; 

} 

|  expression  IMPLIES  expression%prec  IMPLIES 

{ 

limplies 

!n 

expression[i]  q_with_clauses- 
[expression^]. q_with_clauses, 
expression^]. q_with_clauses]; 

expression^]. r_parm*expression(l].r_parm; 
expression[3].r_parm=expression[1].r_parm; 

(implemented  as  a  function  call,  where  "implies"  <=>  "*>" 
expression[i  ].expr_trans* 

("implies(",expression[2].expr_trans,\", 
expression^]. exprjrans,")"]; 
expression[1].text= 

[expression^]. text. IMPLIES. %text.expression(3]. text]; 


expression!  i].quantifier_functions= 
[expression[2].quantifier_functions, 
expression[3].quantifier_functions]; 

expression[1].q_iterator_macros- 
[expression[2].qJterator_macros, 
expression(3].q_iterator_macros]; 
expression. class-’no_special_handling*; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression^]  is  .leftmost- true" ; 
express  ionsj-isjeftmost-false"; 
expresston[2j.cr_parm«expression[l].cr_parm; 
expression[3].cr_parm«expression[i  j.cr _parm, 

} 

|  expression  IFF  expression%prec  IFF 
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{ 

lift 

!n 

expression]  1  ].q_with_clauses= 

[expression^]. q_with_clauses, 
expression^]. q_with_clauses]; 

!lf  this  is  the  leftmost  expression  and  expression^] 
!is  the  concept  return  parameter,  then  generate  code  to 
(return  the  value  computed  by  the  translation  of  expression^], 
liff  implemented  as  function  call,  where 
!"iff(x,y)“  <*>  "x  <»  y’ 
expression[l  ].expr_trans- 

(expression[2].expr_trans=«expression[1].cr_parm  && 
expression[l  ].is_leftmost-«"true') 
>["\t\treturn",expression[3].expr_trans1",\n"] 

#  ["iff(", expression^]. expr_trans,V, 
expression^]. exprjrans,")-]; 

expression[1].text« 

[expression[2], text, IFF. %text,expression[3].text]; 

expression. class*"no_special_handling"; 

expression[l].quantifier_functions» 

[expression^]. quantifierjunctions, 
expression[3].quantifier_fu  net  ions]; 

expression[l  ].q_iterator_macros« 

[expression^]. q_iterator_macros, 
expression^]. q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expression^]. is  Jeftmost=“t  rue"; 
express  ion[3].is_leftmost»"false"; 
expression[2].cr_parm«expression[1].cr_parm; 
expression^]. crj>arm*expression[lj.cr_parm; 

expression[2].r _parm*expression[1].r_parm; 
expression[3].r_parm-expression[l].r_parm; 

1 

|  expression  v  express  ion%prec  LE 

{ 

!« 

!n 

expression^  ]  q_with_clauses- 
[expression[2].q_with_clauses, 
expression[3].q_with_clauses]; 
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•see  comments  at  IFF  expression 
expression^  ].expr_trans= 

(expression^  ].is_leftmost*="true"  && 
expression^]. expr_trans==expression{l].cr_parm) 
>  ["\t\treturn",expression[3].expr_trans,*;\n'] 

#  expression^]. exprjrans, 

"  =  \expression[3].expr_trans,',n; 


expression[1].text= 

[expression[2].text,"  *  ",expression(3].text]; 

expression. class='no_special_handling"; 

expression[l].quantifier_functions= 
[expression[2].quantifier_functions, 
expression^]  quantifierjunctions]; 

expression^  ].q_iteratorjnacros= 

[expression^]. q_iterator_macros, 
expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression^]. is_leftmost="t  rue"; 
expression[3].isJeftmost="false"; 
expression[2]  cr_parm=expression[1  ].cr_parm; 
expression^]. cr_parrn=expression(lj.cr_parm; 

expression[2].r_parm=expression[1].r_parm; 

expression[3]r_parm=expression[1].r_parm; 


} 

|  expression  '<’  expression%prec  LE 

{ 

!< 

!n 

expression[i].q_w'th_clauses= 

[expression^]. q_with_clauses, 
expression^]. q_with_clauses]; 

expression^  ].expr_trans» 

["(", expression^]. expr_trans, 

’  <  ■1expression[3].expr_trans,")']; 
expression^]. r_parm=expression[1].r_parm; 
expression[3].r _parm«expression[lj.r _parm; 

expression[i].text»[expression[2].text,'<',expression[3].text]; 

expression.class»"no_special_handling'; 
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expression[l].quantifier_functions= 

[expression^].  quantifier  Junctions, 
expression[3].quantifier_functions]; 

expression^  ].q_iterator_macros« 

[expression^]. q_iterator_macros, 
expression[3]  ,qJterator_macros] ; 

'info  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression[2].is_leftmost-“true"; 

expression[3].is_leftmost="false’; 

expression[2].cr_parm=expression[1].cr_parm; 

expression[3].cr_parm=expression[lj.cr_parm; 


} 

|  expression  expression%prec  LE 


In 

expression[l].q_with_clauses= 

[expression[2].q_with_clauses, 

expression[3].q_with_clauses]; 

expression]-!  lexpr_trans= 

[T. expression^]. exprjrans, 

*  >  •, expression^]. exprjrans,')"]; 
expression^].  r_parm=expression[1].r_parm; 
expression[3].r_parm=expression[lj.r_parm; 

expression[l].text= 

[expression^]. text, '>",expression[3]  text]; 

expression. class="no_special_handling”; 

expression[l].quantifier_functions= 
[expression[2].quantifier_functions, 
expression^]. quantifierjunctions]; 

expression[i].q_iterator_macros= 

[expression^]  q_iterator_macros, 
expression[3]  q_iterator_macros] ; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression[2]  is_leftmost=*true*; 
expression[3].isJeftmost«"false'; 
expression[2].cr  _parm*expression[l  ].cr  jparm; 
expression[3I.cr_parm«expression[l  j.cr  _parm; 

} 
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I  expression  LE  expression%prec  LE 

{ 

!<= 

!n 

expression[l].q_with_clauses= 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[1].expr_trans= 

["(",expression[2].expr_trans, 

"  <=  ",expression[3].expr_trans,*)"]; 
expression^]. r_parm=expression[1].r_parm; 
expression[3].r_parm*expression[lj.r_parm; 

expression[i].text= 

[expression^]. text, LE.%text,expression[3], text]; 

expression. class=-no_special_handling“; 

expression[1].quantifier_functions* 

[expression[2].quantifier_functions, 

expression[3].quantifier_functions]; 

expression[l].q_iterator_macros=* 

[expression[2].qJterator_macros, 

expression[3].q_iterator_macros]; 

(info  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expression^]. isJeftmost="t  rue"; 
expression[3].isJeftmost="false"; 
expression[2].cr_parm=expression[l].cr_parm; 
expression^]  cr_parm=expression[1].cr_parm; 

} 

I  expression  GE  expression%prec  LE 

{ 

!>= 

!n 

expression[l  ].q_with_clauses* 

[expression^]. q_with_clauses, 
expression[3].q_with_clausesJ; 

expression[l  ].expr_trans* 

(T.expression[2].expr_trans, 

’  >-  ",expression[3].expr_trans,')"]; 
expression^]. r_parm»expression[l].r_parm, 
expression[3].r_parm*expression[1].r_parm; 

expression[l].text= 

[expression[2].text,GE.%text,expression[3].text]; 
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expression. class="no_special_handling"; 

expression  1].quantifier_functions= 

[expression^]. quantifier_funct  ions, 
expression[3].quantifier_functions]; 

expression[l  ].q_iterator_macros= 
[expression[2].q_iterator_macros, 
expression[3].q_iterator_macros]; 

(info  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^]. is_leftmost="t  rue"; 

expression[3].is_leftmost="false"; 

expression[2].cr_parm=expression[1].cr_parm; 

expression[3].cr_parm=expression[1].cr_parm; 


} 

|  expression  NE  expression%prec  LE 

{ 

!~= 

!n 

expression[1].q_with_clauses~ 

[expression[2].q_with_clauses, 

expression[3].q_with_clauses]; 

expression[1].expr_trans= 

["(",  expression^].  expr_trans, 

7-  ",expression[3].expr_trans,")"]; 
expression[2].r _parm-expression[l].r_parm; 
express  ion[3].r_parm=expression[lj.r_parm; 

expression^  ].text= 

[expression[2].text,NE.%text,expression(3].text]; 

expression. class="no_special_handling"; 

expression[i].quantifier_functions= 

[expression^]. quantifier_funct  ions, 
expression[3].quantifier_fu  notions]; 

expression[1].q_iterator_macros- 

[expression[2].q_iterator_macros, 

expression[3].q_iterator_macros]; 

(info  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expressio  n[2] .  is_leftmost»"t  rue' ; 
expression[3].is_leftmost="false"; 
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expression(2].cr_parm=expression[1].cr_parm; 

expression[3].cr_parm*expression[i].cr_parm; 


} 

|  expression  NLT  expression%prec  LE 

{ 

!~< 

!n 

expression[i  ].q_with_clauses- 
[expression{2].q_with_clauses, 
expression^]. q_with_clauses]; 

expression^  ].expr_trans» 

[’(not(",expression[2].expr_trans, 

"  <  ",expression[3].expr_trans, *))"]; 
expression^]. r_parm=expression[1].r_parm; 
expression[3].r _parm=expression[lj.r jparm; 

expression[i].text= 

[expression[2], text, NLT. %text,expression{3].texl]; 

expression. class="no_special_handling"; 

expression[1].quantifier_functions= 

[expression^]. quantifierjunct  ions, 
expression[3].quantifier_functions]; 

express  io  n[  1  ].q_iterator_macros* 
[expression[2].q_iterator_macros, 
expression^]. q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^]. is_leftmost="t  rue"; 

expression[3].isJeftmost="false"; 

expression[2].cr_parm=expression[l].cr_parm; 

expression[3].cr_parm=expression[lj.cr_parm; 

} 

|  expression  NGT  expression%prec  LE 

{ 

!-> 

In 

expression^  ].q_with_clauses- 
[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[l].exprjrans- 

["(not(",expression[2].expr_trans, 

“  >  ",expression[3].expr_trans, *))"]; 
expression^]. r _parm-expression(1].r _parm; 
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expression^].  r_parm=expression[  1  ].  r_parm ; 
expression[1].text= 

[expression[2].text,NGT.%texl,expression[3].lextl; 

expression.class*"no_special_handiing"; 

expression[1].quantifier_functions« 
[expression[2].quantifier_functions, 
expression[3].quantifier_fu  net  ions]; 

expression[l].q_iterator_macros- 

[expression[2].q_iterator_macros, 

expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression^]. isJeftmost=“t  rue"; 
expression[3].isJeftmost="false"; 
expression[2].cr_parm=expression[1].cr_parm; 
expression[3].cr _parm=expression[lj.cr _parm; 

} 

|  expression  NLE  expression%prec  LE 

{ 


expression[l].q_with_clauses* 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[1].expr_trans= 

["(notf, expression^]. exprjrans, 

"  <*  ", expression^]. exprjrans, "))"]; 
expression[2].  r_parm=expression[  1  ].  r_parm ; 
expression[3].r_parm=expression[lj.r_parm; 

expression[l].text~ 

[expression[2].text,NLE.%text,expression[3].text]; 

expression. class»"no_special_handling"; 

expression[l].quantifier Junctions- 
[expression[2].quantifier_functions, 
expression[3].quantifier_functions]; 

expression[1].q_iterator_macros- 
[expression^]  q_iterator_macros, 
expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 


(expression  and,  if  so,  how  to  translate  it. 
expression^] .  isjeft  most-true" ; 
express  ion[3].is_leftmost«"false"; 
expression^]. cr_parm-expression(1].cr_parm; 
expression[3].cr _parm«expression[lj.cr_parm; 

} 

|  expression  NGE  expression%prec  LE 

{ 

!*■>= 

!n 

expression^  ]. q_with_clauses« 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[l].expr_trans* 

["( not("  ,expression[2]  .expr Jrans , 

"  >=  ",expression[3].expr_trans, ’))"]; 
expression^]. r_parm=expression[1].r_parm; 
expression[3].r __parm=expressk>n[lj.r _parm; 

expressionflj.text- 

[expression[2].text,NGE.%text,expression[3].text]; 

expression.class="no_special_handling"; 

expression[l].quantifier_functions- 
[expression[2].quantifier_functions, 
expression[3].quantifier_fu  net  ions]; 

expression[1  ].q_iterator_macros- 
[expression[2].q_iterator_macros, 
expression[3].q_herator_macros]; 

(info  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression[2].is_leftmost=“true’; 

expression[3].isJeftmost="false"; 

expression[2].cr_parm-expression[l].cr_parm; 

expression[3].cr_parm=expression[ij.cr_parm; 

} 

|  expression  EQV  expression%prec  LE 

{ 

!== 

!n 

expression[1].q_with_clauses- 

[expression[2].q_wrth_clauses, 

expression[3].q_with_clauses]; 

expression^  ].expr_trans- 
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("equivalent(",expression[2].expr_trans,’  . 
expression[3].expr_trans,T]; 
expression[2].r_parm«expression[1].r_parm; 
expression(3].r_parm=expression[l].r_parm; 
expression[l].text= 

[expression[2].text,EQV.%text,expression[3].text]; 

expression.class-  ’no_special_handling"; 

expression[l].quantifier_functions* 

[expression^].  quantifier_funct  ions, 
expression[3].quanlifier_func1ions]; 

expression^  ].q_iterator_macros= 

[expression^]. q_iterator_macros, 
expression[3J.qJterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^]. is_leftmost="t  rue"; 

expression[3]  is_leftmost="false"; 

expression[2]  cr_parm=expression[1  ].cr_parm; 

expression[3].cr_parm=expression[lj,cr_parm; 

} 

|  expression  NEQV  expression%prec  LE 

{ 

!~== 

In 

expression[1].q_with_clauses- 
[expression[2].q_with_clauses, 
expression^]. q_with_ciauses]; 

expression[l].expr_trans= 

["NOT  equivalent(",expression[2].expr_trans, 

"  ,  ",expression[3].expr_trans,")"]; 
expression^]. r_parm=expression[1].r _parm; 
expression[3].r _parm=expression[lj.r _parm; 
expression[i].text* 

[expression[2].text,NEQV.%text,expression[3].text]; 

expression.  class»"no_special_handling\ 

expression[l].quantifier_functions« 

[expression[2].quantifier_functions, 

expression[3].quantifier_functions]; 

expression^  ].qJterator_macros- 
[expression^].  q_iterator_macros, 
expression^]. q_iterator_macros]; 
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linfo  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expression[2].is_leftmost=“true"; 
expression[3].isJeftmost="false"; 
expressk>n[2].cr_parm=expression{1].cr_parm; 
expression^]. cr _parm=expression[lj.cr _parm; 

} 

|  expression%prec  UMINUS 

{ 

!u- 

!n 

expression[l].q_with_clauses-expression[2].q_with_clauses; 
expression}  1  j.expr  _trans= 

["(-(", expression[2].expr_trans, ’))"]; 
expression^]. r_parm=expression[1].r_parm; 
expression[l].text=["-",expression[2].text]; 

expression. class="no_special_hand!ing"; 

expression[l].quantifier_functions= 
expression^]. quant  ifier_functions; 

expression[l].q_iterator_macros= 
expression^]. q_iterator_macros; 

expression^]. is_leftmost="t  rue"; 
expression[2].cr_parm=expression[1].cr_parm; 

) 

|  expression  '+'  expression%prec  PLUS 

{ 

!+ 

In 

expression[l].q_with_clauses- 
[expression^]. q_with_clauses, 
expression^]. q_with_clausesj; 

expression[i].expr_trans» 

[“(H,expression[2].expr_trans, 

"  +  ",expression(3].expr_trans,")"]; 
expression^].  r_parm=expression[  1  ] .  r _parm; 
expression[3].r _parm-expression[i].r_parm; 
expression!  ij.text- 

[expression[2].text,"+"1expression[3].text]; 

expression.class»’no_special_handling"; 

expression[1].quantifier_functions- 
[expression[2].quantifier Junctions, 
expression[3].quantifier_functions]; 
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expression[l].q_iterator_macros= 

[expression{2].qJterator_macros, 

expression[3].q_iterator_macros]; 

!info  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression[2].is_leftmost«true"; 

expression[3].is_leftmost=’false"; 

expression[2].cr_parm*expression[l].cr_parm; 

expression[3].cr_parm=expression[l].cr_parm; 

} 

|  expression  expression%prec  MINUS 

{ 

u 

In 

expression^]  q__with_clauses* 

[expression[2].q_with_clauses, 
expression^]. q_with_clauses]; 

expression^  ].expr_trans= 

[”(”,expression[2].exprjrans, 

"  -  ",expression{3].exprjrans,")"]; 
expression^]. r _parm=expression[1].r_parm; 
expression[3].r_parm«expression[lj.r_parm; 
expression[l].text= 

[expression[2].text,’-",expression[3].text]; 

expression. class="no_special_handling"; 

expression^  ].quantifier_functions=* 
[expression[2].quantifier_functions, 
expression^]. quantifier_functionsj; 

expression[l  ].q_iterator_macros* 
[expression[2].q_iterator_macros, 
expression^]. q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
lexpression  and,  if  so,  how  to  translate  it. 
expression^].  is_leftmost«"t  rue*; 
expression^]. is  Jeftmost-'false’; 
expression[2].cr_parm«expression[l].cr_parm; 
expression[3].cr_parm«expression[1].cr _parm; 

} 

|  expression  '*'  expression%prec  MUL 

{ 

!* 

In 

expression[l].q_with_clauses* 
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[expression[2].q_with_clauses, 

expression[3].q_with_clauses]; 

expression]-!  ]. exprjrans- 
("(*, expression^]  .exprjrans, 

’  *  ",expression[3].expr_trans,")T; 
expression^]. rj3arm=expression[l].r_parm; 
expression[3].r_parm«expression[1].r_parm; 
expression[1].text« 

[expression[2].text,"  *  *,expression[3].text]; 

expression.  class=”no_special_handIing"; 
expression]  1]. quantifier  Junctions- 
[expression[2].quantifier_functions, 
expression^]. quantifierjunctions]; 

expression]l].qJteratorjnacros= 

[expression^]. q_iterator_macros, 
expression^]  ,q_iterator_macros] ; 

•info  required  to  determine  when  we  have  reached  the  leftmost 

[expression  and,  if  so,  how  to  translate  it. 

expression^]. isJeftmost="t  rue"; 

expression[3].isJeftmost="false"; 

expression[2].cr_parm=expression[1].cr_parm; 

expression[3].cr_parm=expression[lj.cr_parm; 


} 

|  expression  T  expression%prec  DIV 

{ 

!/ 

!n 

expression[l].q_with_clauses=* 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression]-!  ]. exprjrans- 
["(".expression[2].expr_trans, 

"  /  *,expression[3]. exprjrans,")"]; 
expression[2].r _parm-expression[1].r _parm; 
expression[3] .  r_parm=expression[l  ] .  r _parm; 
expression[1].text« 

[expression^]  .text,"  /  ",expression(3].text]; 

expression.class-"no_special_handling"; 

expression[1].quantifierJunctions« 
[expression[2], quantifier  Junctions, 
expression^],  quantifier Junctions]; 
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expression^  ].qJterator_macros= 

[expression^]  .q_iterator_macros, 
expression[3]  q_iterator_macros] ; 

•info  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expression^].  isJeftmost*"t  rue*; 
expression[3].isJeftmost="false"; 
expression[2].cr_parm*expression[1].cr_parm; 
expression[3].cr _parm=expression[lj.cr _parm, 


} 

|  expression  MOD  expression%prec  MOD 

{ 

!mod 

!n 

expression[l].q_with_clauses= 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[i].expr_trans= 

["(",expression[2].expr_trans, 

"  mod  ", expression^]. exprjrans,")"]; 
expression^]. r_parm=expression[1].r_parm; 
expression[3].r_parm=expression[lj.r_parm; 
expression[1].text= 

[expression[2].text,"  ",MOD.%text,"  ",expression[3].text]; 

expression. class="no  special_handling" ; 

expression  1].quantifier_f  unctions* 

[expression^]. quantifierjunct  ions, 
expression^]. quant  if  ier_fu  net  ions]; 

expression^  ].q_iterator_macros= 
[expression[2].q_iterator_macros, 
expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^].  is_leftmost*“t  rue*; 

expression[3].is_leftmost-"false”; 

expression[2].cr_parm*expression[1].cr_parm; 

expression[3].cr_parm*expression[1].cr_parm; 

} 

|  expression  EXP  expression%prec  EXP 

{ 

!** 

(n 


187 


expression^  ].q_with_clauses* 

[expression^]. q_with_clauses, 
expression^]. q_with_clauses]; 

expression[l].exprjrans= 

["(", expression^]. exprjrans, 

"  **  ",expression[3].expr_trans,*)*]; 
expression[2].r_parm=expression[l].r_parm; 
expression^]. r_parm=expression[lj.r_parm; 
expression[1].text= 

[expression[21.text,$2.%text,expression[3].text]; 

expression. class*"no_specia!_handling*; 

expression^]. quantifier  Junctions* 
[expression[2].quantifierjunctions, 
expression[3].quantifierJunctions]; 

expression^  ].qJterator_macros* 
[expression[2].q_iterator_macros, 
expression[3]  q_iterator_macros] ; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

(expression  and,  if  so,  how  to  translate  it. 

expression^]. is  Jeftmost*  "true’; 

expression^]. isjeftmost="false"; 

e*pression[2].cr_parm=expre$sion[1].cr_parm; 

expression[3].cr_parm=expression[lj.cr_parm; 

} 

|  expression  U  expression%prec  U 

{ 

!U 

!n 

expression[i].q_with_clauses* 

[expression[2].q_with_clauses, 
expression^]. q_with_clauses]; 

expression^  ].expr  jrans* 

["unionf, expression^]. exprjrans, 

"  ,  ",expression[3].exprjrans,")"]; 
expression[2].r _parm*expression[1J.r_parm; 
expression[3].r_parm*expression[1].r_parm; 
expression[l].text- 

[expression[2].text,"  *,U.%text,*  *,expression[3].text]; 

expression. class*'no_specia!Jiandling"; 

expression[l],  quantifier Junct  ions* 
[expression[2].quantifierJunctions, 
expression[3].quantifierJunctions]; 
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expression^  ].q_iterator_macros- 
[expression[2].q_iterator_macros, 
expression[3]  q_iterator_macros] ; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression^]. isjeftmost^true’; 

expression[3].is_leftmost="false"; 

expression[2].cr_parm=expression[1].cr_parm; 

expression[3].cr_parm=expression[1].cr_parm; 

} 

|  expression  APPEND  expression%prec  APPEND 

{ 

lappend 

!n 

expression[l].q_with_clauses« 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

(translated  as  ADA  concatenation  operator 
expression^  ].expr_trans«= 

["(", expression^]. exprjrans, 

"  &  ",expression[3].expr_trans,")"]; 

expression[l].text= 

[expression[2].text,"  ", APPEND. %text,"  ", 
expression[3].text]; 

expression[2].r_parm=expression[1].r_parm; 

expression[3].r_parm=expression[1].r_parm; 


expression. class=“no_special_handling"; 

expression^]  quantifier_functions= 

[expression^].  quantifier_funct  ions, 
expression^]. quantifier_fu  net  ions]; 

expression[l].q_iterator_macros- 
[expression[2].q_iterator_macros, 
expression^]. q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression[2].is_leftmost-"true"; 

expression^]. isJeftmost«"false"; 

expression[2].cr_parm*expression[1].cr_parm; 

expression(3].cr_parm*expression(1].cr_parm; 
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} 

|  expression  IN  expression%prec  IN 

{ 

!in 

In 

expression[l].q_with_clauses* 
[expression^]. q_with_clauses, 
expression[3].q_with_clauses); 


expression^  ].expr_trans= 

["(",expression[2].expr_trans,"  IN  *, 
expression[3].expr_trans,*)"]; 

expression[1].text= 

[expression[2].text,"  ",IN.%text,"  ",  expression^],  text]; 

expression[2].r_parm=expression[l].r_parm; 

exp,ession[3].r_parm=expression[l].r_parm; 

expression[1].class="no_special_handling"; 

expression]  1].quantifier_functions= 
[expression[2].quantifier_functions, 
expression[3].quantifier_fu  net  ions]; 

expression[1].q_iterator_macros= 

[expression^]. qjterator_macros, 
expression^]. q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  it  so,  how  to  translate  it. 
expression^]. is_leftmost="t  rue"; 
expression[3].is_leftmost='false"; 
expression[2].cr_parm=expression[1J.cr _parm; 
expression[3].cr_parm=expression[l].cr_parm; 


1 

|  expression  %prec  STAR 

!  *x  is  the  value  of  x  in  the  previous  state 

{ 

!*e 

In 


expression^  ].q_with_clauses«~; 

expression]  1  ] .text-]"*", expression^]  text]; 
expression.class-"no_special_handling"; 
expression[1].quantifierJunctions»*"; 
expression[ljq_iterator_macros-""; 

} 

|  '$’  expression%prec  DOT 
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!  $x  represents  a  collection  of  items  rather  than  just  one 
!  si  =  jx,  $s2}  means  si  «  union({x},  s2) 

!  si  *  [x.  $s2]  means  si  -  append([x],  s2) 

{ 

!$ 

In 

expression[l].q_with_clauses«""; 

expression^  j-text-CS", expression] 2].  text]; 
expression. class*"no_special_handling"; 
expression[1].quantifier_functions=""; 
expression[lj.q_iterator_macros-"'; 

} 

|  expression  RANGE  expression%prec  RANGE 

!  x  in  [a  ..  b]  iff  x  in  (a  ..  D}  iff  a  <=  x  <*  b,  [a  ..  b]  is  sorted  in  increasing  order 

( 

Irange 

In 

expression[i].q_with_clauses= 

[expression^]. q_with_clauses, 
expression[3].q_with_clauses]; 

expression[i].expr_trans= 

[expression[2].expr_trans,"  ", expression^]. exprjrans]; 
expression[1].text* 

[expression[2].text,"  ",RANGE.%text,"  ",expression[3].text]; 

expression. class="no_special_handling"; 

le  g.,  quantifier  in  range  [a..SUM(  ...  )]  expression 
expression[l].quantifier_functions= 

[expression[2].quantifier_functions, 

expression[3].quantifier_functions]; 

expression^  ].q_iterator_macros« 

[expression[2].q_iterator_macros, 

expression[3].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
expression^].  isJeftmost="t  rue"; 
expression[3].isJeftmost«"false"; 
expression[2].cr_parm«expression[1].cr_parm; 
expression[3].cr _parm*expression[lj.cr_parm; 


} 

|  expression  NAME%prec  DOT 

{ 


!n 

expression[1].q_with_clauses=“"; 


translated  under  assumption  of  implementation  as  record 
expression^  ].expr_trans« 

[expression[2].expr_trans,".",NAME.%text]; 

expression[l].text*]expression[2].text,".",NAME.%text]; 
expression. class*'no_special_handling"; 

expression^]. quant  ifierjunctions*""; 
expression^  ].q_iterator_macros="; 

expression^]. is_leftmost«“t  rue"; 
expression^]  .cr_parm-expression[1J.cr_parm; 

} 

|  expression  ’['  expression  ’]'%prec  DOT 

{ 

![] 

!n 

expression[l].q_with_clauses=""; 

translation  assumes  implementation  by  ADA  array 
expression^  ].expr_trans*= 

[expression[2].exprjrans,“(“,expression{2].expr_trans,’}"]; 

expression[1].text= 

]expression[2].text,"  [",expression[3].text,"]  "]; 

expression. class="no_special_handling"; 

expression[l].quantifier_functions*"'; 
expression^  j.qJterator_macros=""; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression^]. is_leftmost*"t  rue"; 

expression[3].is_leftmost=’false“; 

expression[2].cr_parm«expression[1].cr_parm; 

expression[3].cr_parm=expression[lj.cr_parm; 

} 

| '('  expression  ')• 

{ 

K) 

In 

expression[1].q_with_clauses=[expression[2].q_with_clauses]; 

expression[1].expr_trans-["(", expression^]. exprjrans,")"]; 
expression[1].text*("(",expression[23.text1")"]; 
expression.class«"no_special_handling"; 
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expression!  1  ]. quantifier  Junctions® 
expression[2].quantitier Junctions; 
expression!  1  ].qJterator_macros- 
expression(2].q_iterator_macros; 

expressionf2].isJeftmost="true"; 

expression[2].cr_parm=expression[l].cr_parm; 

) 

| '('  expression  NAME  ’)'!  expression  with  units  of  measurement 

!  standard  time  units:  NANOSEC  MICROSEC  MILLiSEC  SECONDS  MINUTES  HOURS 
DAYS  WEEKS 

{ 

!(TIME) 

In 

expression[l].quantifierJunctions*’"; 

(there  is  nothing  to  support  this  translation 
expression^  J.expr  Jrans* 

expression^]. exprjrans,”  “,NAME.%text,")"]; 

expression[l].text=['("1expression[2].text,NAME.%text,“)"]; 

expression. class="no_special_handling"; 
expression[1].q_iterator_macros=""; 

} 

|  TIME!  The  current  local  time,  used  in  temporal  events 
{ 

(time 

In 

expression[1].q_with_clauses="“; 

Icall  on  system  clock 
expression[l].exprjrans="CLOCK"; 

expression[i].text=TIME%text; 

expression.class="no_special_handling"; 
expression!"!],  quant  ifierjunctions®”"; 
expression[l].q_iterator_macros=’"; 


} 

|  DELAY!  The  time  between  the  triggering  event  and  the  response 

Idelay 

In 

expression[1].q_with_clauses«’"; 
expression!l].text»DELAY.%text; 
expression. class«"no_speciaLhandling’; 
expression!1].quantifierJunctions»""; 
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expression(l].qJterator_macros=”; 


} 

|  PERIOD!  The  time  between  successive  events  of  this  type 

{ 

(period 

!n 

expression[l].q_with_clauses=”; 

expression^  ].text*PERIOD.%text; 
expression. class«’no_special_handling"; 
expression[1].quantifier_functions*"“; 
expression[lj.q_iterator_macros="“; 

} 

|  literal !  literal  with  optional  type  id 

{ 

(literal 

!n 

expression[i].q_with_clauses=""; 
expression^  ].expr_trans=literal. identifier; 
expression[lj.text*=literal. identifier; 
expression. class="no_special_handling"; 
expression^],  quant  ifier_functions=“"; 
expression[l].qJterator_macros=“"; 


} 

|  '?'!  An  undefined  value  to  be  specified  later 

{ 

!? 

!n 

expression]  1  ].q_with_clauses=“"; 

expression[l].text="?"; 

expression. class=“no_special_handling"; 

expression[1].quantifier_functions=“"; 

expression^  ].qJterator_macros="'; 

) 

|  '!'!  An  undefined  and  illegal  value 

{ 

M 

!n 

expression[1].q_with_clauses*'H'; 
expression^  j.text=V; 
expression. class*"no_special_handling"; 
expression]!]. quant  ifierjunctions-""; 
expression]1].q_iterator_macros»**; 

} 

|  IF  expression  THEN  expression  middle  cases  ELSE  expression  FI 

{ 

(conditional 
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!n 

expression^  ].q_with_clauses* 

[expression^]. q_with_clauses, 
expre  ssion[3].q_with_clauses, 
middle_cases.q_with_clauses, 
expression[4].q_with_clauses]; 

expression.conditional_trans« 

[”\t\t\tit  (",expression[2].expr_trans,")  then\n", 

"\t\t\t\tif  not  (",e::pression[3].expr_trans,")  then\n", 

"\t\t\t\t\tREPORT.ERROR(condition,\n", 

expression[l].RE_actual_parms, 

"M\t\t\t\t\"",expression[3].err_fnsflt,,\");\n*1 

"\t\t\t\tend  if  An", 

middle_cases.translation, 

"\t\t\telse\n", 

"\t\t\t\tif  not  (",expression[4].expr_transr)  then\n*. 
"\t\t\t\t\tREPORT.ERROR(condition,\n", 
expression[i].RE_actual_parms, 

"\t\t\t\t\t\“",  expression^].  err_msg,"V);\n", 

"\t\t\t\tend  if  ;\n“, 

"\t\t\tend  if ;\n"]; 

lerror  message  when  the  antecedent  is  true  but  the 
(consequence  (THEN)  is  false 
expression[3].err_msg» 

[expression[l].err_msg,"  IF  ",expression[2].text,"  NOT  ", 
expression[3].text]; 

lerror  message  when  the  antecedent  is  false 
'.but  the  consequence  (ELSE)  is  false 
expression[4].err_msg- 

[expression^ ].err_msg,"  IF-ELSE  NOT  *,expression[4].text]; 

Ipasses  the  appropriate  part  to  the  error  message  to 
!  middle_cases 

middle_cases.err_msg»expression[1].err_msg; 

Ipass  the  error  message  parameters  to  middle_cases 
middle_cases.RE_actual_parms»expression[l].RE_actual  _parms; 

Ipass  the  return  parameter  name  to  appropriate  children 
middle_cases.r _parm«expression[1].r _parm; 
expression^]. r_parm«expression(i].r_parm; 
expression[3].r_parm«expressioni  ij.r _parm ; 
expression[4].r_parm»expression[1].r_parm; 

la  flag  that  indicates  that  this  expression  requires 
(special  handling. 
expression[1].class«"conditional"; 
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Ipass  up  all  quantifier  Junctions 
expression^]. quantifierjunctions- 
(expression^],  quantifier  Junctions, 
expressjon[3].quantifierJunctions, 
middle_cases.quantifier  Junctions, 
expression(4].quantifierJunctions]; 

Ipass  up  the  quantifier  iterator  shells 
expression[1].qJterator_macros» 
[expression(2].q_iterator_macros1 
expression^]  ,qJterator_macros, 
middle_cases.qJterator_macros, 
expression(4].q_iterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 

lexpression  and,  if  so,  how  to  translate  it. 

expression[2].isJeftmost«"false"; 

expression(3]  .is  Jeftmost="f  alse" ; 

expression[4].isJeftmost*'false"; 

expression[2].cr_parm«expression[1].cr_parm; 

expression[3].cr_parm=expression[1].cr_parm; 

expression(4].cr _parm=expression[lj.cr _p  arm; 

middle_cases.cr_parm=expression[l].cr_parm; 

} 

!middle_cases 

middle_cases 

:  middle_cases  ELSEJF  expression  THEN  expression 

{ 

middle_cases[l].q_with_clauses«: 

[middle_cases[2].q_with_clauses, 

expression[l].q_with_clauses, 

expression[2].q_with_clauses]; 

middle_cases[l]. translation- 
[middle_cases[2]. translation, 

"\t\t\telsif", express  ion[l].exprjrans,"then\n", 

"\t\t\t\tif  not  (", expression^]. exprjrans,*)  then\n", 
"\t\t\t\t\tREPORT.ERROR(condition,\n", 
middle_cases(l].RE_actual  _parms, 
”\t\t\t\t\t\*",expression[2].err_msg,'\")  ;\n", 

"\t\t\t\tend  if ;\n"]; 

lerror  message  when  antecedent  is  true  but  consequence 
!is  false 

expression^]. err_msg» 

(middle_cases(  1  ] .  err_msg, 

*  IF-ELSEJF  *,expression(1].text, 

'  NOT  *,expression(2].text]; 
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Ipass  the  appropriate  portions  of  the  error  message 
!to  recursive  middle_cases 
middle_cases[2].err_msg«middle_cases[l].err_msg; 

Ipass  the  return  parameter  name  to  appropriate  children 
middle_cases[2].r_parm=middle_cases(1].r _parm; 
expression(l].r jDarm«middle_cases[l].r_parm; 
expression^]. r _parm«middle_cases[l].r  _parm; 

Ipass  the  actual  parameters  to  recursive  part. 
middle_cases[2].RE_actual_parms* 
middle_case  s[  1  ] .  R  E_actual_parms ; 

middle_cases[1].quantifier_functions= 
[middle_cases[2].quantifier_functions, 
expression[1].quantifier_fu  net  ions, 
expression[2].quantifier_functionsj; 

middle_cases[l].q_iterator_macros= 
[middle_cases[2].qJterator_macros, 
expression]  1  ].qJterator_macros, 
expression[2].qjterator_macros]; 

linfo  required  to  determine  when  we  have  reached  the  leftmost 
(expression  and,  if  so,  how  to  translate  it. 
express  io  n[  1  ] .  is  _leftmost="f  alse" ; 
expression[2].is_leftmost-’false"; 
expression[lj.cr_parm*middle_cases[1].cr_parm; 
expression^]. cr_parm=middle_cases[1].cr_parm; 
middle_cases[2].cr _parm=middle_casesI1].cr_parm, 

} 

I 

{ 

middle_cases[l].q_with_clauses=““; 
middle  _cases[lj.translation»“"; 
middle_cases[l].quantifier_fu  notions*""; 
middle_cases[l].qJterator_macros="“; 

} 

(literal 

literal 

:  INTEGERJJTERAL 

{ 

lint 

In 

literal. identifier»INTEGER_LITERAL.%text; 

} 

|  REALJJTERAL 

{ 

(real 
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!n 

literal.  identifier=REAL_LITERAL.%text; 

} 

|  CHAR_LITERAL 

{ 

'.char 

In 

literal. identifier«CHAR_LITERAL.%text; 

} 

|  STRING_LITERAL 

{ 

(string 

In 

literal.  identifier=STRING_LITERAL.%text; 

} 

|  '#■  NAME!  enumeration  type  literal 

{ 

lenum 

In 


} 

|  expressions  ']'!  sequence  literal 

{ 

(sequence 

In 


} 

| '{'  expressions  '}'!  set  literal 

{ 

Iset 

In 


} 

|  ’{'  formals  BIND  expression  ’)'!  set  literal 

{ 

Iset 

In 


} 

| expressions  expression  ’}'!  map  literal 

{ 

!  map 
In 
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I '['  pairjist "]'!  tuple  literal 

{ 

'.tuple 

In 


|  ’{’  NAME  BIND  expression  '}•!  union  literal 

{ 

lunion 

In 


I  relation  literals  are  sets  of  tuples 
(expressions 
expressions 
:  expressionjist 


(pairjist 

pairjist 

:  pairjist pair 
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APPENDIX  B 


SPEC  SUBSET  IMPLEMENTED 

This  appendix  contains  the  Spec  Subset  covered  by  the  imple¬ 
mentation.  The  complete  Spec  grammar  was  “pruned,"  resulting  in 
the  rules  presented  here.  Complete  production  rules  were  removed, 
as  well  as  some  terminals  and  non-terminals.  An  asterisk  (“*")  in  a 
production  rule  indicates  that  a  non-terminal  or  terminal  was  pruned 
from  the  rule.  Comments  clarify  the  significance  of  the  simplification. 
Assumptions  and  other  information  have  been  included  as  comments 
where  it  was  considered  prudent. 


start 
:  spec 

U 

spec 

:  *  module 

(isingle  module  Specs  only.} 
module 

|  *  *  function  *  * 

{(functions  only.) 


function 

:  *  FUNCTION  module_header  messages  concepts  END 

{(VIRTUAL  Specs  are  not  directly  implemented  and  need  not  be  considered.} 

i 

modu’^header 
:  formai_name 
U 


pragmas 

:  pragmas  PRAGMA  actual_name  '('  actuals  y 

(PRAGMA  update  implemented  to  allow  for  procedure  interface.} 
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messages 
:  *  message 

{ISingle  service  messages  only.} 


message 

:  MESSAGE  formal_message  pragmas  response 

{} 


response 
:  response_set 
U 

|  response_cases 

{} 


response_cases 

:  WHEN  expressionjist  response_set  response_cases 

{} 

|  OTHERWISE  response_set 

{} 


response_set 
.  *  reply  *  * 

{IREPLY  only,  omits  CHOOSE,  SENDS,  TRANSITION.} 


reply 

:  REPLY  actual_message  where 
{!Non-generating  REPLY  only.} 


formal_message 

:  *  Optional_formal_name  formal_arguments 

(!No  EXCEPTIONS  in  formal  message  (i.e.,  Functions  with  no  exception  handling  capability.).} 


actual_message 

:  optional_exception  optional_actual_name  formal_arguments 

{ !lf  an  optional  exception  is  used,  no  formal  arguments  are  permitted.} 


where 

:  WHERE  expression_list 

{} 
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{} 


optional_exception 
:  EXCEPTION 
U 
I 

{} 


concepts 

.  concepts  concept 

{} 

I 

{} 


concept 

:CONCEPT  formal_name  '('  formals  ’)'  VALUE  '('  formals  ')'  where 
!  functions,  defined  with  preconditions  and  postconditions 
{!Only  concepts  defined  this  way  are  currently  permitted.} 


optional_formal_name 
:  formal_name 
U 
I 

{} 


formal_name 
:  NAME  '{'  formals  ’}' 
U 

|  NAME 

U 


formal_arguments 
: '('  formals  ’)' 

U 

I 

0 


formals 

:  fieldjist  restriction 
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{} 


fieldjist 

:  fieldjist  7  type_binding 

{} 

|  type_binding 

{} 


type_binding 
:  namejist  expression 

{.'expression  (i.e.,  the  type)  must  be  implemented  in  ADA.  It  may  not  be  the  spec  generic 
type  T.} 


namejist 
:  namejist  NAME 
U 

|  NAME 

U 


restriction 

:  SUCH  expressionjist 


U 


optional_actual_name 
:  actual_name 
{} 

I 

{} 


actual_name 
:  NAME  '{'  ac.uals  '}' 
U 

|  NAME 

U 


actuals 

:  actuals  v  arg 

{} 

I  arg 
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{} 


arg 

:  expression 

U 

I  Pair 

{} 


expressionjist 
:  expressionjist  7  expression 
U 

|  expression 

{} 


expression 

!  See  Appendix  G. 

:  actual_name  !  variables  and  constants 

{} 

expression  '(’  actuals  ')'!  function  call 

0 

NOT  expression 

{} 

expression  AND  expression 

U 

expression  OR  expression 

U 

expression  v  expression 

U 

expression  '<’  expression 

U 

expression  V  expression 

{} 

expression  LE  expression 

{} 

expression  GE  expression 

O 

expression  NE  expression 

U 

expression  NLT  expression 

{} 

expression  NGT  expression 

U 

expression  NLE  expression 

{} 

!  expression  NGE  expression 

U 

expression  EQV  expression 

U 
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expression  NEQV  expression 

{) 

expression 

{} 

expression  V  expression 

{} 

expression  expression 

{} 

expression  expression 

U 

expression  7  expression 

U 

expression  MOD  expression 

{} 

expression  EXP  expression 

U 

expression  U  expression 

{} 

expression  APPEND  expression 

U 

expression  IN  expression 

U 

'('  expression  ')’ 

U 

literal  !  literal  with  optional  type  id 

U 


literal 

:  INTEGERJJTERAL 

{} 

|  REALJJTERAL 

U 

|  CHARJJTERAl 

{} 

|  STRINGJJTERAL 

{} 


expressions 
:  expressionjist 
{} 

I 

{} 
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APPENDIX  C 


USER  S  MANUAL 


I.  INTRODUCTION 

This  system  generates  an  Module  Driver  and  Output  Analyzer 
(MDOA)  in  Ada  from  a  formal  specification  written  in  Spec.  The  sys¬ 
tem  is  extremely  limited  in  its  present  form.  It  is  capable  of  generat¬ 
ing  functioning  MDOAs  for  a  subset  of  the  Spec  function  modules.  That 
subset  corresponds  roughly  to  those  modules  that  can  be  implemented 
as  Ada  functions  or  procedures  and  adhere  to  the  specifications  con¬ 
tained  in  this  manual. 

This  manual  provides  the  minimum  details  necessary  to  prepare 
for  and  execute  a  test  using  the  Module  Driver  and  Output  Analyzer 
Generator.  Several  complete  example  sessions  are  included  at  the  end 
of  this  manual. 

II.  USER  REQUIREMENTS 

The  system  depends  upon  the  user  providing  or  completing  the 
following  software  components: 

1.  Module  Specification  (user  provided). 

2.  Module  Implementation  (user  provided). 

3.  Test  Input  Generator  (user  completed). 

4.  Test  Iterators  (user  completed). 

5.  Test  Criteria  File  (user  provided). 
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Specifications  and  concrete  interfaces  for  items  1  through  4  above 
are  provided  in  Sections  III  through  VII,  respectively. 


m.  MODULE  SPECIFICATION 

The  user  must  provide  the  module  specification  written  in  Spec. 
The  file  containing  the  specification  must  have  a  name  ending  with 
“.s"  (e.g.,  spec_name.s).  The  MDOAG  is  very  limited  in  its  current 
form—  only  specifications  which  adhere  to  all  of  assertions  below 
(should)  yield  a  properly  functioning  MDOA. 

•  CONTAINS  one  (1)  module. 

•  CONTAINS  the  keyword:  FUNCTION. 

•  DOES  NOT  CONTAIN  the  keyword:  VIRTUAL. 

•  CONTAINS  only  types  in  the  Ada  Standard  Library  or  types 
declared  in  the  implementation  package. 

•  DOES  NOT  CONTAIN  the  keywords:  IMPORT  or  INHERIT. 

•  CONTAINS  one  keyword:  MESSAGE. 

•  The  “formal  message”  DOES  NOT  CONTAIN  the  keyword: 
EXCEPTION. 

•  DOES  NOT  CONTAIN  the  keywords:  CHOOSE,  GENERATE.  SEND, 
or  TRANSITION. 

•  "EXCEPTION"  responses  DO  NOT  CONTAIN  formal  arguments. 

•  ALL  CONCEPTS  CONTAIN  (1)  a  VALUE  clause,  “returning"  a  sin¬ 
gle  formal  of  type  boolean  (2)  a  non -null  WHERE  clause  starting 
with  “b  <=>  ...”  where  b  is  the  formal  contained  in  the  VALUE 
clause. 

•  DOES  NOT  CONTAIN  expressions  with  the  QUANTIFIERS:  NUM¬ 
BER.  SUM,  PRODUCT,  SET,  MAXIMUM.  MINIMUM,  UNION. 
INTERSECTION.  (MAY  CONTAIN:  SOME  and  ALL.) 

•  DOES  NOT  CONTAIN  previous  state  expressions  (e.g.,  *x). 
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•  DOES  NOT  CONTAIN  collection  of  items  expressions  (e.g.,  $x). 

•  DOES  NOT  CONTAIN  expressions  of  the  form  “  T  expression 

NAME  T  "  (i.e..  expressions  with  units  of  measurement). 

•  DOES  NOT  CONTAIN  expressions  with  “DELAY." 

•  DOES  NOT  CONTAIN  expressions  with  “PERIOD." 

•  DOES  NOT  CONTAIN  expressions  with  “?." 

•  DOES  NOT  CONTAIN  expressions  with  “1." 

•  DOES  NOT  CONTAIN  literals  with  “#." 

•  DOES  NOT  CONTAIN  sequence  literals. 

•  DOES  NOT  CONTAIN  set  literals. 

•  DOES  NOT  CONTAIN  map  literals. 

•  DOES  NOT  CONTAIN  tuple  literals. 

•  DOES  NOT  CONTAIN  union  literals. 

IV.  MODULE  IMPLEMENTATION 

The  user  must  provide  the  implementation  of  the  Spec  module  in 
an  Ada  package.  The  implementation  package  must  contain  a  subpro¬ 
gram  that  implements  the  specification  and  the  I/O  facilities  required 
to  read  test  criteria  (e.g..  values  for  generic  parameters  and 
unbounded  test  parameters)  and  write  test  results  (input  and  output 
values). 

A.  Implementation  Package 

The  module  implementation  must  be  contained  in  an  Ada 
package  in  a  file  named  “implementation. a."  The  implementation 
package  name  must  be  “IMPLEMENTATION."  Figure  C-l  shows  a 
template  for  an  implementation  package.  The  statements  enclosed  in 
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asterisks  represent  code  that  must  be  provided  by  the  implementor 
and  are  described  below. 


package  IMPLEMENTATION  Is 
•Type  Declarations* 
•Subprocedure  Specification* 
•Exception  Declarations* 

•I/O  Subprocedures* 
end  IMPLEMENTATION; 


Figure  C-l.  Implementation  Package  Template 

1.  *Type  Declarations* 

The  implementor  must  declare  all  types  used  in  the 
specification  which  are  not  contained  In  the  Ada  standard  library.  For 
example,  if  the  Spec  contains  the  type  “real",  then  an  Ada  type  “real" 
must  be  declared  in  the  visible  portion  of  the  implementation  package 
specification,  or  must  be  made  visible  via  Ada  “with"  and  “use" 
statements. 

2.  *Subprocedure  Specification* 

The  subprocedure  specification  is  the  concrete  interface 
to  Spec  module  being  implemented.  It  must  be  an  Ada  subprocedure 
specification  whose  name  matches  the  Spec  module  name  (module 
header  NAME)  (see  Figure  C-2).  It  must  adhere  to  the  concrete  inter¬ 
face  generation  rules  of  Reference  1.  pages  4-54  to  4-56.  The  parame¬ 
ters  of  the  Ada  formal  part  must  correspond  positionally  to  the  formals 
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of  the  Spec  formal  message.  When  “update"  pragmas  are  used,  all  for¬ 
mal  message  parameters  are  listed  first,  followed  by  reply  parameters 
not  included  in  an  “update"  pragma.  If  the  Spec  has  generic  parame¬ 
ters,  then  the  Ada  subprocedure  specification  must  be  generic.  The 
Ada  generic  parameters  must  correspond  positionally  to  the  formals  of 
the  Spec  module  header.  The  Ada  return  “type  mark"  must  corre¬ 
spond  to  the  return  type  of  the  Spec  REPLY  parameter  if  the  Spec 
calls  for  an  Ada  function. 


-SAMPLE  SPECIFICATION 

FUNCTION  foo{a  b:type_l,c:type_2}  -foo  is  generic,  parms  a.b.c 
MESSAGE(d  e:type_l)  —formals  are  d,e. 


REPLY(f:another_type) 

-CORRESPONDING  SUBPROCEDURE  SPECIFICATION 
generic 

r:  type_l;  —corresponds  to  a 

s:  type_l;  —corresponds  to  b 

t:  type_2;  --corresponds  to  c 

function  foo(x,y:  type_l)  return  another_type; 

--x  corresponds  to  d. 

— y  corresponds  to  e. 

—Ada  return  type  mark  “another_type"  corresponds  to  Spec 
--REPLY  another_type. 


Figure  C-2.  Sample  Spec  Specification  and  Corresponding 
Ada  Subprocedure  Specification 
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3.  * Exception  Declarations * 

All  exceptions  in  the  message  response  of  the  Spec  mod¬ 
ule  must  be  declared  in  the  visible  portion  of  the  implementation 
package  specification.  The  Ada  exception  name  (identifier)  in  the 
exception  declaration  must  match  the  Spec  exception  name  (actual 
name)  (see  Figure  C-3). 


-SPEC  REPLY  WITH  EXCEPTION 
REPLY  EXCEPTION  exception_foo 

-CORRESPONDING  Ada  EXCEPTION  DECLARATION 
exception_foo:  exception;  -same  name  as  Spec  EXCEPTION 


Figure  C-3.  Spec  Reply  with  Exception  and 
Corresponding  Ada  Declaration 

4.  * I/O  Subprocedures * 

The  specification  of  the  implementation  package  must 
contain  a  “GET"  operation  for  each  distinct  Spec  generic  parameter 
type.  It  must  also  contain  a  “PUT"  statement  for  each  distinct  Spec 
MESSAGE/REPLY  parameter  type.  The  I/O  Subprocedures  corre¬ 
sponding  to  sample  Spec  of  Figure  C-2  are  given  in  Figure  C-4. 

Notice  that  a  “GET"  is  provided  for  each  type  of  generic 
parameter  (i.e.,  type_l,  type_2)  and  that  a  “PUT"  is  provided  for  each 
type  in  the  MESSAGE/REPLY  parameters  (i.e.,  type_l,  anotherjype). 
A  “PUT"  is  not  required  for  type_2  because  it  is  not  a 
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procedure  GET{outfile: 

FILE.TYPE; 

x: 

type_l); 

procedure  GET(outfile: 

FILE  TYPE; 

x: 

type_2); 

procedure  PUT(outfile: 

FILE  TYPE; 

x; 

type_l); 

procedure  PUT(outflle: 

FILE  TYPE; 

x: 

another_type); 

Figure  C-4.  I/O  Subprocedures  Corresponding  to 
the  Spec  in  Figure  C-2 

MESSAGE/REPLY  parameter.  The  “GET"  and  “PUT"  must  appear  as 
shown  in  Figure  C-4.  except  that  additional  parameters  may  follow  the 
second  parameter  type  mark.  If  additional  parameters  are  added, 
associated  default  values  must  be  provided  for  those  parameters.  The 
additional  parameters  are  permitted  to  allow  for  definition  of  I/O  in 
terms  of  the  facilities  provided  In  the  Ada  Standard  Library.  The 
defaults  will  always  be  used  during  test  execution. 

V.  TEST  INPUT  GENERATOR 

A  test  Input  generator  shell  is  created  by  the  MDOAG  to  match  the 
Spec  being  tested.  The  user  must  complete  it  by  providing  the  code 
necessary  to  generate  the  input  values.  The  generator  shell  can  be 
found  in  the  file  “input_generator.m4"  after  executing  the 
"build_parts"  command. 

A  shell  generated  for  the  Spec  of  Figure  C-2  is  shown  in  Figure 
C-5.  The  parameters  “d"  and  “e"  on  line  *2*  are  the  variables  for 
which  values  must  be  generated.  The  parameter  “assurance"  is  the 
level  of  reliability  desired  of  the  module  being  tested—  it  is  probability 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 


**put  with  and  use  clauses  here**--  *  1  * 

generator(GENERATOR,  (assurance:  float],  |d:type_l;e:type_l],  *2* 
[is 

—**put  required  declarations  here**--  *3* 

begin 

~**put  statements  to  generate  values  here**--  *4* 

generate(~**put  generated  values  here**-);  *5* 

—**put  more  statements  here  as  required**—  *6* 

end  GENERATOR;]) 


Figure  C-5.  Sample  “GENERATOR.M4"  Shell  Generated  by  MDOAG 

of  error  (i.e.,  [*\P.  .1.0],  assuming  a  random  distribution  of  input 
values).  The  generator  must  be  written  so  that  a  sufficiently  large 
sequence  of  values  is  generated  to  achieve  this  level  of  reliability. 
(Note:  The  calculation  of  “n"  in  Figure  C-6  provides  a  sufficiently  large 
number  meeting  this  criterion  which  may  be  used  as  a  loop  control 
bound.)  Comments  are  included  in  the  shell  to  assist  the  user. 
Detailed  instructions  follow: 

•  Replace  line  *1*  with  “with"  and  “use"  statements  as  required  to 
“import"  packages/subprograms  to  support  the  generation  of  val¬ 
ues  (e.g.,  random  number  generator,  math_pkg,  etc.). 

•  Replace  line  *3*  with  Ada  variable  declaration  statements 
required  in  the  generation  process. 

•  Replace  line  *4*  with  statements  required  to  generate  the  values. 

•  Replace  “--put. ..here—"  on  line  *5*  with  the  “generated"  values. 
These  become  the  actual  parameters  used  in  the  test. 

•  Replace  line  *6*  with  any  additional  statements  required  for  fur¬ 
ther  generation  (e.g.,  loop  control,  etc.). 
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include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

with  MATH;  use  MATH; 

with  TYPE_1_PKG;  use  TYPE_1_PKG; 

generator(GENERATOR  (assurance:  float],  (d:type_l;e:type_l], 

(is 

—n  for  loop  control,  ensures  sufficient  number  of  values  are 
--generated  to  achieve  “assurance"  level  testing 
n:  constant  natural  := 

natural((1.0/assurance)*float(BIN_LOG(1.0/assurance))); 

— r,  s  are  the  values  to  be  generated  corresponding  to  d  and  e 
--respectively, 
r,  s:  type_l; 
begin 

for  i  in  1  ..  n  loop 

r  :=  TYPE_l_PKG.RANDOM_NTJMBER; 
s  ;=  TYPE_l_PKG.RANDOM_NTJMBER; 
generate(r.s); 
end  loop; 

end  GENERATOR;]) 


Figure  C-6.  Sample  Completed  “GENERATOR. M4”  Shell 

•  Once  completed,  expand  the  macro  into  the  file  “generator. a"  by 
executing  the  command  "m4  generator.m4  >  generator. a.“ 

•  Compile  generator. a  (ada  generator.a). 

Figure  C-6  shows  the  same  shell  after  completion  by  the  user.  In 
it  the  user  conveniently  takes  advantage  of  a  random  number  genera¬ 
tor  provided  in  “TYPE_1_PKG." 

VI.  TEST  ITERATORS 

One  test  ITERATOR  shell  is  generated  for  each  QUANTIFIER  in 
the  Spec.  ITERATOR  shells  are  identical  in  all  physical  regards  to 
GENERATOR  They  differ  only  in  function.  An  ITERATOR  must  iterate 
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through  the  range  of  values  of  the  parameters.  It  is  left  to  the  user  to 
determine  what  sufficient  coverage  is.  All  ITERATOR  shells  of  a  Spec 
can  be  found  in  the  “ITERATORS. m4"  file.  After  the  ITERATORS  are 
completed  and  expanded  (see  GENERATOR),  they  should  be 
compiled. 

VII.  TEST  CRITERIA  FILE 

The  user  must  provide  the  testing  criteria.  All  tests  require  that 
the  user  provide  an  “assurance /reliability"  level  desired  in  the  code. 
The  “assurance"  is  a  number  between  0.0  and  1.0.  The  low  end  (0.0) 
implies  high  reliability  (i.e.,  no  more  than  0  errors  are  produced  each 
time  the  module  is  executed.).  The  high  end  (1.0)  implies  low  reliabil¬ 
ity  (i.e.,  no  more  than  one  error  is  produced  each  time  the  module  is 
executed.).  Values  between  0.0  and  1.0  can  be  interpreted  as  “accept¬ 
able  number  of  errors”  per  “number  of  executions"  (e.g.,  0.001 
implies  that  1  error  every  1000  executions  is  acceptable). 

In  addition  to  the  assurance,  the  user  must  provide  other  values 
required  to  perform  testing.  For  example,  the  user  must  provide  val¬ 
ues  to  be  used  for  generic  instantiations.  To  determine  the  values 
required  for  the  test,  the  user  should  examine  the  GET_TEST_ 
PARAMETERS  subprocedure  of  MAIN_PKG  produced  by  the  system. 
The  sequence  of  “GET"  statements  indicates  the  values  read  by  the 
system  and  required  to  conduct  the  test.  Those  values  should  be  pro¬ 
vided  in  the  ASCII  file  “test_parameters,”  one  value  per  line,  in  the 
order  they  appear  in  the  sequence  of  read  statements. 
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Multiple  test  cases  can  be  run  sequentially,  without  interruption, 
by  providing  a  sequence  of  test  input  criteria  in  “test_parameters." 

An  example  “MAIN_PKG.GET_TEST_PARAMETERS"  subproce¬ 
dure  generated  by  the  system  and  a  “test_parameters"  file  that  will 
cause  two  tests  to  be  run  are  shown  in  Figure  C-7.  None  of  the  com¬ 
ments  will  exist  in  the  actual  code  nor  are  comments  permitted  in  the 
“test_parameters"  file.  They  are  included  in  Figure  C-7  for  explanatory 
reasons  only. 


-SAMPLE  GETTEST_PARAMETERS  OF  PACKAGE  MAIN_PKG 

procedure  GET_TEST_PARAMETERS  is 

begin 

FLTJO.GETUNFILE,  ASSURANCE); 

IMPLEMENTATION. GETQNFILE,  PRECISION); 
end  GET_TEST_PARAMETERS; 


-SAMPLE  “test_parameters"  FILE  CAUSING  TWO  TEST  EXECUTIONS 
0.1  --Corresponds  to  “ASSURANCE"  for  first  test 
0.5  —Corresponds  to  “PRECISION"  for  first  test 
0.2  --Corresponds  to  "ASSURANCE"  for  second  test 
0.1  --Corresponds  to  “PRECISION"  for  second  test 


Figure  C-7.  Sample  GET_TEST_PARAMETERS  Procedure  and  Corre¬ 
sponding  “test jparameters”  File 


VIII.  THE  ENVIRONMENT 

The  system  makes  several  assumptions  about  its  environment. 
Those  assumptions  are  outlined  in  the  following  subparagraphs. 
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A.  Ada  Compiler 

The  system  assumes  that  it  exists  in  the  user’s  Ada  environ¬ 
ment.  The  user’s  path  should  be  set  up  to  find  the  name  “ada"  to  an 
Ada  compiler. 

B.  Ada  Library  and  its  Contents 

The  system  assumes  that  “IMPLEMENTATION”,  “GENERA¬ 
TOR"  and  any  “ITERATORS"  have  been  successfully  compiled  in  (he 
user’s  Ada  library. 

C.  M4  Macro-processor  and  Macros 

The  system  assumes  the  M4  macro  processor  is  installed  in 
the  environment  and  that  the  macro  “generator. m4"  is  accessible 
through  in  the  path  contained  in  the  “include"  statement  at  the  top  of 
the  file  “driver. m4"  (produced  by  the  system).  If  the  path  is  not  cor¬ 
rect,  the  path  in  the  program  source  code  “check. k"  should  be 
changed  to  the  proper  path,  and  “check. k"  should  be  recompiled.  To 
recompile  the  source,  execute  the  command  “k  check. k"  from  a 
directory  in  which  the  Kodiyak  application  generator  is  visible. 

D.  Command  Files 

The  following  commands  should  be  visible  in  the  user’s  envi¬ 
ronment:  “check"  (MDOAG  object  code),  “build_parts"  (script  file 
invoking  “check"),  and  “assemble_MDOA"  (script  file  simulating 
“a.make").  This  can  be  accomplished  by  adding  /n/suns2/work/ 
student/sepasqua/bin  to  your  path  variable  (defined  in  your  .cshrc 
file). 
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B.  The  Spec 

The  system  assumes  the  Spec  to  be  tested  exists  in  the  file 
“spec_name.s"  in  the  current  directory. 

P.  The  Test  Parameters 

The  system  assumes  the  test  parameters  are  in  the  text  file 
“test_parameters"  in  the  current  directory. 

IX.  TEST  RESULTS 

Successful  test  runs  generate  a  file  “spec_name.err"  containing 
test  results  similar  to  the  example  shown  in  Figure  C-8.  The  results 
are  broken  into  sections  by  test  number.  In  the  example,  two  tests 
were  conducted.  For  test  number  1.  500  sample  inputs  sets  were 
tried  and  no  errors  were  detected.  For  test  number  2.  1000  sample 
inputs  sets  were  tried  and  one  error  was  found.  It  occurred  when  the 
input  parameters  had  the  values  indicated  in  the  figure  and  the  return 
condition  was  normal  (vice  some  exception  condition).  The  postcondi¬ 
tion  (d  +  e  =  f)  was  not  satisfied  when  the  precondition  (d  =  0.00)  was 
true,  as  specified  (hypothetically),  and  was  reported  as  an  error.  Sum¬ 
mary  statistics  follow  the  final  test.  In  the  example,  two  tests  were 
conducted,  1500  input  data  sets  were  run,  resulting  in  the  identifica¬ 
tion  of  one  error. 

X.  USING  THE  SYSTEM 

To  generate  and  execute  a  MDOA,  follow  the  steps  below: 

1.  Ensure  the  environment  conforms  to  Section  VIII. 

2.  Ensure  the  Spec  conforms  to  Section  III. 


219 


* 


foo  Test  Results 


TEST  NUMBER  1 


INSTANCE  SAMPLES  TESTED:  500 
INSTANCE  ERRORS  FOUND:  0 


TEST  NUMBER  2 
d  =  0.000 
e  =  0.010 
f  =  0.221 

condition  =  normal 

WHEN  d  =  0.000  NOT  (d  +  e  =  f) 


INSTANCE  SAMPLES  TESTED:  1000 
INSTANCE  ERRORS  FOUND:  1 


TOTAL  TEST  CONDUCTED:  2 
TOTAL  SAMPLES  TESTED:  1500 
TOTAL  ERRORS  FOUND:  1 


Figure  C-8.  Sample  Test  Results 


3.  Ensure  the  Implementation  conforms  to  Section  IV. 

4.  Execute  the  command:  build_parts  “specjname.s"  from  the 
Unix  prompt,  where  “specjname.s"  is  the  Spec  to  be  tested. 

5.  Examine  the  subprogram  “GET_TEST_  PARAMETERS"  of 
“MAIN.PKG"  in  the  “MAIN.PKG.a"  file.  Provide  “test_parame- 
ters"  file  conforming  to  Section  VII. 

6.  Complete  the  generator  shell:  “GENERATOR. M4"  as  described 
in  Section  V. 

7.  Complete  the  iterator  shells  (if  applicable):  “ITERATORS. M4” 
as  described  in  Section  VI. 

8.  Execute  the  command  “assemble_MDOA" 
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9.  Execute  the  command  “a.out"  from  the  Unix  prompt. 

10.  Examine  the  results  (“spec_name.err")  as  described  in 
Section  LX. 
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SAMPLE 


The  following  sample  contains  a  Spec  for  a  generic  square  root 
(Part  A),  the  implementing  package  (Part  B),  the 
GET_TEST_PARAMETERS  from  MAIN_PKG.A  (Part  C),  the  test 
parameters  supplied  by  the  user  (Part  D),  the  user  completed  input 
generator  (Part  E),  and  the  results  of  the  test  (Part  F). 


A.  SPEC  (SgUARE.ROOT.S) 

FUNCTION  square_root{precision:float  SUCH  THAT  precision  >  0.0} 
MESSAGED:  float) 

WHEN  x  >=  0.0 
REPLY(y:  float) 

WHERE  y  >  0.0,  approximates (y  *  y,  x) 

OTHERWISE  REPLY  EXCEPTION  imaginary_square_root 
CONCEPT  approximates(rl  r2:  float) 

VALUE(b:  boolean) 

WHERE  b  <=>  abs(rl  -  r2)  <=  abs(r2  *  precision) 

END 


B.  IMPLEMENTATION  (IMPLEMENTATION. A) 

with  TEXT  JO;  use  TEXT  JO; 
package  IMPLEMENTATION  is 

min_precision:  constant  float  :=  float'epsilon; 
max_precision:  constant  float  :=  float’last; 

subtype  precision  Jype  is  float  range  min_precision  ..  max_precision; 
package  FLTJO  is  new  FLOATJO(float); 
use  FLTJO; 

procedure  PUTfoutfUe:  FILE_TYPE;  x’  float; 
fore:  field  :=  DEFAULT J^ORE ; 
aft:  field  :=  DEFAULT_AFT; 

exp:  field  :=  DEFAULT_EXP)  renames  FLTJO. PUT; 

procedure  GET(infile:  FILE_TYPE;  y:  out  float; 
width:  FIELD  :=  0)  renames  FLTJO. GET; 

generic 

precision:  precision  Jype; 
function  SQUARE_ROOT(x:  float)  return  float; 
imaginary_square_root:  exception; 


end  IMPLEMENTATION; 


package  body  IMPLEMENTATION  is 

function  SQUARE_ROOT(x:  float)  return  float  is 
low,  mid,  midsq,  high;  float; 
tolerance;  float  :=  x  •  precision; 
begin 

if  x  <  0.0  then  raise  imaginary_square_root; 
elsif  x  =  0.0  then  return  x; 
end  if; 

Henceforth  x  >  0.0. 

if  x  <  1.0  then  low  :=  x;  high  :=  1.0; 
elsif  x  >  1.0  then  low  :=  1.0;  high  :=  x; 
else  return  1.0; 
end  if; 

while  (x  -  low  *  low)  >  tolerance  loop 
Invariant:  0.0  <  low  A  2  <  x  <  high  A  2 
Bound:  floor  ((high  A  2  -  low  A  2)  /  tolerance 
mid  :=  (high  +  low)  *  0.5; 
midsq  :=  mid  *  mid; 

if  midsq  >  x  then  high  :=  mid; 
elsif  midsq  <  x  then  low  :=  mid; 
else  return  mid;  —  mid  A  2  =  x 
end  if; 
end  loop; 
return  low; 
end  SQUARE_ROOT ; 
end  IMPLEMENTATION; 


C.  GET_TEST_PARAMETERS  FROM  MAIN_PKG.A 

procedure  GET_TEST_PARAMETERS  is 
begin 

FLTJO.GETUNFILE,  ASSURANCE); 
IMPLEMENTATION. GETflNFILE, precision); 
end  GET_TEST_ PARAMETERS; 

procedure  EXECUTE_TEST  is 

procedure  NEW_DRTVER  is  new  DRIVER(precision); 
begin 

NEW_DRIVER(ASSURANCE) ; 
end  EXECUTE _TEST; 
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D.  TEST  PARAMETERS  PILE  (TEST.PARAMETERS) 

0.1  (The  user  decided  to  run  two  test  sets.) 

0.5 

0.2 

0.1 


E.  COMPLETED  INPUT.GENERAT0R.M4 

include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
**put  with  and  use  clauses  here**— 
with  MATH;  use  MATH; 
with  RANDOM;  use  RANDOM; 

generator(GENERATOR,  (assurance:  float],  [x:float], 

[is 

**put  required  declarations  here**— 
n:  constant  natural  := 

natural((1.0/assurance)*float(BIN_LOG(l.  O/assurance))); 
the_value:  float; 
begin 

**put  statements  to  generate  values  here**— 

GET_TIME_SEED ; 
for  i  in  1  ..  n  loop 
the_ value  :=  RANDOM. NUMBER; 
generate(the_value); 
end  loop; 

**put  more  statements  here  as  required**— 
end  GENERATOR;]) 


F.  TEST  RESULTS  (SQUARE_ROOT.ERR) 


square_root  Test  Results 


TEST  NUMBER  1 


INSTANCE  SAMPLES  TESTED:  33 

INSTANCE  ERRORS  FOUND:  0 
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TEST  NUMBER 


2 


INSTANCE  SAMPLES  TESTED:  12 

INSTANCE  ERRORS  FOUND:  0 


TOTAL  TESTS  CONDUCTED:  2 

TOTAL  SAMPLES  TESTED:  45 

TOTAL  ERRORS  FOUND:  0 
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APPENDIX  D 


SAMPLE  SPEC.  MDOA.  IMPLEMENTATION.  AND  RESULTS 

This  Appendix  contains  a  sample  Spec,  the  MDOA  generated  by 
the  MDOAG  for  that  Spec,  a  faulty  implementation  which  produces 
errors,  the  generator  implementation,  and  the  test  results.  A  second 
example  is  located  in  the  user’s  manual  (Appendix  C). 


A.  FUNCTION  MAXIMUM 

This  example  is  a  non-generic  Spec  for  a  function  returning  the 
maximum  of  two  floats. 

1.  Spec  (from  user) 

FUNCTION  maximum 
MESSAGE  (x  y: float) 

WHEN  x  >=  y 

REPLY  (bfloat)  WHERE  i  =  x 
OTHERWISE 

REPLY  (i.float)  WHERE  i  =  y 

END 

2.  MAIN  PROGRAM  (generated  by  i>uild_parts  or  check 
command) 

with  REPORT; 
with  MAIN.PKG: 
procedure  MAIN  is 
begin 

REPORT.OPEN; 

while  not  (MAIN  PKG.TESTS_COMPLETE)  loop 
MAI  N_PKG.GET_TEST_  PARAMETERS; 

MAIN_PKG .  EXECUTE.TEST; 
end  loop; 

REPORT.CLOSE; 
end  MAIN; 
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3.  MAIN_PKG  (generated  by  build_parts  or  check  command) 

package  MAIN_PKG  is 

function  TESTS  J^OMPLETE  return  boolean; 
procedure  GET_TEST_ PARAMETERS; 
procedure  EXECUTE  TEST; 
end  MAIN_PKG; 

with  FLTJO; 
with  DRIVER: 
with  IMPLEMENTATION; 
with  TEXTJO; 
use  TEXTJO; 
package  body  MAIN_PKG  is 
INFILE  :  FILE_TYPE; 

ASSURANCE  :  FLOAT  range  0.0  ..  1.0; 


function  TESTS_COMPLETE  return  boolean  is 
begin 

if  IS_OPEN(INFILE)  and  then  END_OF_FILE(INFILE)  then 
CLOSE(INFILE) ; 
return  TRUE; 

elsif  IS_OPEN(INFILE)  then 
return  FALSE; 
else 

OPENONFILE,  IN.FILE,  "test.parameters"); 
return  END_OF_FILE(INFILE) ; 
end  if; 

end  TESTS.COMPLETE; 

procedure  GET_TEST_PARAMETERS  is 
begin 

FLTJO. GET(INFILE,  ASSURANCE); 
end  GET_TEST_ PARAMETERS; 

procedure  EXECUTE_TEST  is 

procedure  NEW_DRTVER(assurance  :  float)  renames  DRIVER; 
begin 

NEW_DRTVER(ASSURANCE) ; 
end  EXECUTE_TEST; 
end  MAIN.PKG; 

4.  DRIVER. M4  (generated  by  build_parts  or  check  command) 

include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
procedure  DRIVER(assurance:  in  float); 


227 


with  GENERATOR; 

with  CHECK_PKG; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 
with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG ; 

procedure  DRIVER(assurance:  in  float)  is 
condition:  condition_type  :=  normal; 
x,  y:  float;  i:  float; 

function  IMPLEMENTATION{x,  y:  float)  return  float  renames  maximum; 

package  BLACK_BOX  is  new  CHECK_PKG(assurance); 

begin 

REPORT.  WRITE_INSTANCE_HEADER; 
foreach([x:float;y: float],  GENERATOR, [assurance],  [ 
begin 

i  :=  IMPLEMENTATION (x  .  y); 

condition  :=  normal; 
exception 

when  others  => 

condition  :=  unspecified_exception; 

end; 

BLACK_BOX.CHECK(condition,  x.  y,  i); 
INCREMENT_SAMPLES_TESTED;J) 

REPORT.  WRITE_INSTANCE_STATS; 
end  DRIVER; 

5.  DRIVER. A  (generated  by  m4) 

with  GENERATOR; 

with  CHECK.PKG; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 
with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

procedure  DRIVER(assurance:  in  float)  is 
condition:  condition_type  :=  normal; 
x,  y:  float;  i:  float; 

function  IMPLEMENTATION (x,  y:  float) 

return  float  renames  maximum; 
package  BLACK_BOX  is  new  CHECKJPKG(assurance); 
begin 

REPORT.  WRITE_INSTANCE_HEADER; 
declare 

procedure  loop_body(x:float;y:float)  is 
begin 
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begin 


i  :=  IMPLEMENTATION^  .  y); 


condition  :=  normal; 
exception 

when  others  => 

condition  :=  unspecifted_exception; 

end; 

BLACK_BOX.CHECK(condition,x,  y.  i); 
TNCREMENT_SAMPLES_TESTED; 
end  loopjbody; 

procedure  execute_loop  is  new  GENERATOR(loop_body) ; 
begin 

execute_loop(assurance) ; 
end; 

REPORT.  WRITE.I  NSTANC  E.STATS ; 
end  DRIVER; 

6.  CHECK_PKG  (generated  by  bulld_parts  or  check 
command) 

with  REPORT; 

use  REPORT; 

with  IMPLEMENTATION; 

use  IMPLEMENTATION; 

with  MDOAG.LIB; 

use  MDOAGJJB; 

with  CONDITION_TYPE_PKG ; 

use  CONDITION_TYPE_PKG; 

generic 

assurance  :  float; 
package  CHECK_PKG  is 
procedure  CHECK(condition  :  condition_type; 
x.  y  :  float; 

i  ;  float); 

end  CHECK.PKG; 

package  body  CHECK_PKG  is 


procedure  CHECK(condition  :  condition_type; 
x,  y  :  float; 
i  :  float)  is 

preconditions_satisfled  ;  boolean  :=  false; 
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begin 

if  (x  >=  y)  then 
if  not  ((i  =  x))  then 

REPOKT.ERROR(condition,  x.  y,  i,  "WHEN  x>=y  NOT  i  =  x"); 
end  if; 

preconditions.satisfied  ;=  true; 
end  if; 

if  not  (preconditions.satisfied)  then 
if  not  ((i  =  y))  then 

REPORT.ERROR(condition,  x.  y,  1.  "OTHERWISE  NOT  i  =  y"); 
end  if; 
end  if; 
end  CHECK; 
end  CHECK.PKG; 

7.  REPORT.PKG  (generated  by  check  command) 

with  TEXT  JO; 
use  TEXT  JO; 
with  IMPLEMENTATION; 
use  IMPLEMENTATION; 
with  C O ND ITIO N_TYPE_PKG : 
use  CONDITIONJYPE_PKG; 
package  REPORT  is 

procedure  ERRORfcondition  ;  condition,  type; 
x,  y  ;  float; 
i  :  float; 
msg  :  string); 
procedure  OPEN; 

procedure  WRITE J N STANCE.HEADER; 
procedure  INCREMENT_SAMPLES_TESTED; 
procedure  WRITE_INSTANCE_STATS; 
procedure  CLOSE; 
end  REPORT; 

package  body  REPORT  is 
totaljnstances  :  integer  :=  0; 
ins tance_samples Jested  :  integer  :=  0; 
total.samples  Jested  :  integer  :=  0; 

in  stance  .errors  :  Integer  0; 

total  errors  ;  integer  :=  0; 

outfife  :  FILE.TYPE; 

package  INT_IO  is  new  INTEGER JO(integer); 
use  INTJO; 

package  CONDITION  JO  is  new  ENUMERATION JO(CONDITION.TYPE); 
use  CONDITIONJO; 
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procedure  OPEN  is 
begin 

CREATE(outflle,  OUT_FILE,  "maximum. err’"); 
for  i  in  1  ..80  loop 
PUT(outfile, 
end  loop; 

NEW_LINE(outfile); 

PUT_LINE(outfile,  "maximum  Test  Results"); 
for  i  in  1  ..  80  loop 
PUT(outfile,  "*"); 
end  loop; 

NEW_LINE(outfile); 

NEW_LINE(outfile); 
end  OPEN; 

procedure  WRITE_INSTANCE_HEADER  is 
begin 

total_instances  :=  total_instances  +  1; 
instance_errors  :=  0; 
instance_samples_tested  :=  0; 

NEW_LINE(outfile); 
for  i  in  1  ..  80  loop 
PUT(outfile,  "*"); 
end  loop: 

NEW_LINE(outfile) ; 

PUTfoutfile,  "TEST  NUMBER  "); 

PUT(outfile,  total Jnstances) ; 

NEW_LINE(outfile); 
end  WRITE_INSTANCE_HEADER; 

procedure  INCREMENT_SAMPLES_TESTED  is 
begin 

instance_samples_tested  :=  instance_samples_tested  +  1 
total_samples_tested  :=  total_samples_tested  +  1; 
end  INCREMENT_SAMPLES_TESTED; 

procedure  ERROR(condition  :  CONDITION_TYPE; 

x.  y  :  float; 

i  :  float; 

msg  ;  string)  is 

begin 

instance_errors  ;=  instance_errors  +  1; 
total_errors  :=  total_errors  +  1; 

PUT(outfile,  "ERROR:  "); 

NEW_LINE(outfile); 

PUT(outfile,  msg); 

NEW  LINE(outfile); 

PUT(outflle,  "x  ="); 
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PUT(outfile,  x); 

NEW_LINE(outfiIe); 

PUT(outfile,  "y  =  "); 

IMPLEMENTATION. PUT(outfile,  y); 
NEW_LINE(outfile); 

PUT(outfile,  "i  ="); 

PUT(outfile,  i); 

NEW_LINE(outfile) ; 

PUT(outflle,  "Condition  =  "); 

PUT(outfile,  condition); 

NEW_LINE(outfile); 
end  ERROR; 

procedure  WRITE_I N STAN C E_ STATS  is 
begin 

NEWLINE(outfile) ; 
for  i  in  1  ..  40  loop 
PUT(outfile,  "*  "); 
end  loop; 

NEW_LINE(outfile); 

PUT(outfile.  "INSTANCE  SAMPLES  TESTED 
PUT(outfile,  instance_samples_tested); 
NEW_LINE(outfile) ; 

PUT(outflle.  "INSTANCE  ERRORS  FOUND: 
PUT(outfile,  instance_errors); 
NEW_LINE(outfile); 
for  i  in  I  ..  80  loop 
PUT(outfile, 
end  loop; 

NEW_LINE(outfile) ; 
end  WRITE_ I N STAN C E_ STATS ; 

procedure  CLOSE  is 
begin 

NEW_LINE(outfile) ; 
for  i  in  1  ..  80  loop 
PUT(outfile,  "•"); 
end  loop; 

NEW_LINE(outfile); 

PUT(outflle,  'TOTAL  TESTS  CONDUCTED: 
PUT(outflle,  total_instances); 
NEW_LINE(outfile) ; 

PUT(outfile,  "TOTAL  SAMPLES  TESTED: 
PUT(outflle,  total_samples_tested); 
NEW_LINE(outfile) ; 

PUT(outfiie,  ’TOTAL  ERRORS  FOUND;  "); 
PUT(outfiIe,  total  errors); 
NEW_LINE(outfile) ; 


232 


for  i  In  1  ..  80  loop 
PUT(outfile. 
end  loop; 

CLOSE(outftle); 
end  CLOSE; 
end  REPORT; 

8.  CONDITION_TTPE_PACKAGE  (generated  by  build_parts  or 
check  command) 

with  TEXT _IO; 
use  TEXT  JO; 

package  CONDITION  JYPEJ>KG  is 
type  CONDITION_TYPE  is  (normal,  unspecifled_exception) ; 
package  CONDITION  TYPE  IO  is  new  ENUMERATION JO(CONDITIONJYPE); 
end  CONDITION JYPE_PKG; 

9.  FAULTY  IMPLEMENTATION  (from  user) 

with  TEXT  JO;  use  TEXT  JO; 
package  IMPLEMENTATION  is 

package  FLTJO  is  new  FLOATJO(float); 
use  FLTJO; 

procedure  PUT(outfile:  FILE_TYPE;  x:  float: 
fore:  field  :=  DEFAULT_FORE; 
aft:  field  :=  DEFAULT_AFT ; 

exp:  field  :=  DEFAULT_EXP)  renames  FLTJO.PUT; 

procedure  GET(infile:  FILEJYPE;  y:  out  float; 
width:  FIELD  :=  0)  renames  FLTJO.GET; 

function  maximum(x:  float;y:  float)  return  float; 
end  IMPLEMENTATION; 

package  body  IMPLEMENTATION  is 

function  maximum(x:  float;y:  float)  return  float  is 
begin 

if  (x  >=  y)  then 

return  y;  -FAULTY,  SHOULD  BE  "return  x" 
else 

return  y; 
end  if; 

end  maximum; 
end  IMPLEMENTATION; 
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10.  GENERATOR  (interface  generated  by  build_parts  or  check 
command  and  completed  by  the  user) 

include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
••put  with  and  use  clauses  here**— 
with  MATH;  use  MATH; 
with  RANDOM;  use  RANDOM; 

generator(GENERATOR  (assurance:  float],  [x:float;y:float], 

[is 

••put  required  declarations  here**— 

n;  constant  natural  :=  natural((1.0/assurance)  * 

float(BIN_LOG(  1.0/  assurance))); 

x_gen,  y_gen:  float; 
begin 

••put  statements  to  generate  values  here**— 

GET_TIME_SEED; 
for  i  in  1  ..  n  loop 

x_gen  :=  RANDOM. NUMBER; 
y_gen  :=  RANDOM. NUMBER; 
generate (x_gen,  y_gen); 
end  loop; 

••put  more  statements  here  as  required**— 
end  GENERATOR;]) 

11.  INPUT  FILE  "testjparameters"  (from  user) 

0.35 


12.  OUTPUT  FILE  “maximum.err” 


TEST  NUMBER  1 

ERROR: 

WHEN  x>=y  NOT  i  =  x 
x  =  6.0864831 1665092E-01 
y  =  2.61 542549659793E-0 1 
i  =  2.61542549659793E-01 
Condition  =  NORMAL_CONDITION 
ERROR: 

WHEN  x>=y  NOT  i  =  x 
x  =  7.276197765 14044E-01 


y  =  6.95497007666803E-0 1 
i  =  6.95497007666803E-01 
Condition  =  NORMAL_CONDITION 


INSTANCE  SAMPLES  TESTED:  4 

INSTANCE  ERRORS  FOUND:  2 


TOTAL  TESTS  CONDUCTED: 

TOTAL  SAMPLES  TESTED: 

TOTAL  ERRORS  FOUND:  2 
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APPENDIX  E 


MACROS 


This  appendix  contains  the  “foreach"  and  “generator"  macros 
published  as  Reference  1,  Appendix  7. 

dnl  --  m4  comments  look  like  this 

dnl  --  use  control  characters  for  quotes  to  avoid  conflicts  with 

dnl  --  ada  programs 

changequote(U) 

dnl  --  input  and  output  formats 

dnl  -- 

dnl  --  format:  generatorfinputs,  outputs,  body) 
dnl  -- 

dnl  --  sample  invocation: 
dnl  -- 

dnl  —  generator(g,[yl:  1 1 ;  ...  ;  ym:  tm],[xl:  T1 . xn:  Tn], 

dnl  —  [is 

dnl  —  —  declarations  of  g 

dnl  -  begin 

dnl  —  --  statements  for  calculating  el . en 

dnl  --  generated  1 . en): 

dnl  --  --  more  statements,  possibly  containing  'generate" 

dnl  —  end  g;l  ) 
dnl  -- 

dnl  --  expands  to: 
dnl  -- 

dnl  —  generic 

dnl  --  with  procedure  generate(xl:  Tl;  ...  ;  xn:  Tn); 

dnl  --  procedure  g(yl:  tl;  ...  ;  ym:  tm); 

dnl  —  procedure  g(yl:  tl;  ...  ;  ym:  tm)  is 

dnl  --  --  declarations  of  g 

dnl  --  begin 

dnl  --  —  statements  for  calculating  el,  ...  ,  en 

dnl  —  generated  1 . en); 

dnl  --  --  more  statements,  possibly  containing  "generate" 

dnl  --  end  g; 
dnl  -- 

define([generator) , 

[generic 

with  procedure  generate($3); 
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procedure  $1($2); 


procedure  $1($2)  $4]) 
dnl  -- 

dnl  —  format:  foreach(loop  variables,  generator  name, 
dnl  —  generator  arguments, 

dnl  --  statements  in  loop  body) 

dnl  -- 

dnl  —  sample  invocation: 
dnl  -- 

dnl  —  foreach((xl:  T1 . xn:  Tn],  g,  [el . em], 

dnl  --  [  —  sequence  of  statements  in  the  loop  body 

dnl  -  ]  ) 

dnl  -- 

dnl  —  expands  to: 
dnl  -- 

dnl  --  declare 

dnl  --  procedure  loop_body(xl:  Tl;  ...  ;  xn:  Tn)  is 
dnl  --  begin 

dnl  --  --  sequence  of  statements  in  the  loop  body 

dnl  --  end  loop_body; 

dnl  --  procedure  execute_loop  is  new  g(loop_body); 
dnl  --  begin 

dnl  -  execute _loop(el . em):  --  translation  of  loop 

dnl  --  end; 
dnl  -- 

define([foreach], 

[declare 

procedure  loop_body($l)  is 
begin 
$4 

end  loop_body; 

procedure  execute_loop  is  new  $2(loop_body); 
begin 

execute_loop($3) : 
end;]) 

dnl  --  get  rid  of  all  predefined  macro  names 

undefine([ifdef]) 

undefine([changequote]) 

undefine([divertl) 

undefine([undivert]) 

undefine([divnum]) 

undefine([ifelse]} 

undefine([incrj) 

undeflne([eval]) 

undefine([lenl) 

undefine([index[) 


undefinedsubstr]) 

undefinedtranslit]) 

undeflne((include]) 

undefinedsinclude]) 

undefinedsyscmd]) 

undefinedmaketempl) 

undefinederrprlnt]) 

undefineddumpdefj) 

undefine  ([unix]) 

undefinedshift]) 

undeflne([dnl]) 

undefine([deflne]) 

undefinedundefinej) 


APPENDIX  F 


TRANSLATION  TEMPLATE  SUMMARY 


A.  MAIN  PACKAGE 

package  MAIN_PKG  is 
function  TESTS_COMPLETE  return  boolean; 
procedure  GET_TEST_PARAMETERS; 
procedure  EXECUTE_TEST ; 
end  MAIN_PKG; 

with  FLTJO; 
with  DRIVER; 
with  IMPLEMENTATION; 
with  TEXTJO;  use  TEXTJO; 
package  body  MAIN_PKG  is 
INFILE:  FILEJTYPE; 

ASSURANCE:  FLOAT  range  0.0  . 1 .0; 
“GENERIC  OBJECT  DECLARATIONS** 

function  TESTS_COMPLETE  return  boolean  is 
begin 


if  IS_OPEN(INFILE)  and  then  END_OF_FILE( INFILE)  then 
CLOSE(INFILE); 

return  TRUE; 

elsif  IS_OPEN(INFILE)  then 
return  FALSE; 

else  OPEN(INFILE,lN_FILE,"test_parameters"); 
return  END_OF_FILE(INFILE); 

end  if; 

end  TESTS_COMPLETE; 

procedure  GET_TEST_PARAMETERS  is 
begin 

FLTJO.GET(INFILE, ASSURANCE); 

“GENERIC  OBJECT  GETS** 

end  GET_TEST_PARAMETERS; 

procedure  EXECUTE_TEST  is 

‘•DRIVER  INSTANTIATION  OR  RENAMING  DECLARATION** 

begin 

NEW_DRIVER(ASSURANCE); 
end  EXECUTE_TEST; 
end  MAIN_PKG; 
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MAIN  PACKAGE  SUB-TEMPLATES 


“GENERIC  OBJECT  DECLARATIONS** 

Generic  object  declarations  generated  from  Spec  generic  parameters 
of  the  module  header.  Objects  may  also  be  generated  from  messages 
and  concepts  of  the  Spec  where  it  is  necessary  to  provide  bounds 
required  provide  bounds  on  the  test, 
e.g.,  precision:  float; 


“GENERIC  OBJECT  GETS** 

Facilitate  input  of  the  generic  object.  Generates  one  per  object. 
IMPLEMENT ATION.GET(INFILE, “GENERIC  OBJECT  #1“); 
IMPLEMENTATION.GETfINFILE, “GENERIC  OBJECT  #2**); 


IMPLEMENTATlON.GET(INFILE, “GENERIC  OBJECT  LAST**); 


“DRIVER  INSTANTIATION  OR  RENAMING  DECLARATION** 

‘•DRIVER  INSTANTIATION** 

Generated  if  generic  objects  are  generated, 
procedure  NEW_DRIVER  is  new 

DRIVER(**GENERIC  OBJECT  DECLARATIONS**); 
OR 

“DRIVER  RENAMING  DECLARATION** 

Generated  if  no  generic  objects  are  generated, 
procedure  NEW_DRiVER(assurance:  float)  renames  DRIVER; 


B.  DRIVER  TEMPLATE 

include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 

•‘GENERIC  FORMAL  PART** 

procedure  DRIVER(assurance:  in  FLOAT); 

with  GENERATOR; 

with  CHECK_PKG; 

with  TYPES;  use  TYPES; 

with  REPORT;  use  REPORT; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  USE  CONDITION_TYPE_PKG; 

procedure  DRIVER  is  (assurance:  in  float)  is 
condition:  conditionjype  >  normal; 

“PARAMETER  SPECIFICATIONS** 

“INSTANTIATIONS  OR  RENAMING  DECLARATIONS** 
begin 

REPORT.  WRITE_INSTANCE_HEADER; 
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foreach([(**GENERATOR  LOOP  VARIABLES**),  GENERATOR,  [(assurance)],  [ 
begin 

“FUNCTION  CALL** 
condition  :«  normal; 
exception 

**EXCEPTION_WHEN_CLAUSES*‘ 
when  others  ■> 

condition  :>  unspecitied_exception; 
end; 

BLACK_BOX.CHECK(condition, 

••FORMAL  MESSAGE  ACTUAL  PARMS**); 
INCREMENT_SAMPLES_TESTED;]) 

REPORT.  WRITE_INSTANCE_STATS; 
end  DRIVER; 

DRIVER  SUB-TEMPLATES 

“GENERIC  FORMAL  PART** 

Generic  formal  part  generated  from  the  Spec  generic  parameters  if  they  exist. 

Otherwise  no  generic  formal  part  is  generated. 

generic 

“GENERIC  PARAMETER  DECLARATIONS** 


“PARAMETER  SPECIFICATIONS** 

Parameter  specifications  generated  from  the  formal  arguments  of  the  Spec  formal  message 
"and"  response. 


“INSTANTIATIONS  OR  RENAMING  DECLARATIONS” 

Generated  based  on  the  type  of  ADA  interface  called  for  by  the  Spec  and  whether  or  not  the 
function  is  generic. 

non-generic  function: 

function  IMPLEMENTS* FORMAL  MESSAGE  PARM  SPECIFICATIONS**) 

return  “TYPE  MARK**  renames  “FUNCTION  DESIGNATOR”; 
package  BLACKJ30X  is  new  CHECK_PKG(assurance); 

non-generic  procedure: 

procedure  IMPLEMENT(**FUNCTION  CALL  SPECIFICATIONS**) 

renames  IMPLEMENTATION.** FUNCTION  DESIGNATOR**; 
package  BLACK_BOX  is  new  CHECK_PKG(assurance); 

generic  function: 
function  IMPLEMENT  is  new 

“FUNCTION  DESIGNATOR**(**GENERIC  ACTUAL  PARAMETERS**); 
package  BLACK_BOX  is  new  CHECK_PKG(**GENEP'C  ACTUAL  PARAMETERS**, 
assurance); 
generic  procedure: 
procedure  IMPLEMENT  is  new 

“FUNCTION  DESIGNATOR**(**GENERIC  ACTUAL  PARAMETERS**); 
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package  BLACK.BOX  is  new  CHECK_PKG(**GENERIC  ACTUAL  PARAMETERS**, 
assurance); 


"GENERATOR  LOOP  VARIABLES** 

Parameter  Specifications  generated  from  the  Spec  formal  message,  formated  for  the 
generator.m4  macro. 

"FUNCTION  CALL** 

Function  or  procedure  call  depending  on  the  ADA  interface, 
function  call: 

"REPLY  CALL  ACTUAL**  > 

IMPLEMENTS* FORMAL  MESSAGE  CALL  ACTUALS"); 

procedure  call: 

"INITIALIZATION  STATEMENTS" 

IMPLEMENT(**CALL  ACTUALS**); 


"FORMAL  MESSAGE  ACTUAL  PARAMETERS" 

Actual  parameters  generated  from  the  formal  arguments  of  the  Spec  formal  message. 


"EXCEPTION  WHEN  CLAUSES" 

When  clauses  generated  from  Spec  response  set  exception  clauses. 

when  "EXCEPTION  ACTUAL  NAME**  -> 

condition  **EXCEPTION_ACTUAL_NAME**_COndition; 


"GENERIC  PARAMETER  DECLARATIONS" 

Generic  parameter  declarations  generated  from  the  Spec  module  header.  May  also  be 
generated  from  other  locations  in  the  Spec  in  order  to  provide  a  means  to  bound  otherwise 
unbounded  variables, 
e  g.,  precision:  float; 


"FUNCTION  DESIGNATOR" 

Function  designator  generated  from  the  Spec  module  header  NAME. 


"REPLY  TYPE  MARK** 

Type  mark  generated  from  the  Spec  reply  type. 


C.  CHECK.PKG 

include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
with  REPORT;  use  REPORT; 
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with  MDOAGJJB;  use  MDOAGJJB; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

generic 

assurance:  float; 

‘‘GENERIC  OBJECT  DECLARATIONS** 
package  CHECK_PKG  is 

procedure  CHECK(condition:  condition_type; 
•‘PARAMETER  SPECIFICATIONS**); 
end  CHECK_PKG; 

‘•QUANTIFIER  WITH  CLAUSES** 
package  body  CHECK_PKG  is 

“CONCEPT  SUBPROGRAM  SPECIFICATIONS** 

procedure  CHECK(condition:  condition_type; 

•PARAMETER  SPECIFICATIONS**)  is 

preconditions_satisfied:  boolean  :=  false; 
••QUANTIFIER  FUNCTIONS** 

begin 

“RESPONSE  TRANSFORMATION** 
end  CHECK; 

-CONCEPT  SUBPROGRAM  BODIES** 
end  CHECK  PKG; 

-GENERIC  OBJECT  DECLARATIONS** 

See  “GENERIC  OBJECT  DECLARATIONS**  of  MAIN  PACKAGE 

-PARAMETER  SPECIFICATIONS** 

See  DRIVER  TEMPLATE  “PARAMETER  SPECIFICATIONS** 


** QUANTIFIER  WITH  CLAUSES** 

With  statements  generated  from  Spec  QUANTIFIER  expressions. 

Provide  visibility  to  the  ITERATOR  required  for  quantifier  evaluation.  One  “with"  statement  per 
QUANTIFIER. 

-QUANTIFIER  TEXT**  is  actual  quantifier  NAME  (e  g.,  ALL,  SOME,  etc  ). 

—QUANTIFIER  LINE  NUMBER**  is  the  Spec  line  number  the  quantifier  lies  on. 

The  line  number  is  used  to  ensure  unique  ITERATOR  names, 
with  -QUANTIFIER  TEXT**_** QUANTIFIER  LINE  NUMBER**; 


-CONCEPT  SUBPROGRAM  SPECIFICATIONS** 

Function  specifications  generated  from  Spec  Concepts. 

function  “CONCEPT  DESIGNATOR**(**CONCEPT  PARM  SPECS**)  return  "TYPE  MARK**; 
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“QUANTIFIER  FUNCTIONS** 

Generated  from  Spec  QUANTIFIER  expressions.  One  per  QUANTIFIER. 

“ALL  QUANTIFIER  FUNCTION** 

Generated  from  Spec  ALL  QUANTIFIERS. 

“QUANTIFIER  PARAMETER  SPECIFICATIONS** 

function  ALL_**QUANTIFIER  LINE  NUMBER**  return  boolean  is 

value:  boolean:-  true; 

“NESTED  QUANTIFIER  FUNCTIONS** 
begin 

foreach([“ITERATOR  LOOP  VARIABLES**]. 

GEN_ALL_“QUANTIFIER  LINE  NUMBER**, 

[assurance],] 

if  (value  -  true)  then 

“QUANTIFIER  ALL  CHECKING  TRANSLATION** 
end  if;]) 
return  value: 

end  ALL_**QUANTIFIER  LINE  NUMBER**; 


“SOME  QUANTIFIER  FUNCTION** 

Generated  from  Spec  SOME  QUANTIFIERS. 

“QUANTIFIER  PARAMETER  SPECIFICATIONS** 

function  SOME_**QUANTIFlER  LINE  NUMBER**  return  boolean  is 

value:  boolean:-  false; 

“NESTED  QUANTIFIER  FUNCTIONS** 
begin 

foreach([**ITERATOR  LOOP  VARIABLES**]. 
GEN_SOME_**QUANTIFIER  LINE  NUMBER**, 

[assurance],  [ 

if  (value  =  false)  then 

“QUANTIFIER  ALL  CHECKING  TRANSLATION** 
end  if;]) 
return  value; 

end  SOME_**QUANTIFIER  LINE  NUMBER**; 


“QUANTIFIER  PARAMETER  SPECIFICATIONS** 

Parameter  specifications  generated  from  the  declarations  of  the  QUANTIFIER. 


“ALL  CHECKING  TRANSLATION** 

Generated  from  the  ALL  restrictions  and  expression  list. 

if  “QUANTIFIER  SUCH  THAT  TRANSLATION**  then 

if  not  “EXPRESSION  TRANSLATION**  then 

value  :-  false; 

end  if; 

end  if; 

“SOME  CHECKING  TRANSLATION** 

Generated  from  the  SOME  restrictions  and  expression  list. 
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if  "QUANTIFIER  SUCH  THAT  TRANSLATION"  then 

if  "EXPRESSION  TRANSLATION"  then 

value  :=  true; 

end  if; 

end  if; 

"RESPONSE  TRANSFORMATION"  SUB-TEMPLATES 


"RESPONSE  TRANSFORMATION" 

Generated  from  Spec  response. 

"RESPONSE  CASES  TRANSFORMATION"  OR  "REPONSE  SET  TRANSFORMATION" 


"RESPONSE  CASES  TRANSFORMATION" 

Generated  from  Spec  response  cases. 

"WHEN  CASE  TRANSFORMATION"  OR  "OTHERWISE  CASE  TRANSFORMATION" 


"WHEN  CASE  TRANSFORMATION" 

Generated  when  another  WHEN  condition  follows  this  WHEN  condition, 
if  "WHEN  EXPRESSION  LIST  TRANSFORMATION"  then 
"RESPONSE  SET  TRANSFORMATION" 
preconditions_satisfied  :=  true; 
end  if; 


"OTHERWISE  CASE  TRANSFORMATION" 

Generated  from  Spec  response  case  containing  OTHERWISE  clause. 
This  transformation  is  always  an  insert  to  the 
"WHEN  RESPONSE  CASE  TRANSFORMATION"  shown  above, 
if  not  (preconditions_satisfied)  then 

"RESPONSE  SET  TRANSFORMATION" 
end  if; 


"RESPONSE  SET  TRANSFORMATION" 

Generated  from  the  reply  of  the  Spec  response  set. 

"EXCEPTION  TRANSFORMATION"  "WHERE  EXPRESSION  LIST  TRANSFORMATION" 


"EXCEPTION  TRANSFORMATION" 

Generated  from  the  Spec  reply  EXCEPTION,  if  one  exists, 
if  not  (condition  «  "EXCEPTION  NAME"_condition)  then 
REPORT.ERROR(condition,  "RESPONSE  ACTUAL  PARAMETERS", 
"WHEN  ERROR  MESSAGE",  ’NOT  EXCEPTION", 
"EXCEPTION  NAME"); 

end  if; 
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“WHERE  EXPRESSION  LIST  TRANSFORMATION** 
Generated  from  the  WHERE  clause  of  the  reply, 
if  not  (“EXPRESSION  #1  TRANSFORMATION**)  then 
REPORT. ERROR... 

end  if; 

if  not  (“EXPRESSION  #2  TRANSFORMATION**)  then 
REPORT. ERROR... 


end  if; 


if  not  (“EXPRESSION  #N  TRANSFORMATION**)  then 
REPORT. ERROR... 


end  if, 


“WHEN  EXPRESSION  LIST  TRANSFORMATION** 
Generated  from  the  WHEN  clause  of  a  Spec  reply. 

This  is  an  insert  to  the  “WHEN  CASE  TRANSFORMATION** 
“EXPRESSION  #1  TRANSFORMATION**  and  then 
“EXPRESSION  #2  TRANSFORMATION**  and  then 


“EXPRESSION  #N  TRANSFORMATION** 


“EXPRESSION  TRANSFORMATION** 

Appropriate  ADA  expression  generated  from  a  Spec  expression. 


“CONCEPT  SUBPROGRAM  BODIES**  AND  SUB-TEMPLATES 

Generated  from  Spec  concepts. 


“CONCEPT  SUBPROGRAM  BODIES** 

function  “CONCEPT  DESIGNATOR“(“CONCEPT  PARM  SPECS**)  return  “TYPE  MARK** 

is 

“CONCEPT  DECLARATIVE  PART** 
begin 

“CONCEPT  SEQUENCE  OF  STATEMENTS** 
end  “CONCEPT  DESIGNATOR** 


“CONCEPT  PARM  SPECS** 

Generated  from  Spec  Concept  actual  parameters. 
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“CONCEPT  DECLARATIVE  PART** 

Generated  from  the  Spec  value  type  returned  by  the  concept. 


••CONCEPT  SEQUENCE  OF  STATEMENTS** 

Appropriate  ADA  statements  generated  from  the  WHERE  clause  of  the  concept. 


"CONCEPT  SUBPROGRAM  BODIES** 

function  “CONCEPT  DESIGNATOR**(**CONCEPT  PARM  SPECS**)  return  “TYPE  MARK** 

is 

“CONCEPT  DECLARATIVE  PART** 
begin 

“CONCEPT  SEQUENCE  OF  STATEMENTS** 
end  “CONCEPT  DESIGNATOR** 

“SOME  TEMPLATE** 

This  template  implements  the  SOME  expression  as  a  function  so  that  it  may  be  combined 
with  the  logic  checking  logic  used  in  the  system.  It  assumes  a  gemerator  macro  has  been 
established  which  generates  the  values  to  be  checked.  It  looks  for  a  single  case  which 
proves  the  SOME  to  be  true. 

function  some**S_NUMBER“  return  boolean  is 
value:  boolean  :=  true 
“NESTED  QUANTIFIER  FUNCTIONS** 

begin 

foreach([**GEN_LOOP_VARS**],GEN_SOME_“S_NUMBER“,[],  [ 
if  (value  «  false)  then 

“SOME  CHECKING  CODE** 
end  if;]); 
return  value; 
end  some“S_NUMBER“; 


“S_NUMBER“ 

A  number  concatenated  to  'some'  to  eliminate  naming  conflicts. 


“NESTED  QUANTIFIER  FUNCTIONS** 

Functions  corresponding  to  nested  quantifiers  of  the  SOME  expression. 


**GEN_LOOP_VARS“ 

See  Driver  Generator  Loop  Variables. 


“SOME  CHECKING  CODE** 

Analogous  to  “WHEN  CASE  TRANSFORMATION**  of  CHECK  PACKAGE.  It 
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checks  to  see  if  the  value  generated  falls  within  the  'set'  or  ’range'  restrictions.  If  so,  it  permits 
the  values  to  checked.  Otherwise,  it  short  circuits  the  process.  Note:  this  logic  searches  for 
case  where  the  condition  is  true, 
if  "SUCH  THAT  TRANSFORMATION"  then 

if  "EXPRESSION  TRANSFORMATION"  then 
value  =  true; 

end  if; 
end  if; 


"SUCH  THAT  TRANSFORMATION" 

Identical  to  "WHEN  EXPRESSION  LIST  TRANSFORMATION"  of  CHECK 
PACKAGE. 


"ALL  TEMPLATE" 

This  template  implements  the  ALL  expression  as  a  function  so  that  it  may  be  combined  with 
the  logic  checking  logic  used  in  the  system.  It  assumes  a  gemerator  macro  has  been 
established  which  generates  the  values  to  be  checked.  It  searches  for  one  case  which 
proves  the  ALL  to  be  false. 

function  ALL"A_NUMBER"  return  boolean  is 
value:  boolean  :=  true; 

"NESTED  QUANTIFIER  FUNCTIONS" 

begin 

foreach(["GEN_LOOP_VARS"],GEN_ALL_"A_NUMBER",[],  [ 
if  (value  -  true)  then 

"ALL  CHECKING  CODE" 
end  if;]); 
return  value; 
end  all"A_NUMBER"; 


"A_NUMBER" 

A  number  concatenated  to  'all'  to  eliminate  naming  conflicts. 


"NESTED  QUANTIFER  FUNCTIONS" 

Functions  corresponding  to  nested  quantifiers  of  the  ALL  expression. 


"GEN_LOOP_VARS” 

See  Generator  Loop  Variables  of  DRIVER. 


"ALL  CHECKING  CODE" 

Analogous  to  "WHEN  CASE  TRANSFORMATION"  of  CHECK  PACKAGE.  It 

checks  to  see  if  the  value  generated  falls  within  the  'set'  or  'range'  restrictions.  If  so,  it  permits 

the  values  to  checked.  Otherwise,  it  short  circuits  the  process.  Note:  this  logic  searches  for 

one  false  case  to  disprove  the  ALL. 

if  "SUCH  THAT  TRANSFORMATION"  then 
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if  not  "EXPRESSION  TRANSFORMATION**  then 
value  * false; 

end  if; 
end  if; 


"SUCH  THAT  TRANSFORMATION" 

Identical  to  “WHEN  EXPRESSION  LIST  TRANSFORMATION**  of  CHECK 
PACKAGE. 


D.  REPORT  PACKAGE  TEMPLATE 

with  TEXTJO;  use  TEXTJO; 

with  IMPLEMENTATION;  use  IMPLEMENTATION; 

with  CONDITION_TYPE_PKG;  use  CONDITION_TYPE_PKG; 

package  REPORT  is 

procedure  ERROR(condition:  condition_type; 

"PARAMETER  SPECIFICATIONS**; 

msg:  string); 
procedure  OPEN; 

procedure  WRITE_INSTANCE_HEADER(msg:  string); 
procedure  INCREMENT_SAMPLES_TESTED; 
procedure  WRITE_INSTANCE_STATS; 
procedure  CLOSE; 
end  REPORT; 

package  body  REPORT  is 

instance_samples_tested:  integer  :=  0; 
total_samples_tested:  integer  :=  0; 
instance_errors:  integer  :»  0; 
total_errors;  integer  >  0; 
outfile:  FILE_TYPE; 

package  INTJO  is  new  INTEGERjO(integer); 
use  INT_IO; 

package  CONDITIONJO  is 

new  ENUMERATION_IO(CONDITION_TYPE); 
use  CONDITIONJO; 

procedure  OPEN  is 
begin 

CREATE(outfile,  OUT_FILE,  ""FUNCTION  NAME". err"); 
for  i  in  1..80  loop  PUT(outfile ,"*);  end  loop; 

NEWJJNE(outfile); 

PUT_UNE(outfile, 

"•FUNCTION  DESIGNATOR"  Test  Results"), 
for  i  in  1..80  loop  PUT(outfile,"*");  end  loop; 

NEWJJNE(outfile); 

NEW_LINE(outfile); 
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end  OPEN; 

procedure  WRlTE_INSTANCE_HEADER(msg:  in  string)  is 
begin 

instance_errors  >0; 
instance_samples_tested  0; 

NEWJJNE(outfile) ; 

for  i  in  1..80  loop  PUT(outfile ,"*’);  end  loop; 
NEW_LINE(outf  ile) ; 

PUT(outfile.msg); 

NEWJJNE(outfile); 

for  i  in  1..40  loop  PUT(outfile,"*  ");  end  loop; 

NEW_LINE(outfile) ; 

end  WRITE_INSTANCE_HEADER; 

procedure  INCREMENT_SAMPLES_TESTED  is 
begin 

instance_$amples_tested  := 

instance_samples_tested  +  1 

total_samples_tested  := 

total_samples_tested  +  1; 
end  INCREMENT_SAMPLES_TESTED; 

procedure  ERROR(condition:  CONDITlON_TYPE; 
-PARAMETER  SPECIFICATIONS**; 
msg:  string)  is 
begin 

instance_errors  >  instance_errors  +  1 ; 
total_errors  :»  total_errors  +  1 ; 

PUT(outf ile, "ERROR:  *); 

NEW_LINE(outfile); 

PUT(outfile,msg); 

NEW_UNE(outfile); 

-PARAMETER  PUT  STATEMENTS* 

PUT(outf ile, "Condition  «  "); 

PUT(outfile, condition); 

NEW_LINE(outfile); 
end  ERROR; 

procedure  WRITE_INSTANCE_STATS  is 
begin 

NEWJJNE; 

for  i  in  1..40  loop  PUT(outfite,"* ");  end  loop; 
NEW_UNE(outfile) ; 

PUT(outfile, "INSTANCE  SAMPLES  TESTED:  '); 
PUT(outfile,instance_samples_tested); 

NEW_LINE(outfile); 

PUT(outfile, "INSTANCE  ERRORS  FOUND:  *); 
PUT(outfile,instance_errors); 

NEW_LINE(OUtfile) ; 

for  i  in  1..80  loop  PUT(outfile,"*");  end  loop; 
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NEW_LINE(outfile); 

end  WRITE_INSTANCE_STATS; 

procedure  CLOSE  is 
begin 

NEW_LINE(outfile); 

for  i  in  1..80  loop  PUT(outfile,"“);  end  loop; 
N  EW_LIN  E(outf  ile) ; 

PUT(outfile, “TOTAL  SAMPLES  TESTED;  ’); 
PUT(outfile,total_samples_tested); 

N  E  W_LIN  E(outf  ile) ; 

PUT(outf ile, TOTAL  ERRORS  FOUND;  "); 
PUT  (outf  ile  ,total_errors) ; 

NEWJJNE(outfile); 

for  i  in  1..80  loop  PUT(outf ile ,***");  end  loop; 

CLOSE(outfile); 

end  CLOSE; 

end  REPORT; 


REPORT  PACKAGE  SUB-TEMPLATES 

“PARAMETER  SPECIFICATIONS** 

Generated  from  the  actuals  of  the  Spec  formal  message. 


“FUNCTION  DESIGNATOR** 

Generated  from  the  Spec  function  NAME  of  the  module  header. 


“PARAMETER  PUT  STATEMENTS** 

Generated  from  Spec  actual  message  parameters. 
PUT(outfile, ’“MESSAGE  PARAMETER  #1“  »  ’); 
PUT(outfile, “MESSAGE  PARAMETER  #1**); 
NEWJJNE(outfile); 

PUT(outfile, "“MESSAGE  PARAMETER  #2“  =  "); 
PUT(outfile, “MESSAGE  PARAMETER  #2 “); 
NEW_LINE(outfile); 


PUT(outfile  “‘MESSAGE  PARAMETER  #N**  -  ’); 
PUT(outfile,“MESSAGE  PARAMETER  #N“); 
NEW_LINE(outfile); 
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E.  CONDITION  JTYPE.PKG 


with  TEXTJO;  use  TEXTJO; 
package  CONDITION_TYPE_PKG  is 

type  CONDITION_TYPE  is  ("CONDmON  TYPES**); 
package  C  O  N  D  ITI  0  N  _  T  Y  P  E  _  I  O  is 

ENUMERATION  JO(CONDITION_TYPE); 

end  CONDITION_TYPE_PKG; 


P.  GENERATOR 


include(/n/suns2/work/student/depasqua/MACROS/generator.m4) 
"put  with  and  use  clauses  here"-- 

genere  Dr(*‘GEN_FUNCTlON_DESIGNATOR**,  [assurance;  float], 
["GENERATOR  LOOP  VARIABLES"], 


[is 


"put  required  declarations  here"-- 


begir 


"put  statements  to  generate  values  here**-- 
generate(-"put  generated  values  here"-); 
"put  more  statements  here  as  required**-- 
end  "GEN_FUNCTION_DESIGNATOR";]) 


G.  ITERATOR 

indue  3(/n/suns2/workystudent/depasqua/MACROS/generatorm4) 

**put  with  and  use  statements  here"- 

gene  itor(GEN_SOME_5, [assurance:  float], [rlype_2], 

[is 

"put  any  required  declarations  here"- 
begin 

"put  \erating  statements  here"-- 
gener  te(-"put  generated  values  here”); 

"put  more  statements  here  as  required"-- 
end  GEN_SOME_5;]) 

"put  with  and  use  statements  here"-- 
generator(GEN_ALL_4, [assurance:  fk>at],[q1ype_1], 

[is 

**put  any  required  declarattons  here**-- 
begin 

"put  iterating  statements  here**- 
generate(-"put  generated  values  here**); 

"put  more  statements  here  as  required**-- 
end  GEN_ALL_4;]) 


new 
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APPENDIX  G 


EXPRESSION  TRANSLATION  SUMMARY 


This  appendix  contains  a  summary  of  the  Spec-to-Ada  expression 
translations  used  in  the  MDOAG.  Assumptions  were  made  in  choosing 
the  translations.  A  careful  examination  of  these  translations  is  helpful 
for  MDOAG  users.  (Note:  “e"  and  “et"  are  shorthand  for  “expression" 
and  “expression  translation,"  respectively.  In  the  examples,  x  =>  y 
denotes  “x"  translated  to  “y."  Where  Spec  expressions  consist  of 
multiple  expressions,  positional  correspondence  of  the  expressions  to 
translations  holds  (e.g..  The  first  and  second  “e"  correspond  to  the 
first  and  second  "et,"  respectively,  in:  e  op  e  =>  et  op  et.). 

SPEC  EXPRESSION  TRANSLATION 

1.  QUANTIFIER  (formals  ::  e)  See  CHECK_PKG  Template, 

-(e.g.,  ALL(x:nat  SUCH  THAT  p(x)  ::  q(x))  =>  ALL_XX  WHERE 

--ALL_XX  is  a  function  call  returning  a  boolean  indicating 
—the  satification  or  dissatifaction  of  the  QUANTIFER.  XX 

—is  the  Spec  line  number  the  QUANTIFER  exists  on.) 

2.  actual_name  actual_name.text 

—variables,  constants  (e.g.,  5.0  =>  5.0) 

3.  e  (  actuals  )  et  (  actual. actual_parms 

) 

--function  call  (e.g.,  max(x+l,5)  =>  max((x+l),(5)) 

4.  e  @  actual_name  actual_name.text’(et) 

—assumes  overloaded  enumeration  type  for  which  Ada  resolves 

—as  translated  [Ref.  6:p.  381]. 

—(e.g.,  red@color  =>  color'(red)) 

—Spec  explicit  type  cast  for  overloaded  enumeration  types 
—(e.g.,  red@color,  red@traffic_light)  or  literals  of 
—relation  types  (e.g.,  {[a::l,b::2],[a::2,b::4])@set{tuple{a 
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—b:integer}}) 


5. 

~  e 

NOT  (et) 

6. 

e  &  e 

(et  AND  et) 

7. 

e  1  e 

(et  OR  et) 

8. 

e  =>  e  impltes(et.et) 

--implemented  sis  a  function  in  MDOAG_library. 

9. 

e  <=>  e  iff(et.et) 

—implemented  as  a  function  in  MDOAG_library. 

10. 

e  =  e 

(et  =  et) 

11. 

e  <  e 

(et  <  et) 

12. 

e  >  e 

(et  >  et) 

13. 

e  <=  e 

(et  <=  et) 

14. 

e  >=  e 

(et  >=  et) 

15. 

e  ~=  e 

(et  \=  et) 

16. 

e  ~<  e 

NOT  (et  <  et) 

17. 

e  ~>  e 

NOT  (et  >  et) 

18. 

e  ~<=  e 

NOT  (et  <=  et) 

19. 

e  ->=  e 

NOT  (et  >=  et) 

20. 

e  ==  e  equivalent(et,  et) 

--assumes  user  defined  in  IMPLEMENTATON. 

21. 

e  -==  e 

—See  comment  for  translation  20. 

NOT  equivalent(et.et) 

22. 

-  e 

-  et 

23. 

e  +  e 

(et  +  et) 

24. 

e  -  e 

(et  -  et) 

25. 

e  *  e 

(et  *  et) 

254 


26.  e  /  e 

27.  e  MOD  e 


(et  /  et) 

(et  MOD  et) 
(et  **  et) 


28. 

e  A  e 

—assumes 

(et  **  et) 

A  implemented  as  **. 

29. 

e  U  e 

union(et,  et) 

—assumes  U  defined  for  the  type  of  et. 

30. 

e  1  1  e 

(et  &  et) 

—assumes  Spec  concat  implemented  as  Ada  concat. 

31. 

e  IN  e 

(et  IN  et) 

32. 

*  expr 

—not  implemented 

33. 

$  expr 

—not  implemented 

34. 

e  ..  e 

(et  ..  et) 

35. 

e.NAME 

et.NAME 

—assumes 

implementation  by  Ada  record. 

36. 

e[e] 

et(et) 

-assumes  implemetation  by  Ada  array. 

37. 

(e) 

(et) 

38. 

(e  NAME) 

(et  NAME) 

—checking  routines  are  not  implemented  for  this. 

39. 

TIME 

CLOCK 

—assumes  system  clock  =  local  time  desired. 

40. 

DELAY 

—not  implemented 

-(30  DAYS  <=  DELAY  <=  31  DAYS)  [Ref.  l:p.  3-116]. 

41. 

PERIOD 

—not  implemented 

-PERIOD 

=  (14  DAYS)  (Ref.  l:p.  3-117]. 

42. 

literal 

--As  shown  below. 

-REAL.  INTEGER  STRING.  CHAR  literal.text 

~#  NAME  NAME 

—all  others  —not  implemented. 

43.  ?  —not  implemented. 
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44.  !  —not  implemented. 

45.  IF  el  THEN  e2  middle_cases  ELSE  e3  FI 

—See  CHECK_PKG  template. 

—assumes  "stand-alone"  use  in  Spec  responses  of  the  form: 
-WHERE  IF  el  THEN  e2 

ELSEJF  e3  THEN  e4 
ELSE  e5  FI 
— e_list  ->  e_list,  e 

where  e  is  -if-then-else-fl  expression  is  not 
--supported. 

—el  ->  e2  op  e3 

e2  &  e3  may  not  be  if-then-else-fl  expression. 

--General  Form  of  the  translation: 

--if  etl  then 

if  not  et2  then  "error"  end  if; 

— middle_cases_trans  (elsifs  using  same  logic) 

—else 

if  not  et3  then  "error"  end  if; 

—end  if; 
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